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Abstract
In molecular beam epitaxy, dense arrays of GaN nanowires form spontaneously
on crystalline as well as amorphous substrates. Due to the nature of spontaneous
formation, the control over important parameters is limited.
This thesis addresses the major limitations of spontaneous nanowire formation,
namely the nanowire diameter, number density, and coalescence degree but also the
maximum achievable growth temperature, and presents approaches to overcome the
same. Thereby, we have fabricated a new class of nanowires with unprecedented
structural and optical properties.
We find that a two-step growth approach, where the substrate temperature is
increased during the nucleation stage, is an efficient method to gain control over the
area coverage, average diameter, and coalescence degree of GaN nanowire ensembles.
Furthermore, we also demonstrate that the growth conditions employed during the
incubation time that precedes nanowire nucleation do not influence the properties of
the final nanowire ensemble.
Furthermore, we present three growth approaches to minimize the long incubation
time that precedes nanowire nucleation at elevated temperatures and to thus facilitate
significantly higher growth temperatures (up to 905◦C). We achieve this advancement
by (i) using III/V flux ratios larger than one to compensate for Ga desorption, (ii)
utilizing the two-step growth procedure introduced above, and (iii) using an AlN
buffer layer to favor GaN nucleation. The GaN nanowire ensembles grown at so
far unexplored substrate temperatures exhibit excitonic transitions with sub-meV
linewidths comparable to those of state-of-the-art free-standing GaN layers grown by
hydride vapor phase epitaxy.
Finally, we fabricate nanowires with diameters well below 10 nm, the lower bound-
ary given by the nucleation mechanism of spontaneously formed nanowires. Here,
regular nanowire arrays are thinned in a post-growth decomposition step in ultra-high
vacuum. In situ monitoring the progress of decomposition using quadrupole mass
spectrometry enables a precise control over the diameter of the thinned nanowires.
These ultrathin nanowires show dielectric confinement, which is potentially much
stronger than quantum confinement. We demonstrate intense excitonic emission
from bare GaN nanowires with diameters down to 6 nm. The large dielectric mis-
match between the nanowires and vacuum greatly enhances the Coulomb interaction,
with the thinnest nanowires showing the strongest dielectric confinement and the
highest radiative efficiency at room temperature. These ultrathin nanowires may
constitute the basis for the fabrication of advanced low-dimensional structures with
an unprecedented degree of confinement.
Keywords: gallium nitride, GaN, nanowires, nanocolumns, nanorods, molecular
beam epitaxy, spontaneous formation, two-step growth, high temperature, photolumi-




Dichte Ensembles aus GaN-Nanodrähten können in der Molekularstrahlepitaxie
mithilfe eines selbstinduzierten Prozesses sowohl auf kristallinen als auch amorphen
Substraten gezüchtet werden. Aufgrund der Natur selbstgesteuerter Prozesse ist dabei
die Kontrolle über viele wichtige Ensembleparameter jedoch eingeschränkt.
Die Arbeit adressiert genau diese Einschränkungen bei der Kristallzucht selbstindu-
zierter GaN-Nanodrähte. Konkret sind das Limitierungen bezüglich der Nanodraht-
Durchmesser, die Nanodraht-Anzahl-/Flächendichte, der Koaleszenzgrad sowie die
maximal realisierbare Wachstumstemperatur. Für jede dieser Einschränkungen wer-
den Lösungen präsentiert, um die jeweilige Limitierung zu umgehen oder zu ver-
schieben. Als Resultat wurde eine neue Klasse von GaN Nanodrähten mit bisher
unerreichten strukturellen und optischen Eigenschaften geschaffen.
Mithilfe eines Zwei-Schritt-Ansatzes, bei dem die Wachstumstemperatur wäh-
rend der Nukleationsphase erhöht wurde, konnte eine verbesserte Kontrolle über
die Flächendichte, den Durchmesser und den Koaleszenzgrad der GaN-Nanodraht-
Ensembles erreicht werden. Desweiteren konnten wir zeigen, dass die Wachstumsbe-
dingungen während der Inkubationsphase keinen Einfluss auf die Eigenschaften des
finalen Nanodraht-Ensembles haben.
Darüber hinaus werden drei Ansätze präsentiert, um die außerordentlich lange Inku-
bationszeit, welche bei hohen Wachstumstemperaturen vor der Nanodraht-Nukleation
auftritt, zu minimieren und damit wesentlich höhere Wachstumstemperaturen zu
ermöglichen (bis zu 905 ◦C). Die Verbesserungen wurden erreicht durch (i) die Verwen-
dung eines III/V Flussverhältnisses größer eins zur Kompensation von Ga-Desorption,
(ii) die Verwendung des oben beschriebenen Zwei-Schritt-Ansatzes sowie (iii) durch
die Einführung einer AlN-Pufferschicht, welche die GaN-Nukleationsbarriere senkt.
Die GaN-Nanodraht-Ensembles, welche bei bisher unerreichten Wachstumstempe-
raturen gezüchtet wurden, weisen schmale exzitonische Übergänge mit sub-meV
Linienbreiten auf, vergleichbar zu denen freistehender GaN-Schichten, welche nach
dem aktuellen Stand der Technik der Hydridgasphasenepitaxie fabriziert wurden.
Abschließend wurden Nanodrähte mit Durchmessern deutlich unterhalb von 10 nm,
dem unteren Limit herkömmlicher selbstinduzierter GaN-Nanodrähte, fabriziert.
Mithilfe eines Zersetzungsschrittes im Ultrahochvakuum direkt im Anschluss an
die Wachstumsphase wurden reguläre Nanodraht-Ensembles verdünnt. In-situ Pro-
zesskontrolle durch Quadrupolmassenspektroskopie ermöglichte hierbei die genaue
Steuerung des finalen Nanodrahtdurchmessers. Die resultierenden ultradünnen Na-
nodrähte weisen dielektrisches Confinement auf, welches potentiell viel stärker ist
als reguläres Quantenconfinement. Wir zeigen eine ausgeprägte exzitonische Emis-
sion von puren GaN-Nanodrähten mit Durchmessern bis hinab zu 6 nm. Der große
dielektrische Kontrast zwischen Nanodraht und Vakuum verstärkt die Coulomb-
Wechselwirkung, wodurch die dünnsten Nanodrähte das stärkste Confinement und
die höchste Strahlungseffizienz bei Raumtemperatur aufweisen. Diese ultradünnen
Nanodrähte könnten einen Ausgangspunkt für die Fabrikation hochentwickelter nie-
derdimensionaler Strukturen mit einem bisher unerreichten Confinement darstellen.
Stichwörter: Gallium Nitrid, GaN, Nanodrähte, Nanosäulen, Molekularstrahlepita-






CVD chemical vapor deposition
cw(-PL) continuous-wave (photoluminescence)
FS-GaN free standing Gallium Nitride
FFT fast Fourier transform
FX free exciton
FWHM full width at half maximum
HVPE hydride vapor phase epitaxy
LD laser diode
LED light-emitting diode
MBE molecular beam epitaxy
MOCVD metalorganic chemical vapor deposition
µ-PL micro-photoluminescence
NBE near-band edge (luminescence)
NW nanowire
PA-MBE plasma-assisted molecular beam epitaxy
PL photoluminescence
QMS quadrupole mass spectrometry
RHEED reflection high-energy electron diffraction
SAG selective area growth
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The technological revolution in the last century has strongly influenced modern life.
Electronic and optoelectronic devices have played a major role in these developments.
Electronic switches, amplifiers, memory, and sensors have enabled the development of
integrated circuits, computers, smartphones, roboters and many more. Light-emitting
diodes have led to the realization of bright and efficient indicators, signals, displays and
lamps. Photodiodes have enabled digital cameras and are used in many other applications.
The foundation of the success of these devices is the ability to produce semiconducting
material with high structural perfection in large volumes. The synthesis of pure, single
crystalline semiconducting materials usually is a fundamental prerequisite for electronic
devices to function efficiently.
For the material systems of Si, Ge, SiC, III-Vs, this prerequisite has been fulfilled for
decades and therefore many different applications based on these materials have hit the
market. In that case, continuous enhancements and further developments are mostly
achieved by optimizing fabrication, design and principle of the respective devices.
For GaN and the group-III nitrides (III-N) in general, the case is different. First com-
mercial LEDs based on GaN were announced only in 1993. The structural quality of GaN
layers in current LEDs is still far from comparable to Si technology. Despite these shortcom-
ings, GaN has enabled solid-state lighting which is currently underway to revolutionize
how man enlightens his environment and may thereby severely reduce our global power
consumption. Thus, GaN has become one of the most important semiconductors after Si
in only 20 years. However, there are a lot of open questions remaining to be answered.
The fabrication of inexpensive bulk GaN substrates with a high structural quality is maybe
the most important one. For GaN LEDs, mastering the decrease in efficiency for higher
currents is a similarly important task. In addition, the III-Ns are highly interesting for
other applications such as UV-LEDs and high power electronics or also for photodetectors
and in solar water splitting.
The fabrication of GaN in the form of NWs has the potential to yield improved and novel
devices while at the same time making possible a direct integration with Si technology.
Usually being free of dislocations, their excellent crystal quality distinguishes GaN NWs
from planar epitaxial layers. In NW LEDs, vertically oriented active regions fabricated
in shells around the NW core may lead to an improved integration density compared
to planar epitaxy. Moreover, NWs have the potential to realize novel device concepts
where the third dimension is actively used in device design, e.g. for confining zero- or
one-dimensional excitons.
GaN NWs, spontaneously formed in molecular beam epitaxy, have received consid-
erable attention in the last decade. At the moment, spontaneously formed GaN NW
ensembles outcompete selective-area-grown NW arrays in terms of structural and optical
quality, in terms of process cost, as well as achievable minimum NW diameter. While
SAG NW arrays are industrially more relevant because of their more uniform and ordered
morphology, spontaneously formed NWs are of importance both for fundamental studies
on the GaN NW system and as a reference system for what may be one day achieved with
improved SAG NW arrays.
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1. Introduction
However, also the spontaneous formation of GaN NWs is far from being completely
understood and optimized. Several fundamental limitations concerning the control of
NW morphology and the usable growth conditions have been agreed upon in literature.
Specifically, the used growth conditions simultaneously affect the average NW diameter
as well as the NW nucleation rate. The minimal achievable average NW diameter is
limited by the shape transition occurring during NW nucleation. Although being lower
than for SAG NWs, is still significantly higher than what would be required to achieve
lateral quantum confinement due to a small Bohr radius in GaN of 3 nm. Analogously, the
achievable growth temperature is limited by the severely decelerated nucleation of NWs
at high temperatures. A higher growth temperature is expected to lead to an improved
structural quality of the GaN crystal. The third parameter that cannot be controlled in
spontaneous NW formation as desired is the NW number density. Typically, high number
densities are obtained that result in a high area fraction of the substrate covered by NWs.
This high area coverage leads to a high degree of NW coalescence which in turn introduces
structural defects. Simultaneously, it prevents core-shell growth concepts due to the
shadowing of the impinging fluxes by adjacent NWs.
The present thesis is devoted to the optimization of spontaneously formed GaN NWs
ensembles in molecular beam epitaxy. By employing unconventional growth schemes,
experiments are performed that aim to overcome the fundamental limitations introduced
above. Thereby, not only GaN NWs ensembles of unprecedented properties are obtained,
but also the understanding of the process of spontaneous GaN NW formation is broad-
ened.
Following this introduction, a general overview to the GaN material system is given
in Chapter 2 starting out with an outline of the technological relevance of GaN. Then,
the basic properties of GaN that are of relevance in this work are summarized. After
discussing the remaining challenges to GaN-based devices, nanowires will be presented
as an alternative to conventional planar epitaxy including a discussion of their differences
and advantages.
In Chapter 3, the methodological and contentual background of this work is explained.
Along with a brief introduction to molecular beam epitaxy, the specific experimental
conditions used for the preparation of the samples described in this thesis are given.
Subsequently, the analytical techniques utilized to characterize our NW ensembles are
described. While reflection high-energy electron diffraction and line-of-sight quadrupole
mass spectrometry enable an in-situ monitoring of NW growth, the statistical shape
analysis of scanning electron micrographs, x-ray diffraction and photoluminescence spec-
troscopy facilitate the comprehensive determination of their morphology, their optical and
structural properties.
As a starting point with regards to GaN NW growth itself, a concise review of the most
important studies will be given attempting to draw a well-comprehensible picture of their
spontaneous formation. Then, recent reports on the impact of the growth conditions on
NW formation and growth are recapitulated. As a result, the fundamental limitations
of the spontaneous formation of GaN NWs as already briefly mentioned above will be
discussed. The remainder of this work will then focus on overcoming these limitations.
In Chapter 4, a two-step growth approach is presented. This approach introduces
different growth conditions for the nucleation and elongation of the NWs. Thereby, we
attempted to gain improved control over the morphology of the NW ensemble, namely
coalescence degree, number density, and area coverage. While some degree of control
over the area coverage and coalescence degree is obtained, the number density of long
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homogeneous NW ensembles remains high. A reduction in number density is only
observed for growth conditions where the growth is stopped before NW nucleation has
finished and comes at the price of NWs very inhomogeneous in height. As a result of
these experiments, it is deduced that the high number density of spontaneously formed
GaN NWs is the consequence of an ensemble phenomenon where NW nucleation can only
decelerated but not stopped before the self-induced saturation. In another implementation
of the two-step growth approach, we show that we can significantly reduce the growth
time of GaN NW ensembles without affecting their structural or optical properties by
eliminating the incubation time that usually preceeds NW growth.
Chapter 5 deals with the spontaneous formation of GaN NWs at so far unprecedented
growth temperatures. Using three unconventional growth approaches, we enable GaN
NW growth at up to 900◦C. These growth approaches include the use of nominally Ga-rich
growth conditions, the two-step growth approach discussed above, and on the introduc-
tion of buffer layers to lower nucleation barrier. Along with the higher growth temperature,
we observe the onset of Si melt-back etching and thermal decomposition occurring during
NW growth. The optical and structural properties of these high-temperature NWs, how-
ever, outscore all previous reports on spontaneously formed GaN NWs. The linewidth of
the excitonic transitions of our high-temperature NWs prove that their structural quality
is comparable to that of state-of-the-art free-standing GaN layers. In addition, we also
report for the first time on the spontaneous formation of GaN NWs on 6H-SiC(0001̄) both
at conventional and high growth temperatures.
In Chapter 6, we overcome the last and most important limitation of spontaneously
formed GaN NWs, namely, the impossibility to grow GaN NWs with diameters below
15 nm. As the diameter cannot be reduced by means of tailored growth conditions, we
employ a post-growth decomposition step, where the NWs are partially reevaporated in
the MBE chamber. Thereby, they reduce in length and diameter transforming to ultrathin
NWs with a tapered morphology exhibiting tip diameters down to 5 nm. While their
dimensions are still too large to allow quantum confinement, we show that dielectric
confinement plays an important role and induces zero- and one-dimensional excitons in
these ultrathin NWs. These findings will make possible the development of new classes
of devices based on GaN NWs such as single-photon emitters and lead to a renewed
interest of the scientific community in GaN NWs. If the post-growth decomposition step
is conducted long enough, eventually also the number density of the remaining ultrathin
GaN NWs is reduced. Thus, core-shell growth on spontaneously formed GaN NWs in
MBE may be finally realized.
Finally, Chapter 7 provides general conclusions drawn from the results presented in
this thesis as well as an outlook for further improvements in controlling and tailoring the
properties of GaN NW ensembles prepared in MBE.
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2. The GaN material system
In this chapter, a brief introduction to the GaN material system will be given to classify
this work into broader context for the thematically less specialized reader. Despite GaN
having already developed into one of the most important semiconductor materials for
device applications after silicon in the last 25 years, this thesis is rather a fundamental
study on the growth of GaN in the form of nanowires. These NWs, in turn, may lead to
many improved or new devices and applications. For a more detailed treatise on GaN,
the reader is directed to the handbook by Morkoç. [1] For information on the physics of
semiconductor devices, the book by Sze and Ng is advised. [2]
In Section 2.1, the historic path leading to the development of the blue LED is traced.
Due to this invention, GaN has evolved to one the most important material systems
in modern technology. In Section 2.2, the most important properties of GaN that are
of relevance in this work are summarized. Afterward, recent progress made on GaN
devices is outlined in Section 2.3. Finally, in Section 2.4, nanowires will be introduced and
compared to conventional epitaxial films.
2.1. The development of the blue light-emitting diode
In the last century, the development of semiconductor diodes and transistors based mostly
on Si and Ge have enabled the triumph of electronics governing almost every aspect of
today’s life. In the field of optoelectronics, the role of Si and Ge is mostly limited to the
detection side, i.e., in photodiodes and solar cells, due to their indirect bandgap. [4] For
light emission, conventional III-V semiconductors such as GaAs, InAs, InSb, GaSb, and
InP and their alloys have lead to the development of efficient red and infrared LEDs due
to their direct bandgaps. [5] At higher energies, however, for green, blue and ultraviolet
light, suitable materials systems were rare. AlAs, AlP, and GaP all have their bandgap in
the green but exhibit indirect bandgaps in their typical zinc blende crystal structure. [6]
A suitable material system for optoelectronic applications, in terms of bandgap, are the
group-III nitrides. Their bandgaps span the wide window from 0.7 eV for InN up to 6.2 eV
for AlN. Their direct bandgaps facilitate efficient electron-hole recombination and make
them a potential candidate for light emitting diodes in the infrared, visible, and ultraviolet
spectral range. Their realization, however, was much more technologically demanding
compared to that of Si electronics and conventional III-V semiconductors. First of all,
the lack of a suitable well lattice-matched substrates prevented the early fabrication of
high-quality GaN films. In addition, efficient p-type doping was difficult to achieve. Only
in the late 1980s and early 1990s, reports on the fabrication of high-quality GaN films [7,8] as
well as successful p-doping of GaN films [9,10] allowed to overcome the main technological
obstacles. Soon after, the first blue LED was developed by Nakamura et al. in 1994. [11]
These important results, paving the way toward today’s triumph of white LEDs (compare
Fig. 2.1) replacing incandescent light bulbs, were honored with awarding the Nobel prize
of physics in 2014 to Isamu Akasaki, Hiroshi Amano, and Shuji Nakamura. [3]
GaN-based LEDs and lasers have encountered the center of society from many different
5
























































Figure 2.1: The functional principle of the blue LED as described by the Royal Swedish
Academy of Sciences when awarding the Nobel Prize in Physics for 2014 to Isamu
Akasaki, Hiroshi Amano, and Shuji Nakamura. Figure taken from the press release
of the Royal Swedish Academy of Sciences. [3]
angles. They are, for example, used in lighting, data storage, automotive, or medical
appliances.
2.2. Fundamental properties of GaN
GaN is a binary semiconductor composed to equal parts of the group III element gallium
and the group V element nitrogen. Under ambient conditions, the thermodynamically
stable crystal structure of GaN is wurzite. [1] The wurzite crystal structure has a hexagonal
unit system described by two lattice constants, a and c. Per unit cell, there are six atoms
of each type. The wurzite crystal structure consists of two interpenetrating hexagonal
close-packed sublattices of Ga and N atoms, respectively. [1] The bonds between the Ga
and N atoms are partially covalent. [1]
Figure 2.2(a) depicts the unit cell of wurzite GaN and the positions of the Ga and N
atoms therein. As the wurzite crystal structure lacks an inversion plane perpendicular to
the c-axis, GaN surfaces along c-direction have either a N or Ga layer as their utmost atomic
plane as is illustrated in the figure. Due to the polar nature of wurzite GaN, it exhibits a
spontaneous polarization in c-direction which is the common orientation for GaN epitaxy.
When growing heterostructures, an additional piezoelectric polarization comes into play
due to lattice mismatch. The interplay of both polarizations significantly influences the
overlap of electrons and holes in quantum wells and thereby the performance of GaN-
based optoelectronic devices. When examining III-N heterostructures, this interplay needs
to be considered. In addition, Figure 2.2(b) depicts the non-polar A-plane ({112̄0}) and
M-plane ({11̄00}) as well as the semi-polar R-plane ({11̄02}). These planes have only in
6
2.2. Fundamental properties of GaN
Figure 2.2: (a) Crystal structure of wurzite GaN oriented along +c and -c directions, known as
Ga- and N-polar orientations. (b) Highlight of the polar C-plane, the non-polar
A- and M-planes and the semi-polar R-plane. (a) Figure taken from Ref. [12]. (b)
Figure taken from Ref. [13].


























Figure 2.3: Energy band gaps of wurzite group-III nitrides (blue) and their commonly used
substrates (red) versus the corresponding lattice constants. [1,15]
the last 15 years attracted significant scientific attention because the reduced or missing
polarization along these orientations leads to an enhanced overlap of the electron-hole
wavefunctions and thus an increase in recombination efficiency. [14]
The lattice constants a and c of wurzite GaN have been reported to be 3.189 Å and
5.1864 Å. [16] The Ga-Ga separation in bulk GaN, and therefore the monolayer thickness, is
equal to 2.59 Å. Wurzite GaN has a direct band gap of 3.42 eV at ambient temperature.
Together with AlN and InN it constitutes an alloy system that spans from the near infrared
(0.65 eV for InN) to the ultraviolet (6.2 eV for AlN). Figure 2.3 depicts the band gaps of
the wurzite III-nitrides versus their lattice constants. Also given are the corresponding
(coincidence) lattice constants of the commonly used constant substrates for epitaxial
growth of GaN: Si, Al2O3, and SiC. The graph directly points out the major drawback
for III-N epitaxy – the lack of suitable, lattice-matched substrates. The lattice mismatch
between GaN and Al2O3 is around 14%, the one between GaN and Si(111) around 17%.
Only the expensive SiC exhibits a comparably lower lattice mismatch of 4%. GaN can be
7
2. The GaN material system
Figure 2.4: The band structure of wurzite GaN as calculated with an empirical pseudopotential
method. Figure taken from Ref. [17].
doped to allow high carrier densities both n-type by using Si or Ge as dopants and p-type
using Mg.
For the sake of completeness, Figure 2.4 gives the calculated band-structure of wurzite
GaN. The band gap of GaN at 1.6 K is around 3.505 eV. [1] Dangling bonds at the surface
result in surface states pinning the Fermi level at about 0.6–0.7 eV below the conduction
band minimum for both M- and C-plane GaN. [18] The dielectric constant of GaN is about
8.9 at 300 K. [19]
For more detailed insights on the properties of GaN, the reader is advised to the book
"Handbook of Nitride Semiconductors and Devices, Materials Properties, Physics and
Growth" by Morkoç. [1] Complementary properties of GaN will be introduced along this
work where necessary.
2.3. Recent progress and remaining challenges for GaN-based
devices
In the last years, new methods have been developed for preparing high-quality free-
standing layers and bulk GaN substrates by HVPE, [20] and high-pressure [21] as well as
ammonothermal growth. [22] These layers exhibit dislocations densities down to 104 cm−2
and have facilitated further improvement of GaN-based LEDs. [23] In contrast, GaN layers
that are prepared on Al2O3 or Si substrates usually exhibit threading dislocation densities
of 108 cm−2 and above. In addition, free-standing GaN layers and bulk GaN substrates
have enabled many advanced studies of the GaN material system itself. In terms of price,
these substrates are, however, still very expensive and far from being suitable for large-
scale industrial mass-production. Only for specialized applications such as high-power
LEDs, commercial devices are realized on bulk GaN. [23]
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Figure 2.5: The main remaining challenges for GaN-based LEDs: (a) Filling the green gap,
where human vision has its highest sensitivity, and (b) overcoming the efficiency
droop at higher currents. The images were taken from Refs. [24](© 2007 IEEE) and
[25], respectively.
However, there also remain challenges that have not yet been overcome. Although the
(In,Ga)N alloy theoretically spans across the entire visible range, (In,Ga)N based LEDs
have only been shown to efficiently function in the blue and violet, i.e., for low In contents.
At longer wavelengths, the device efficiency rapidly decreases. This situation is known as
the green gap because in the red efficient LEDs can be again manufactured on the basis of
other, conventional III-Vs, namely AlInGaP. [24,26] The origin in the decrease of efficiency
with increasing In content lies in the different properties of GaN and InN leading to phase
separation and instabilitites and defects caused by the lattice mismatch between InN and
GaN as well as again the lack of lattice-matched substrates.
Moreover, also blue and violet (In,Ga)N/GaN LEDs suffer from a characteristic decrease
in efficiency for higher currents. This so-called "droop" is controversially discussed in lit-
erature to be either caused be electron leakage current [27,28] or auger recombination. [29–31]
In the case of deep UV-LEDs and laser diodes (LDs), the lack of suitable substrates and
difficulties in p-type doping prevent the fabrication of efficient devices. [32]
In addition to optoelectronic applications, GaN-based devices also excel in purely
electronic applications such as high-electron-mobility transistors (HEMTs), due to the high
electron mobility in GaN and InN. Furthermore, III-Nitrides are used in Schottky diodes,
HFETs, light harvesting technology, and intersubband transmitters. [1]
2.4. Nanowires, their differences and potential advantages over
epitaxial films
Conventional epitaxy is the deposition of a crystalline layer where the atoms are in registry
with the substrate. In order to build functional devices, fundamental epitaxial constraints
have to be complied with. These constraints regard (i) the need for a low lattice mismatch
between the layer and the substrate (or a suitable coincidence lattice) and (ii) the use of
materials with comparable thermal expansion coefficients. Strain induced by the lattice
mismatch may result in defect formation and thereby demolish the device performance.
In extreme cases, it may prevent crystal growth in form of layers. When cooling down
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Figure 2.6: Finite element simulation of the strain relaxation in an axial
quantum well embedded in a nanowire where the lattice con-
stant of the quantum well is larger than that of the nanowire.
Calculation by M. Hanke (PDI).
to room temperature after the epitaxy, the difference in thermal expansion of substrate
and layers may lead to wafer bowing and eventually cracking. These epitaxial constraints
limit the possible material combinations and realizable device concepts. With modern
technology demanding for increased complexity to achieve advanced functionality, the
concept of planar epitaxy with subsequent wafer dicing and device shaping in the backend
process is not always feasible.
Nanowires may be one solution to overcome these fundamental constraints and pave
the way to new and advanced devices. Note, that while some NWs can also be fabricated
as whiskers along a given substrate, in this work we treat NWs that grow epitaxially
perpendicular to the substrate, just as planar layers do. The main difference of NWs
to layers is their lateral extent. Laterally individual NWs typically exhibit cross-section
diameters of tens to low hundreds of nms. Depending on the fabrication process and their
material system, their density may vary over several orders of magnitude. As a result of
their limited lateral size, strain originating from either the lattice mismatch or thermal
expansion may be relaxed elastically. Threading dislocations potentially forming at the
interface remain there [33] or quickly bend toward the free sidewall surface. [34] Therefore,
GaN NWs, for example, can be prepared on a wide variety of substrates independent of the
lattice mismatch. [35–41] Analogously, axial heterostructures of larger lattice mismatch, e.g.,
(In,Ga)N insertions with higher In content, may be integrated without defect formation,
because the strain can be elastically relaxed by deforming the NW sidewalls. Core-shell
heterostructures, on the other hand, could increase the active area per chip and thus
theoretically outscore planar layers. In addition, NWs are also interesting from a more
fundamental point of view because they may allow the fabrication of defect-free GaN-
based nanostructures such as (crystal phase) quantum dots. [42]
Nanowires can be prepared using different methods. The common mechanism is that
the NW geometry is driven by a reduction in surface energy. For material systems like
GaAs, InP, Si and others, NW growth usually proceeds in the vapor-liquid-solid mode
that is enabled by a metallic particle that is used as a seed to induce local supersaturation
and therefore uniaxial growth. GaN NWs may be synthesized using the VLS method
as well but also form spontaneously, suitable growth conditions provided, without the
need of a foreign catalyst. With their diameters on the order of tens of nms, GaN NWs
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Figure 2.7: Exemplary scanning electron micrograph in tilted-view of GaN NWs prepared by
molecular beam epitaxy.
are big enough to conduct electrons and holes comparably to bulk. Also the excitonic
behavior remains bulk-like, as the diameters are significantly larger than the Bohr radius
of the exciton in bulk GaN (aB = 3 nm). However, the NW morphology also induces
additional complexity, because the proximity to the NW sidewall surface effects the
binding energy of donors [43,44] as well as the localization of electrons and holes in axial
quantum wells. [45] If the NWs diameter could be further reduced, strong one- and zero
dimensional confinement can be achieved which are of interest e.g., for single-photon
emitters.
Summarizing, nanowires allow to overcome the fundamental constraints of planar epi-
taxy and may pave the way toward new devices as well as to explore physical phenomena
in GaN. Especially, the group-III nitrides are highly interesting in this context as their
alloy system spans a wide and interesting spectral range covering all three transmission
windows of the existing telecommunication infrastructure (0.81, 1.31, and 1.55 µm), the
entire visible range, as well as up to UV-C which is currently highly demanded for envi-
ronmental sensing application and water disinfection as well as in curing, 3D-printing
and fire detection. [32]
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3. Growth and analysis of GaN nanowire
ensembles prepared by plasma-assisted
molecular beam epitaxy
Catalyst-free GaN NWs have been synthesized using different techniques such as met-
alorganic chemical vapor deposition, [46,47] hydride vapor phase epitaxy, [48] and molecular
beam epitaxy. [35,49] In research, the most common growth technique for fundamental
studies on GaN NWs is molecular beam epitaxy. The ultra-high vacuum conditions of
MBE permit the monitoring of NW growth using several in situ techniques. For the still
quite young field of GaN NW growth, these techniques are essential tools for fundamental
studies on the growth and properties of these NWs.
In this chapter, we will introduce the essential tools and background knowledge required
for GaN NW growth in MBE and for following the experiments made in this thesis.
In Section 3.1, we will provide a basic introduction to molecular beam epitaxy. Further-
more, we will clarify the usual preparation and calibration steps conducted for fabricating
the samples presented in this thesis.
In Section 3.2, we will introduce and explain the functional principles of the in situ
monitoring methods used: reflection high-energy electron diffraction and line-of-sight
quadrupole mass spectrometry followed by the ex situ analyses that were performed to
characterize the properties of our samples in detail after removing them from the MBE
chamber: the statistical analysis of scanning electron micrographs, strain analysis based
on x-ray diffraction as well as photoluminescence spectroscopy.
In Section 3.3, we will focus on the growth of GaN NWs itself. First, the most important
studies reported on GaN NW growth by MBE will be reviewed in Section 3.3.1, attempting
to draw a well-comprehensible picture of the current understanding of GaN NWs. This
picture was recently extended by Fernández-Garrido et al. based on research ongoing at
the Paul-Drude-Institut at the time this thesis was started. As summarized in Section 3.3.2,
by systematically monitoring GaN NW growth in situ using QMS, the nucleation and
growth in spontaneous NW formation could be modeled. These and other recent findings
lead to a better understanding of the mechanisms controlling spontaneous GaN NW
formation. Thereby, also the origins of the limitations of the spontaneous formation
of GaN NWs as presented in Section 3.3.3 were identified. The limitations concerning
number density, coalescence, diameter and growth temperature reduce the prospects
of spontaneously formed GaN NWs. Overcoming them and thereby achieving better
control over the morphology, obtaining better and novel variations of GaN NWs will be
the essential goal of this thesis and pursued throughout the following chapters.
3.1. Plasma-assisted molecular beam epitaxy (PA-MBE)
GaN crystals can be synthesized using many different growth techniques. Crystal growth
from solution and HVPE are primarily used for the production of thick GaN layers:
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the former for bulk crystals, the ladder for free-standing GaN layers and thick GaN
epitaxial layers. Bulk GaN exhibits the highest structural perfection demonstrated for
GaN crystal layers and thus has led to a deeper investigation and a better understanding
of the inherent properties of GaN. However, owing its high production cost, it is still far
from being suitable for wide-spread industry scale device production. For the fabrication
and investigation of GaN based optoelectronic devices, mostly MOCVD and MBE are
used as they enable the formation of sharp heterostructure interfaces as well as high-
purity and well-controlled n- and p-type doping. Often, for the fabrication of high-
quality devices, HVPE buffer layers are overgrown by MBE and MOCVD. MOCVD is
preferred in device production industry as it provides a better material quality due to a
higher growth temperature, enables higher growth rates and requires substantially shorter
maintenance periods. MBE enables the fabrication of superior interfaces and offers more
in situ monitoring options not available in MOCVD. It is primarily used for academic
research, but for specialized applications also in industry.
In MBE, crystal films are formed from molecular beams impinging on a heated substrate
in base pressure ultra-high vacuum (UHV). The operating pressure can be as high as
10−4 Torr in UHV. These low pressure conditions are required to enable a mean free path
of the molecular beams long enough to directly reach the substrate. Most source materials
can be thermally evaporated using conventional effusion cells. In MBE conditions, ground-
state molecular nitrogen by itself does not provide enough energy to form GaN. [51] As the
dissociation of a nitrogen molecule into two reactive atoms however cannot be thermally
achieved in MBE, primarily plasma sources are used to generate excited N2 molecules and
N atoms. As a consequence, the remaining molecular nitrogen leads to a high background
pressure on the order of 10−5 mbar during III-N growth in MBE. The switching of the
impinging molecular beams is controlled by shutters.
On the substrate surface, crystal growth is governed by the interplay and competition
of adsorption and desorption processes, surface diffusion, nucleation and decomposition.
Most of these processes are thermally activated and can thus be controlled via the substrate
temperature. In addition, the absolute and relative rates of the impinging fluxes strongly
influence crystal growth.
The GaN NW ensembles presented in this thesis were synthesized in a custom-built
MBE chamber fabricated by CreaTec Fischer & Co. GmbH. The vacuum conditions in the
growth chamber are maintained by two turbomolecular pumps as well as an ion getter
pump. In addition, a cryo shroud inside the growth chamber which is filled with liquid
nitrogen is used to condense residual vapors. During growth experiments, the valve
connecting the ion gatter pump and the growth chamber was closed to protect the pump
from the high background pressure caused by the molecular nitrogen. Attached to the
growth chamber is a preparation chamber, which in turn connects to a load lock as well
as a sputtering chamber. The load lock is used for the loading and unloading of samples.
In the sputtering chamber, titanium can be sputtered onto the backside of transparent
substrates in order to improve their heat absorption.
The majority of the samples presented in this thesis were grown on 2′′ Si(111) substrates.
Prior to loading, the as-received Si substrates were etched using diluted (5%) HF. After
loading, the substrates were heated to 200◦C in the load lock to evaporate residual water.
Ga was thermally evaporated from a Knudsen effusion cell heated to temperatures
between 800◦C and 930◦C. The impinging Ga flux was measured regularly using an ion
gauge whose filament was moved to the position where the substrate is located during
growth. The fluxes were calibrated in GaN-equivalent growth rate units of nm/min,
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as described in Ref. [52]. Here, a growth rate of 1 nm/min is equivalent to 7.3 × 1013
atoms/cm2s. Prior to growth, the substrates were outgassed at 885◦C for 30 min to
remove any residual SixOy from the surface. The substrate temperature was controlled
using a thermocouple. In addition, it was measured with an optical pyrometer calibrated
to the 1 × 1 to 7 × 7 surface reconstruction transition temperature of Si(111) (approx.
860◦C). [53] Afterward, the substrates were exposed to an active nitrogen flux at the growth
temperature for 10 min. The growth was then initiated by opening the Ga shutter. The
active nitrogen flux used was ΦN = 11.0 ± 0.5 nm/min for the samples presented in
Chapters 4 and 5.1. For the samples presented in Chapters 5.2 and 6, a different nitrogen
plasma source was used that supplied only ΦN = 7.8 ± 0.5 nm/min.
The samples presented in Chapter 5.2 were grown on 10 × 10 mm SiC-6H(0001̄) sub-
strates. Before loading, those substrates were chemically cleaned in ultrasonic baths of
n-Butyl acetate, acetone and ethanol and subsequently rinsed in deionized water. Prior to
growth, the one-side polished SiC substrates were additionally backside sputtered with
Ti. The thickness of the Ti layer was about 1 µm. Also, the substrate preparation in the
growth chamber of the SiC substrates was different than for Si. As, in contrast to Si, a
reaction of Ga with the substrate is not expected, the SiC substrates were cleaned using
"Ga-polishing", using the gettering qualities of Ga. Here, 40 MLs of Ga were deposited at
550◦C and flashed-off at a temperature of 900◦C for 60 s to remove any residual SiO2 from
the surface. This procedure was repeated again before the growth was initiated. Since, in
contrast to Si, there is no nitridation of the SiC when it is exposed to an active N flux, the
N and Ga shutters were opened simultaneously to initiate growth.
For the intentional Si doping of NWs, a Knudsen cell filled with Si rods was used. The
targeted doping concentration as a function of the cell temperature was obtained from
SIMS measurements on planar calibration layers. For the NW ensembles, the doping
concentration was corrected for the actual NW volume.
3.2. In situ and ex situ analysis of GaN NWs
The analysis of the prepared samples can be performed both in situ, meaning on site
during the actual epitaxy process, and ex situ on the completed sample.
Owing to the UHV conditions, various techniques can be used to in situ monitor the
growth. For the samples presented in this work, RHEED and line-of-sight QMS were
employed. Using RHEED, the samples surface structure can be analyzed. Using line-of-
sight QMS, the desorption of Ga during growth can be studied quantitatively. The in situ
measurement tools were used to directly observe whether the new growth approaches
and preparation methods of GaN NWs attempted in this thesis were fruitful. Furthermore,
the detailed analysis of RHEED and QMS measurements facilitated a more comprehensive
understanding of the underlying nucleation and growth mechanisms.
In order to further correlate the properties of the obtained NW ensembles to their
growth conditions, several ex-situ analysis methods were employed. All of these methods
were ensemble measurements averaging over hundreds to millions of as-grown nano-
wires, depending on the experiment. The statistical analysis of the NW cross-sectional
shape obtained from scanning electron micrographs was used to objectively obtain the
coalescence degree, the average diameter, as well as the number density of the prepared
NW ensembles. X-ray diffraction experiments were performed to obtain knowledge about
the epitaxial alignment of the NWs and to quantify the inhomogeneous strain existing in
the samples. Continuous wave and time resolved photoluminescence experiments were
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conducted to investigate the recombination dynamics present in the prepared samples and
to correlate them to the growth conditions and the structural properties of the ensembles.
In the following, the basic principles of these in situ analytic methods will be introduced
in Section 3.2.1, followed by an equivalent description of the main ex-situ analytic methods
used in this thesis in Section 3.2.2.
At the end of each segment, the reader will be referred to suitable literature for more
detailed information on the respective experimental method. For illustration, exemplary
raw data of each method will be presented from a reference sample. This sample was
prepared under growth conditions that are typical for the spontaneous formation of GaN
NWs on Si(111), namely using a substrate temperature of 815◦C and a III/V ratio of 0.5. In
a total growth time of about 4 h, GaN NWs with a length of about 2.2 µm were formed.
3.2.1. In situ analytical methods
Reflection high-energy electron diffraction
RHEED is the diffraction of high-energy electrons during their reflection on the sample
surface. It requires an electron gun to generate an electron beam which is aimed at the
sample using a deflection unit. The kinetic energy of the produced electrons may very
between 5 and 50 keV. In our case, their energy was about 20 keV. The electron beam is
directed at grazing incidence onto the substrate resulting in a small penetration depth
and thus enabling a sensitivity dominated by the atomic planes closest to the surface. The
interaction area of the beam and sample governing the measurements is usually about
1 mm wide and between 1 and 2 cm long. The width is determined by the width and
divergence of the electron beam, while the length is a result of the gracing incidence
of the same. The reflected and diffracted electrons hit a fluorescent screen where their
interference pattern can be monitored and recorded using a CCD camera. RHEED is
widely used in MBE to investigate surface morphology, growth rates, crystal structure,
surface reconstructions and epitaxial relations in heterostructures.
The diffraction patterns observed in RHEED correspond to the coincidence of the
Ewald sphere with the reciprocal lattice of the sample. The Ewald sphere represents the
allowed diffraction conditions of elastically scattered electrons conserving their energy
and momentum. It is centered at the sample surface and its radius ki = 2π/λ is given
by reciprocal wavelength of the incident electrons. Since solely the outmost atomic
layers contribute to diffraction, only the two-dimensional surface structure of the crystal
determines the coincidence conditions, while in the direction perpendicular to the sample
surface the reciprocal lattice is constituted of infinite rods.
Thus for an ideal, single crystal, the diffraction pattern is given by spots. In reality
the surface crystal imperfections, atomic steps and instrumental broadening lead to the
observation of a streaky diffraction pattern for smooth surfaces. The distance between
the streaks is given by the inverse of the lattice constant perpendicular to the plane of
incidence. For high-quality crystal surfaces, surface reconstructions may appear, where
energy minimization causes a single adatom layer to form with a periodicity different to
that of the bulk crystal. A prominent example is the 7 × 7 surface reconstruction of Si(111),
where an adatom is positioned on every 7th crystal site both along the [112̄] and the [101̄]
direction. In the case of rough surfaces, the electrons are additionally transmitting through
the asperities which results in a spotty RHEED pattern.
For the growth of GaN NWs pursued in this work, RHEED was primarily used to
identify the onset of NW nucleation. Figure 3.1 shows the typical diffraction patterns
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Figure 3.1: Typical evolution of RHEED pattern along [112̄0] azimuth during GaN NW growth:
(a) 7 × 7 surface reconstruction of Si(111), (b) after nitridation of the substrate, (c)
observation of the first GaN spots, (d) 10 min after the onset of nucleation, (e)
40 min after the onset of nucleation, and (f) after several hours of growth.
occurring in GaN NW growth on Si(111) along the [101̄] and [11̄00] azimuth of Si and
GaN, respectively. As the substrate is usually rotated during growth, these images were
not all taken during the same growth run, but rather gathered from multiple experiments
using comparable growth conditions. Nevertheless, they serve the intention to illustrate
the typical evolution of the RHEED pattern during the preparation of GaN NWs in MBE.
Figure 3.1(a) shows the 7× 7 surface reconstruction of Si(111) prior to growth illustrating
that a clean and sufficiently smooth Si surface was present. As mentioned earlier, the
temperature-dependence of the 7 × 7 reconstruction, transitioning to a 1 × 1 structure at
about 860◦C, [53] furthermore enabled the calibration of the temperature measurements
obtained from the thermocouple and the optical pyrometer. Figure 3.1(b) displays the
RHEED image obtained after the nitridation of the substrate and during the incubation
stage of NW growth. As the few nm thick SixNy layer forming during nitridation is
amorphous, only a diffuse halo is obtained, often super positioned with a weak streaky
signal from the underlying silicon.
Once the first crystalline GaN NW nuclei form, their spotty pattern appears in RHEED
in the form of ring segments. [50,54,55] The width of the segments is determined by the NW
tilt. Figure 3.1 (c) gives the diffraction pattern immediately after the first GaN spots are
observed. As NWs continuously nucleate, the overall intensity of the GaN-related spots
increases until eventually saturating [54,55] [compare Figures 3.1(d) and (e), acquired 10
and 40 minutes after the onset of nucleation, respectively].
As will be discussed in detail in Section 3.2.2, a significant percentage of the NWs
coalesces during growth owing to their high number density, their mutual misorientation,
as well as radial growth. [56,57] This coalescence in turn leads to a reduction of the average
tilt and twist of the NW ensembles, eventually resulting in a completely spot-like RHEED
pattern. Figure 3.1(f) presents the RHEED pattern after several hours of growth during
which a strongly coalesced ensemble of NWs has formed that have grown to a few µm
length.
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Figure 3.2: Sketch of the measurement configuration of line-of-sight quadrupole mass spec-
trometry in MBE.
In order to quantitatively describe NW growth using RHEED measurements, i.e., from
the development of the GaN-related RHEED intensity, NW growth experiments would
have had to be conducted without substrate rotation. As substrate rotation is crucial for
the homogeneity and reproducability of the NW samples, RHEED was primarily used
(i) for substrate preparation, (ii) to identify the onset of GaN NW nucleation, and (iii) to
estimate the progress of NW coalescence. For the quantitative description of GaN NW
growth, in situ line-of-sight quadrupole mass spectrometry measurements were used.
Following the recently developed model by Fernández-Garrido et al. [50], discussed in
detail in Section 3.3.2, a superior description of the entire nucleation and growth processes
was possible. For the quantitative analysis of tilt, twist, and strain occurring in our NW
ensembles, ex-situ x-ray diffraction experiments were performed.
More details on the mechanisms of RHEED and its use in epitaxial growth can be found
in Refs. [58, 59]. Further information on the RHEED patterns of GaN NW ensembles is
given in Refs. [60–62].
Line-of-sight quadrupole mass spectrometry
Line-of-sight quadrupole mass spectrometry can be a powerful in situ tool for the moni-
toring of growth processes. The quadrupole mass spectrometer is usually positioned in
a regular MBE cell port and focused on the substrate using a suitable aperture. Thus, it
can be configured to measure atoms desorbing from the substrate during growth prof-
iting from the long mean free paths in an MBE environment. This measurement setup
is sketched in Figure 3.2. The area of the substrate not shielded by the aperture and
thus contributing to the measurement signal is about 1.5′′ in diameter. An area this large
is required in order to achieve a good signal to noise ratio. Thus, for GaN growth in
MBE, where Ga is partially desorbing during growth, the desorbing Ga flux Φdes can be
monitored in situ during the experiments. However, for growth experiments on smaller
substrates, the measured Ga flux is desorbing from both the sample and the sample holder.
Therefore, for the samples grown on SiC presented in Chapter 5.2, a reliable measurement
of the desorbing Ga flux by QMS was not possible.
The QMS response was calibrated in equivalent growth rate units using a heated
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Figure 3.3: Temporal evolution of the desorbing Ga flux as measured during the growth of
the NW reference sample.
sapphire substrate, where all impinging Ga is known to desorb at sufficiently high tem-
peratures. [63,64] Thereby, the measured QMS signal can be correlated to the impinging flux
as measured using an ion gauge. The correlation of the measurement flux to equivalent
growth rate units is determined from a separate calibration sample. Since during GaN
NW growth there is no Ga accumulation on the substrate, [65–67] the Ga incorporation rate
per unit area Φinc was determined through ΦGa − Φdes.
Figure 3.3 displays the raw data obtained from QMS during the fabrication of the
reference sample. In the first 10 minutes of the experiment, the substrate is nitridated.
As the Ga shutter is kept closed during nitridation, the signal measured at that time
corresponds to the background signal. Once the Ga shutter is opened, the desorbing Ga
flux is measured by the QMS. The temporal evolution of the desorbing Ga flux itself is
discussed at a later stage (Section 3.3.2). At the end of the growth run, when the Ga shutter
is closed again and the substrate temperature is decreased to room temperature, the signal
quickly returns to the background level. Owing to the substrate rotation during growth
and the inherent noise of the measurement, the raw measurement signal is usually very
noisy. Thus, in a first processing step, a FFT filter was applied to remove the noise. The
cut-off frequency was set equal to the one of the substrate rotation. The result is shown
in Figure 3.3 as a red line. Later on the signal was converted to equivalent growth rate
units [63,64] and the actual Ga incorporation Φinc was derived, as it was described above.
In this work, QMS was used to quantitatively monitor and analyze the nucleation,
growth, and decomposition processes of GaN NWs. It enabled an in situ observation
of the nucleation as well as the quantification of the average nucleation time and rate,
crucial for further analysis of the prepared samples. The typical temporal evolution of
the Ga incorporation during GaN NW growth in MBE will be discussed in Section 3.3.2.
Then, also the numerical model using a double logistic function and its interpretations
and consequences will be introduced.
Further information on the functionality of QMS and its use as an in situ tool for GaN
NW growth in MBE can be found elsewhere. [50,61,63,64,68]
19
3. Growth and analysis of GaN nanowire ensembles prepared by PA-MBE
3.2.2. Ex situ analysis of GaN nanowire ensembles
Coalescence degree
Ensembles of spontaneously formed NWs usually exhibit a broad distribution in the
properties of the single NWs (length, diameter). In addition, the very high density of the
NWs inevitably leads to coalescence of adjacent NWs. As single NWs may be tilted and
twisted with respect to each other, their coalescence potentially results in the formation of
extended defects and inhomogeneous strain, significantly affecting optical and electric
properties of the NW ensembles. [49,57,69–71] In order to objectively quantify the coalescence
occurring in NW ensembles, the morphology of the obtained samples was analyzed using
several plan-view scanning electron micrographs containing hundreds of NWs, as it was
proposed by Brandt et al. [56] Using the open-source software ImageJ. [72], we determined
the shape descriptors area A, perimeter P, and circularity C of all detected NW top facets,
where C is defined as
C = 4πA/P2. (3.1)
Circles have a circularity of C = 1, for regular hexagons C equals 0.907. NW coalescence
usually leads to shapes exhibiting lower values of C. As proposed in Ref. [56], we use
a threshold value of C < ζA = 0.762 to identify coalesced NW clusters. This value is
obtained from the most symmetric conceivable shape of two regular hexagons coalescing,
having their coalescence boundary parallel to the A-plane (112̄0). Figure 3.4 depicts
the circularities of selected typical NW shapes. Figure 3.4(d) represents the threshold
condition described above.
Figure 3.4: Selected cross-sectional geometrical shapes formed by M-plane facets and their
circularity. Shapes originating from single nanowires are shown in (a)–(c). The
shapes depicted in (d) and (e) are produced by the coalescence of two regular
hexagons. For the former, the coalescence boundary is parallel to the A-plane,
while it is parallel to the M-plane for the latter.
For very highly coalesced NW ensembles, the coalescence of multiple NWs may nonethe-
less lead to circularity values C > ζA. This case may arise when multiple NWs cluster
not in a line but rather bundle, thus composing again a roundish shape. Also, radial
growth upon coalesence may result in higher values of C. In view of the fact that single
NWs typically exhibit equivalent-disk diameters d = 2(A/π)1/2 well below 100 nm, [73,74]
unless otherwise indicated, we only consider as uncoalesced NWs those with C > ζA
and d < 100 nm. The coalescence degree itself is calculated as the area fraction covered
by coalesced NW aggregates AC divided by the total area covered by NWs AT, thus
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Figure 3.5: (a) Scanning electron micrograph of the reference sample in plan view. (b) NW
aggregates identified by the analysis software. Blue: touching the edge of the
image, unusable for shape analysis. Light blue: coalesced NW aggregates. Red:
NWs with circularity values above the threshold value. For the objects not touching
the edge, their circularity values are given. The scale bar corresponds to 1 µm.
SEM measurements carried out by Anne-Kathrin Blum.
Figure 3.5(a) depicts a raw scanning electron micrograph of the reference sample in plan
view. Prior to further analysis, the images were usually despeckled and their contrast was
enhanced. The same is true for scanning electron micrographs later presented in this work.
In addition, most of the scanning electron micrographs presented later in this thesis are
colorized to enhance their contrast. For the shape analysis, the software then identifies all
individual objects and determines their area, perimeter, and circularity. In Figure 3.5(b)
three kinds of objects are color coded. Objects that touch the edge of the micrograph are
marked in dark blue. These objects cannot be included in the analysis of the coalescence
degree as neither their true area nor their true perimeter are known. For the determination
of the area coverage and the total number density, however, also these objects have to be
taken into account. Objects that do not touch the edge of the micrographs and exhibit
circularities C ≤ ζA are colored in light blue. These objects correspond to coalesced NW
aggregates. Their circularity values are given in the figure. Objects exhibiting circularities
C ≥ ζA are marked in red. These objects are regarded as uncoalesced NWs given that their
equivalent disk diameter is smaller than 100 nm. Also for these objects, the circularity
values are given. For some of these objects in Figure 3.5, it is even by eye very difficult
to discriminate whether these are single NWs or coalesced objects. For others like the
ones with circularites of 0.777 and 0.804, however, it is obvious that these objects are the
result of NW coalescence. The size limit introduced for uncoalesced NWs minimized
the incorrect identification of these objects as their equivalent disk diameters are 114 nm
and 113 nm, respectively. The same is true for the object with a circularity of 0.771 and a
diameter of 106 nm.
Furthermore, we attempted to reliably determine the total number density of NWs
ρNW independently of their coalescence degree. In order to automatically determine the
number of single NWs any coalesced NW cluster consists of, we first determined the
average area Ā of all identified uncoalesced NWs. Then, we divided the area of the cluster
by Ā to estimate the integer number of NWs constituting each coalesced aggregate. In
practice, the same result is obtained when dividing the total area covered by NWs Atotal
by the average uncoalesced NW area: ρNW = Atotal/Ā. However, due to poor statistics,
for coalescence degrees approaching 100%, the inaccuracy in the determination of the
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average area Ā of uncoalesced NWs inevitably leads to a lower accuracy of the obtained
NW number density.
Further information on the shape analysis of NW ensembles can be found in Ref. [56].
In-plane and out-of-plane orientational distribution
The spontaneous formation of GaN NWs usually takes place on foreign substrates. Even
though the lattice mismatch between NW and substrate may be substantial, GaN NWs
generally show a well-defined epitaxial alignment to the substrate. However, the aver-
age NW tilt and twist of a given sample may strongly differ depending on the type of
substrate used. Samples grown on Si(111) usually exhibit a significant distortion of the
epitaxial alignment to the Si substrate. Why the epitaxial alignment to the Si is preserved
at all, despite the amorphous interlayer, is not yet fully understood. Recent experiments
suggest that GaN NWs initially nucleate at holes or grooves in between SixNy patches.
While small degrees of misalignment in coalesced NW aggregates may be accommo-
dated elastically, larger tilt and twist will result in the formation of dislocated tilt/twist
boundaries. [57,75] Coalescence is thus likely to induce inhomogeneous strain as well as
nonradiative recombination. [49,57,69–71]
High resolution x-ray diffraction measurements were performed at room temperature
using a Panalytical X-Pert Pro MRDTM system using Cu Kα1 radiation (wavelength λ =
1.54056 Å) and a Ge(220) monochromator. The x-ray beam profile is a few mm wide and
about 2 cm long, probing a large area of the substrate containing several million NWs.
XRD is based on the angle dependent measurement of the constructive interference of
x-rays scattered by the electrons surrounding the atoms in the crystal lattice. Constructive
interference occurs when Bragg’s law is satisfied
nλ = 2d sin θ. (3.3)
Here, d is the spacing between crystal planes and θ the angle of the incident monochro-
matic beam with respect to the normal to the crystal plane. Experimentally, the diffracted
beam is measured at an angle of 2θ.
GaN NWs exhibit C-plane top-facets and usually M-plane sidewalls, thus the [0001]
axis is parallel to the growth direction. Therefore, ω-scans near the GaN 0002 reflection,
using an open detector and a 1 mm slit, are used to determine the out-of-plane orientation
distribution of the NWs. Here, the FWHM of the ω-scan directly gives the average tilt of
the NWs. The in-plane orientation distribution on the other hand is determined from the
FWHM of azimuthal φ-scans measured in skew geometry using the open detector and no
slit. As a direct measurement with a sample tilted by 90◦ is impracticable for geometric
reasons, the φ-scan was measured along the 101̄5 reflection tilted by χ = 20.58◦ with
respect to the sample surface. The average NW twist, assessed as the FWHM ∆φ90◦ , that
would be obtained at 90◦, was then extrapolated according to
∆φ90◦ =
∆φ101̄5 · sin χ
1 − ∆φ101̄5/360◦
, (3.4)
where ∆φ101̄5 is the FWHM measured in the 101̄5 reflection.
[69]
The strain state of the samples was determined from θ/2θ scans around the 0002, 0004,
and 0006 reflections using the analyzer. While the positions of the respective reflections
indicate that the NW ensembles are free of homogeneous strain (i.e., < εzz >= 0, where
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Figure 3.6: (a) X-ray diffraction scan of the reference sample across the 0002 reflection mea-
sured along ω to determine the average NW tilt from the FWHM. (b) Azimuthal
φ scan across the 101̄5 reflection in skew geometry from which the average NW
twist can be obtained.
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Figure 3.7: X-ray diffraction scans of the reference sample in the θ/2θ configuration measured
for the 0002, 0004, and 0006 reflections. From the increase on the broadening of
these peaks the inhomogeneous strain can be derived.
< εzz > is the zz-component of the strain tensor), their linewidth usually increases with
the reflection order. This broadening is an indication of inhomogeneous strain also known
as micro-strain E =< ε2zz >1/2. The magnitude of E is obtained from Williamson-Hall
Plots β∗f = f (d





where β′f is the integral breadth of the reflection corrected for the breath of the resolution
function. The integral breadth is defined as the ratio of the area and the height of a peak.
As the strain is related to the increase in the broadening, it is obtained from the slope of a
linear fit to β∗f = β
∗
s + 2Ed∗, where β∗s gives the contribution to the broadening due to size
effects. [69]
Figure 3.6 shows the raw ω and φ scans of the reference NW sample used to obtain the
tilt and twist distribution, respectively. Figure 3.7 depicts the normalized x-ray diffraction
scans of the reference NW sample in the θ/2θ configuration measured for the 0002,
0004, and 0006 reflections. Taking into account the apparatus resolution function, the
inhomogeneous strain can be derived from the increase on the broadening of these peaks
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Figure 3.8: Raw spectra obtained from µ-photoluminescence measurements of the reference
sample. (a) cw PL measurement at temperatures varying between 4 K and 300 K.
(b) TRPL transients at 10 K and 300 K. PL measurements carried out by Pierre
Corfdir and Christian Hauswald.
as described above. More detailed information on the x-ray diffraction on GaN NWs can
be found in Refs. [69, 70, 76].
Luminescence
The continuous-wave (cw) and time-resolved (TR) micro-photoluminescence (µ-PL) exper-
iments presented in this work were carried out by Pierre Corfdir and Christian Hauswald.
The cw-PL measurements were carried out using a He-Cd laser (λ = 325 nm) with an
excitation density below 150 nW/µm2. The luminescence was dispersed by an Horiba
Jobin Yvon monochromator (80 cm focal length, 2400 lines/mm) and detected by a charge-
coupled device detector. For the TR-PL measurements, the second harmonic (λ = 325 nm)
of fs pulses obtained from an optical parametric oscillator pumped by a Ti:sapphire laser
was used to excite the NW ensembles. The energy fluence per pulse was kept at around
1 µJ cm−2. The luminescence was dispersed using a monochromator (22 cm focal length,
1800 lines/mm) and directed onto a streak camera with a temporal resolution of 50 ps,
operated either in synchroscan or in single sweep mode. For both cw- and TR-PL mea-
surements, the samples were mounted in a cold finger cryostat whose temperature was
varied between 10K and 300K. For all µ-PL measurements, the excited area of the as-grown
samples covered more than 100 NWs.
Figure 3.8 shows the corresponding spectra of the reference sample. In Figure 3.8(a)
the cw PL spectra at temperatures varying from 4 K to 300 K are shown. The dominating
exciton and defect-related peaks can be resolved and their shift with temperature toward
lower energies becomes apparent. The low-temperature spectrum is dominated by the
recombination of A excitons bound to neutral donors [(D0, XA)] at 3.47 eV. The shoulder
on the high-energy side of the (D0, XA) peak is due to emission from B excitons bound
to neutral donors [(D0, XB)] at 3.474 eV and from free A excitons (XA) at 3.478 eV. To-
wards lower energies, we observe so-called so-called UX band [43,77–80] [(U, X1), (U, X2)]
at 3.45 eV, emission from excitons bound to I1 basal plane stacking faults at 3.41 eV
[(I1, X)] [44,81], and the Y7 band at 3.21 eV. [82,83] In between, weak lines that correspond to
the first LO-phonon replica of the (I1, X) transition can be found. Figure 3.8(b) depicts
the TRPL transients of the reference sample measured at 10 K and 300 K. In general, from
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these measurements many conclusions can be drawn, e.g., concerning the incorporation
of donors and defects, the presence of strain, or the dominating exciton recombination
processes.
As this work is focused on the growth of the NW structures, the experiments on the
optical properties of the obtained NW structures will not be treated in full detail. For more
extensive examinations of the optical properties of the same or similar samples, the reader
is advised to Refs. [42, 78, 84–87]
3.3. Growth of GaN nanowires in PA-MBE
The next section will deal with the fabrication of GaN NWs in MBE. First, a brief historical
review on the important findings in GaN NW growth will be given. Then, based on
the recent progress in monitoring the formation of NWs by QMS, [50] an albeit subjective
attempt will be made to summarize the current understanding of the mechanisms govern-
ing the spontaneous formation of GaN NWs in MBE. Finally, the limitations in ensemble
morphology and substrate temperature inherent to this spontaneous formation will be
pointed out. In the following chapters, methods will be developed to overcome these
limitations and fabricate GaN NWs with unprecedented properties.
3.3.1. Previous work (Review)
In crystal growth, the concentration of point defects depends strongly on temperature.
Their concentration is high at low temperature due to limited kinetics, as well as at high
temperature where entropy governs the defect equilibrium concentration. A minimum
concentration of point defects is obtained at intermediate temperature. For covalently
bonded semiconductors, this optimal growth temperature has been theoretically predicted
to be close to half of their melting point. [88,89] For GaN, the melting point temperature has
been established at 2540 K. [90] Accordingly, the optimal temperatures used in vapor based
epitaxial growth techniques such as MOCVD or HVPE are around 1300 K. [91–93] In MBE,
however, the maximum achievable temperature for the growth of GaN films is limited by
thermal decomposition because GaN is thermodynamically unstable at pressures typical
in the molecular beam regime (< 10−4 Torr). [51,94,95] Furthermore, in PA-MBE, to promote
step-flow growth and obtain smooth GaN films, maintaining a surfactant Ga-adlayer on
the surface is required. [52,96–98] Due to the exponential increase of Ga desorption with
substrate temperature, [52] this requirement implies an additional temperature limitation.
For these reasons, the typical substrate temperatures reported for the growth of GaN
films by PA-MBE are around 1000 K. [52,98] This value is well below the previously stated
optimum.
When GaN films are prepared without the surfactant Ga-adlayer, i.e., when decreasing
the III/V flux ratio and eventually using N-rich growth conditions, the growth mode first
changes to layer-by-layer and later to three-dimensional growth due to insufficient surface
diffusion, resulting in the formation of a rough surface. [98,99] For growth temperatures
above 750◦C, thermal decomposition of GaN comes into play. Thus for the growth of GaN
films, the rate of GaN formation needs to exceed the rate of decomposition. [98]
The formation of self-organized GaN NWs was first reported on by Yoshizawa et al.
in 1997 and Sánchez-García et al. in 1998. [35,49] Both groups investigated the formation
of GaN layers in MBE on dissimilar substrates, Al2O3(0001) and Si(111), respectively, at
comparatively high growth temperatures. They detailed that the resulting layers exhibit
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a columnar structure when prepared in significant N excess. However, almost 10 years
passed before this pioneering work inspired several other scientific groups to work in the
field of GaN NW growth by MBE.
An important distinction to note at this point is that the formation of GaN NWs sig-
nificantly differs to the fabrication of NWs in other material systems. Commonly, the
synthesis of NWs is either based on catalyst seeds or on templates or prepatterned masks.
The spontaneous formation of GaN NWs requires neither foreign seed materials nor
prepatterning. In principle, also GaN NWs can be prepared using metallic seeds. Ni
islands acting as collectors on bare sapphire substrates lead to the formation of GaN NWs
in the VSS mechanism. [100,101] However, the use of a metallic particle as collector resulted
in a high concentration of stacking faults in the obtained NWs. [38] Furthermore, some Ni
might be actually incorporated into the GaN NWs. [38] These drawbacks caused catalyst-
induced GaN NWs to be less interesting from a technological point of view and thus this
growth approach has received much less attention than the spontaneous formation of
GaN NWs.
Alternatively, GaN NWs can be formed on prepatterned masks, where the difference in
nucleation behavior on the mask and in the holes is exploited to enforce the formation
of NWs. Different groups have successfully implemented selective-area growth of GaN
by MBE. Both Ti masks on GaN films as well as SiOx masks on AlN buffer layers have
enabled the fabrication of selective-area-grown well ordered GaN NW arrays. [34,102–106]
Unquestioned, ordered SAG NWs are favorable for industrial applications. However,
compared to some mask types, spontaneously formed GaN NWs still possess a higher
structural quality, because SAG NWs often constitute coalesced aggregates within one
hole. Owing the mask preparation process, accompanied by the often observed lateral
overgrowth of the SAG NWs onto the mask, the minimum achievable diameter for
SAG NWs is larger than for spontaneously formed NWs. In addition, the growth of
spontaneously formed NWs allows the choice of a wide variety of substrates. Last but
not least, mask fabrication process is also very cost- and time-intensive. Simultaneously,
also the spontaneous formation of GaN NWs is yet far from being fully understood and
optimized. Any improvement in the fabrication and analysis of spontaneously formed
NWs will be also beneficial for SAG. Therefore, in this thesis, we will concentrate solely
on the spontaneous formation of GaN NWs.
In order to summarize the reports on spontaneously formed GaN NWs, different aspects
have to be addressed. These include the formation mechanisms leading to NW growth,
the structural properties of single NWs, as well as their optical properties. Aiming to
provide a comprehensive review, context will be favored to historical order. The majority
of the results presented here were obtained on Si(111) which is the most common substrate.
However, to high extent, they can be extrapolated to other substrates.
Nanowire nucleation and growth
Two main aspects are important for the spontaneous NW formation: (i) the nucleation
mechanisms and (ii) the preferred uniaxial elongation. The ladder can be easily explained
by diffusion induced growth, where a lower chemical potential at the top-facet leads to
adatom diffusion along the NW sidewalls. [107] For rotating substrates, Ga and N usually
impinge on the NW sidewalls with a relative time delay, while on the NW top facet they
arrive simultaneously. [108] Theoretical calculations yielded that N, in contrast to Ga, does
not diffuse along the M-plane NW sidewalls but rather forms molecular nitrogen and
desorbs. [109]
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Figure 3.9: Experimental growth diagram for the spontaneous formation of NWs (here labeled
nanocolumns) in MBE from Fernández-Garrido et al. [74]. Note that this diagram
is only valid for the given N flux. The required substrate temperature is higher
than what is used for planar layers. For too high III/V ratios, a compact layer is
formed. For too high substrate temperatures, no growth is observed.
The nucleation mechanisms, on the other hand, seem to be more complex and are
not yet fully understood. The nucleation of GaN NWs depends strongly on the growth
parameters, i.e., the substrate temperature and the impinging fluxes. Prior to the onset of
nucleation, an incubation period is observed where no NWs are formed yet. Consonni
et al. reported an Arrhenius-like temperature dependence of the incubation time with a
nucleation energy of (4.9 ± 0.1) eV, studying the influence of the growth parameters on
the incubation time using RHEED. [55] They argued that during the incubation stage where
no GaN signal is detectable in RHEED subcritical nuclei form and decompose. Once these
subcritical nuclei transform to critical nuclei and eventually form NWs, they are detectable
in RHEED and the growth proceeds from the incubation stage to the NW nucleation. [55]
Furthermore, Consonni et al. analyzed in detail the transition from nucleus to NW using
transmission electron micrographs of NW samples where the growth was interrupted at
different times during nucleation. [54] They observed the formation of spherical cap-shaped
islands on a SixNy amorphous interlayer. With time, the nuclei coarsen and increase in
density. Above a critical diameter of 10 nm (and a height of 2 nm), they undergo a shape
transition toward the NW morphology, driven by strain relief. [54] Another driving force
toward the NW shape is suggested to be the anisotropy of surface energies. [110]
This formation of NWs by shape transition continues until eventually reaching very
high densities, typically on the order of 109 − 1010 NWs/cm2. Consonni et al. observed
that the intensity of the GaN-related RHEED signal continuously increases with ongoing
NW nucleation until saturating at some point. [55] The duration of the nucleation time,
meaning the time difference from the shape transition of the first NW to that of the last
NW, is again dependent on the growth conditions and may easily become as long as
several hours.
After a spherical island experiences a shape transition, it may grow radially and axially.
The final diameter of the NW was found to be determined by the ratio between the
impinging Ga and N fluxes seeking a self-regulated equilibrium at the NW tip. [65] After
the NW has nucleated, Ga impinging on the substrate can diffuse from the substrate
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onto the NW and further to the NW tip. This surplus in available Ga may lead to
Ga effectively exceeding the impinging N and resulting in radial in addition to axial
growth. This radial growth simultaneously decreases the relative contribution of the Ga
diffused to the top facet. Thus, a self-regulated equilibrium is obtained when the Ga,
both directly impinging and diffusing to the top facet, reaches stoichiometry with the
impinging N. [65] As a consequence, changing the Ga/N flux ratio during growth only
allows to increase the NW diameter. When the Ga/N ratio is lowered, the axial growth
rate is decreased but the diameter remains untouched. [65] The thinnest NWs observed by
Consonni et al. [54] directly after shape transition already have diameters above 10 nms,
the thinnest diameters reported for longer NWs were about 15 nms, while for dense
ensembles, typically diameters above 30 nm are observed. [54,74,111,112]
As a consequence of this self-regulated equilibrium, the axial growth rate of the NWs is
expected to be equal to the impinging N-flux, once this stoichiometry is achieved. [65] Only
in the case where nucleation occurs very fast, this fast nucleation and the coalescence of
adjacent NWs may lead to the fact that the NW diameter exceeds the equilibrium diameter.
If the area coverage of the NW ensemble is very high, the relative fraction of Ga impinging
on the NW sidewalls and diffusing to the tip is too low to reach stoichiometry. In this
case, the axial growth rate remains Ga-limited. [113] Simultaneously, the self-regulated
radius also explains the requirement of N-rich growth conditions. For high Ga/N ratios, a
compact layer forms due to radial growth. [65]
GaN NWs spontaneously form on a variety of substrates, including Si(111), Si(100),
amorphous SiOx and Al2O3, AlN, Ti, Diamond, SiC, Graphene. [35–40,49,111,112] In addition to
the N-rich growth conditions, two other prerequisites may be necessary to spontaneously
form GaN NWs. These have not yet been fully agreed upon in literature, however.
The first requirement we want to address at this point is the polarity. GaN NWs in
principle form in the wurzite crystal structure with growth proceeding along the [0001]
axis. [65,114] The cross section of single NWs usually exhibit the shape of a distorted hexagon
where the sidewalls are constituted by M-plane facets. [61,115–117] The distortion is believed
to originate from shadowing effects due to the irregular next neighbor distance in spon-
taneously formed NWs. [56] There has been quite some dispute in literature, whether
spontaneously formed GaN NWs on Si grow in Ga or N polarity. [60,114,118,119] Experiments
by Fernández-Garrido et al., where NWs were grown on AlN buffer layer on C and Si-face
SiC simultaneously addressed the influence of the substrate polarity and defect nucle-
ation. [120] As the buffer layer is known to adopt the polarity of the SiC substrate, [121–123]
the only difference between both samples was the polarity. The polarity of the NWs was
assessed on a microscopic scale using convergent beam electron diffraction (CBED) and
electron energy-loss spectroscopy (EELS). On N-polar AlN, a dense ensemble of N-polar
NWs formed. On Al-polar AlN, the formation of a faceted layer was observed with
scattered single NWs in between. These scattered NWs were found to be N-polar as well,
probably located on inversion domains induced by Si segregation. [120] In addition, the
N-polarity of NWs grown directly on Si(111) was also confirmed on a macroscopic scale
using CBED, resonant XRD, [114] low-energy electron diffraction (LEED), x-ray photoelec-
tron diffraction (XPD) and KOH etching. [124] While the matter is still under discussion
in literature, most experimental results indicate that that spontaneously formed NWs on
Si(111) grow N-polar by nature. [114,119,120,124]
The second potential requirement for the formation of NWs is the presence of strain or
an amorphous layer. To our knowledge, there have been no reports on the spontaneous
homoepitaxial formation of GaN NWs on GaN yet. However, the question whether strain
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is an actually required condition has not yet been conclusively discussed in literature.
Furthermore, even once NW nucleation has completed, axial growth does not proceed
as uniform as one would expect from planar layers. As a consequence of the different delay
times for NW formation of the individual NWs, they initially exhibit a wide distribution in
length. With growth time, however, the NWs have been observed to assimilate in length.
This phenomenon was explained by Sabelfeld et al. with the help of collective effects. [125]
When considering the Ga desorption and adsorption taking place on the NW sidewalls
and the thereby invoked exchange of Ga adatoms between adjacent NWs, shorter NWs
result to collect more Ga than longer ones. This effect allows the shorter NWs to catch up
in height and leads to an overall height equilibration in the NW ensemble. [125] Solely NWs
which do not collect any active N due to shadowing cannot compete and stop growing.
Summarizing the spontaneous formation of NWs, dense ensembles of N-polar NWs are
obtained on substrates inducing N-polarity as well as on nonpolar substrates like Si(111).
To induce the spontaneous formation of GaN NWs, characteristic growth conditions are
required. Fig. 3.9 depicts the growth diagram for GaN NWs on Si(111) in MBE for a
given N flux of ΦN = 6 nm/min. For too high effective Ga/N ratios, a compact layer
forms. For too high substrate temperatures, no NW nucleation is observed within the
given growth time. The basic principle of nucleation is believed to be comparable on all
substrates. This principle includes the shape transformation from cap-shaped islands
to NWs followed by radial and axial growth on the single NW scale and continuous
nucleation until eventually reaching very high densities on the ensemble scale. Solely
the nucleation barrier is expected to depend on the substrate type leading to different
nucleation rates at comparable temperatures. [104,105]
Nanowire properties
Single GaN nanowires have been found to be usually free of extended defects. Dislocations
are confined at the interface [33] or bend toward the free NW sidewalls. [34,126] However, as
it has been addressed already, the coalescence of adjacent NWs may lead to the formation
of dislocated tilt/twist boundaries. [57,75] The impact of NW coalescence hereby strongly
depends on the mutual misorientation of the NWs and thus on the epitaxial alignment to
the chosen substrate. Small values of tilt and twist are more likely to be accommodated
elastically. [56]
Owing the high structural perfection of GaN NWs, the optical properties of GaN NWs
are expected to be comparable to state-of-the-art GaN layers. [127] The peak position of the
dominating (D0, XA) transition indicates that the NWs are generally free of homogeneous
strain. As discussed above, NW coalescence may induce inhomogeneous strain which
results in a broadening of the linewidth of the excitonic transitions. [57,69,76] In addition,
the bound exciton transitions in NWs may also broaden due to the energy dispersion
of these states resulting from their varying distances to the NW sidewall surfaces. [43,44]
Furthermore, short decay times are observed experimentally for bound excitons in GaN
NWs. TR-PL measurements typically yield decay times below 200 ps [44,77,87] compared
to about 1 ns obtained in bulk GaN. [128,129] Recently, both the surface and coalescence
boundaries have been excluded as the main origins for nonradiative recombination by
Hauswald et al. (compare Chapter 5). Alternatively, they showed that bound and free
excitons couple in GaN NWs. Thus, the presence of point defects is discussed as the main
origin for the nonradiative recombination. [87] Owing to the exciton coupling of bound
and free excitons, point defect densities as low as 1015 cm−3 may be sufficient to introduce
an effective nonradiative recombination channel. [87]
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Summarizing, the synthesis of GaN in the form of NWs instead of films not only enables
the growth of single-crystalline GaN on dissimilar substrates [35–41] but also the use of
significantly higher substrate temperatures in MBE compared to planar layers. [35,49,50,74]
However, at temperatures exceeding 850◦C, no spontaneous formation of NWs has been
observed so far. [50,74] In addition, spontaneously formed NWs suffer from the fact that
there is essentially little control over the ensemble morphology. Owing to the high number
density, NWs ensembles usually exhibit significant degrees of coalescence. [56,73] Their
observed optical properties do not yet match the theoretical expectations. [43,87]
3.3.2. The three stages of GaN nanowire growth – in situ control by QMS and
RHEED
In the following section, the temporal evolution of the Ga incorporation during NW growth
is analyzed. This section is to a large part based on a recent publication by Fernández-
Garrido et al. [50] The results presented therein were obtained at the Paul-Drude-Institut in
the last few years and served as a starting point for the main investigations presented in
this thesis.
As discussed in Section 3.2.1, line-of-sight QMS enables the in situ monitoring of the
desorbing Ga flux Φdes during growth. The Ga incorporation rate is then determined
through Φinc = ΦGa − Φdes. Figure 3.10 depicts the temporal evolution of the Ga incorpo-
ration rate for the reference sample, derived from the raw data presented in Figure 3.3 as
described above. In stage I, during the incubation period, no Ga is incorporated. The onset
of the NW nucleation stage II was indicated by the appearance of the first GaN-related
RHEED spots after 25 min. It is accompanied by a rise in the Ga incorporation rate. The
change in incorporation rate is maximal after about 60 min. After around 90 min, the Ga
incorporation rate continues to increase, but at a different pace. At this point, the last
growth stage, stage III, starts. After 3 h of growth, the Ga incorporation eventually reaches
a steady-state level of 2.6 nm/min in equivalent planar growth rate units.
In Ref. [50], we correlated the evolution of the Ga incorporation to the actual morphol-
ogy of the NW ensemble by interrupting the growth at the different times. We found that
the first, steep increase in the Ga incorporation rate centered around 60 min is correlated
to the nucleation of NWs. At this time, the cap-shaped islands formed, undergo a shape
transformation toward the final NW-like morphology and start to grow radially, until
reaching their equilibrium diameter, and axially. The residual increase in Φinc observed in
stage III is attributed to collective effects causing an equilibration in the height distribu-
tion. [125] Thereby, all NWs are enabled to maximize their axial growth rate which results
in an increase in the Ga incorporation rate. In the early stages of nucleation, a significant
amount of Ga atoms impinge on the substrate or on the NW sidewalls at distances to the
NW tip greater than the diffusion length. Consequently, these Ga atoms desorb and cannot
contribute to growth. As the NW density increases, desorbing Ga atoms are more likely to
be readsorbed on adjacent NWs. In addition, due to shadowing, the impinging Ga is usu-
ally adsorbed closer to the NW tips and more likely to contribute to growth. Consequently,
Φinc must increase until the NW ensemble becomes homogeneous in height. [125]
We found that this temporal evolution of the Ga incorporation rate can be described by
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Figure 3.10: Temporal evolution of the Ga incorporation rate per unit area during the growth
of the reference sample. The end of the incubation stage I is labeled by the
observation of the first NW RHEED signal. The nucleation stage II is determined
by the average NW formation time labeled t1. In stage III, the NWs equalize in
height and elongate.
This equation consists of the sum of two logistic functions. As can be seen in Figure
3.10, it yields an excellent fit to the experimental data. The two logistic functions allow to
separate the two contributions of NW nucleation and height equilibration. Their individual
temporal evolutions match the experimental observations of the area coverage and height
equilibration. Therefore, t1 represents the average delay time for NW formation, while
1/τ1 is a rate constant describing the NW formation rate, and A1 is a constant. Accordingly,
t2, 1/τ2 and A2 describe the time evolution of the height equilibration. In Figure 3.10, the
contributions of nucleation and height equilibration are given by the blue dashed and the
green dash-dotted lines, respectively. The average delay time for NW formation t1 was
found to be 60 min, for the NW formation rate a value of τ1 = 6.1 min was obtained.
The assessment of the average delay time for NW formation through t1 allows us to
estimate the average axial growth rate of the NWs during the elongation stage. For the
reference sample, 2.2 µm long NWs we obtained in a total growth time of 264 min. Taking
into account the average delay time for NW formation t1 = 60 min, an axial growth rate of
10.7 ± 0.5 nm/min is measured. As the impinging N-flux was ΦN = 11.0 ± 0.5 nm/min,
we obtain that in the case of the reference sample the axial growth rate of the NWs
approaches the N flux and is thus is N-limited.
Whereas previous growth models successfully characterized the specific stages of NW
growth [54,65,73,108,111,113,125,130,131], equation 3.5 provides an empirical but comprehensive
description of the entire NW growth process. Therefore, it enables a systemic investigation
on how the spontaneous formation and growth of GaN NWs depend on the growth
parameters, namely the substrate temperature, ΦGa, and ΦN.
For a series of samples, where the substrate temperature was systematically varied
between 775◦C and 835◦C, an Arrhenius-type temperature dependence was found for the
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average delay time for NW formation t1
t1 = C1 exp(−EN/kBT), (3.6)
where EN represents an activation energy and C1 is a constant. Analogously, also the
NW formation rate τ1 follows an Arrhenius-type temperature dependence. The fits of
the experimental data yielded activation energies of (6.4 ± 0.1) eV for the delay time t1
and (3.1 ± 0.1) eV for the NW formation rate τ1. These values do not agree with those
reported by Consonni et al., who determined an activation energy of (4.9 ± 0.1) eV using
RHEED. [55] This is not a contradiction, however, as both, RHEED and QMS, investigate
different processes. Using RHEED, the duration of the incubation time is determined, in
other words the duration of stage I, the end of which is determined by the nucleation of
the first NWs. In QMS, the NW formation rate τ1 is the key parameter that effectively
determines the duration of the NW nucleation stage, stage II. The average delay time for
NW formation, on the other hand, describes a superposition of both processes. In fact,
these two processes actually seem to be independent of each other, as will be reported in
Chapter 4.2. Nevertheless, for advancements in NW growth techniques, the temperature
dependence of average delay time for NW formation is the key factor, as it describes the
experimentally decisive parameter: after which time period NWs essentially nucleate.
Simultaneously, the dependence of these key parameters on the Ga flux was determined
using a series of samples where the substrate temperature was kept constant at 805◦C






was found, where C2 is again a constant. This result is compares well with the dependence
of duration of the incubation stage on the Ga flux, reported in Ref. [55]. The power law
was explained within the framework of standard island nucleation theory and the 3/2
exponent was related to the critical size of the stable GaN nuclei. [55] For the NW formation
rate τ1 a similar dependence was found, with the difference that the exponent of the Ga
flux was 1 instead of 3/2.
Determining the influence of the impinging N flux is experimentally more time-con-
suming. However, when deceasing the impinging flux from (10.5 ± 0.5) nm/min to
(4.7 ± 0.5) nm/min, we observed a pronounced delay in NW formation. Whereas for
the sample using the high N flux, a dense and homogeneous NW ensemble forms in a
growth time of 3 h, in the same time only sparse and short NWs form for the low N flux,
evidencing that for the latter sample the growth was interrupted at the very early stage of
NW nucleation.
Combining the results obtained in equations 3.6 and 3.7, we can deduce a quantitative





As we were not able to quantify the influence of the N flux, its impact is given by the
constant factor CN and has to be determined experimentally for each ΦN value.
Figure 3.11 depicts the value of t1 obtained from equation 3.8 in a contour plot with a
logarithmic color scale over a wide range of parameters. Thanks to the quantitative de-
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Figure 3.11: Contour plot depicting average delay time for NW formation in min as a function
of the growth parameters. [50]
scription of t1, we are able to predict the influence of substrate temperature and Ga flux on
the average NW nucleation time for growth conditions that have not been experimentally
explored before. In fact, Figure 3.11 can also be understood as a growth diagram, schemat-
ically comparable to the experimentally determined growth diagram given in Figure 3.9
taken from Ref. [74]. The similarity becomes more clear, when taking into account the
following two considerations: (i) For very low values of t1, nucleation takes place very
fast. However, the combination of low substrate temperature and high Ga flux typically
results in NWs ensembles that either exhibit high degrees of coalescence or actually form
compact layers. [74] On the other hand, t1 quickly becomes as long as several tens of hours,
when using very high substrate temperatures or very low Ga fluxes. For these conditions,
NW growth quickly becomes impractical, experimentally no growth is observed within
reasonable growth times. We must stress that Figure 3.11 is only quantitatively valid for
an impinging N flux of ΦN = (10.5 ± 0.5) nm/min. A higher active N flux would to
reduce t1 and shift the entire growth diagram toward lower Ga fluxes and higher substrate
temperatures. For our concerns, the here derived growth diagram provides an excellent
starting point to explain the new growth approaches that we envisioned and developed in
this thesis.
3.3.3. The limitations of the spontaneous formation of GaN NWs in PA-MBE
On the previous pages, we have extensively described the spontaneous formation of GaN
NWs and summarized the important publications contributing to the current understand-
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ing of spontaneous NW formation and growth in MBE. Nevertheless, as for any other
self-organized growth process, the degree of control on the properties of GaN NW ensem-
bles is rather limited. Unless the growth is stopped before the NW nucleation stage is over,
dense ensembles form. Thus for ensembles of long NWs, always a high number density
on the order of 109 to 1010 NWs/cm2 are obtained, [73,74,111] independently of the growth
conditions used. Owing to this high number density, NW ensembles generally exhibit
significant degrees of coalescence. As usually more than half of the total NW volume is
exposed to coalescence boundaries, [56] the resulting structural and optical properties of
the NW ensemble may be compromised quickly. [57,75,76]
The choice of impinging fluxes as well as substrate temperature influences both the
average delay time for NW formation as described above [50] and the average diameter
of NWs via the effective III/V ratio on the NW tip. [65] The average delay time for NW
formation quickly imposes a temperature limit. The maximum reported growth tempera-
tures for spontaneously formed GaN NWs are close to 840◦C. [50,74] So far, no growth was
observed at higher substrate temperatures. However, as it will be explained later, higher
growth temperatures are highly desirable. The optimal growth temperature for GaN in
MOCVD and HVPE is rather around 1000◦C [91–93] and the optical properties of GaN NWs
are expected to further improve when higher substrate temperatures are used. [38,83]
The average diameter of NWs is determined in a self-regulated process by the effective
III/V ratio during NW growth. [65] This means that growth conditions favoring fast NW
nucleation inevitably result in comparably high NW diameters. Long NW ensembles
usually exhibit diameters of 40 nm and higher. But even short NWs, directly after their
shape transformation from cap-shaped islands to the NW morphology exhibit diameters
of not less than 10 nm. [54,74,111,112]. For some interesting applications, however, a lower
dimensionality is desirable. For instance, as the Bohr radius in GaN is about 3 nm, [132]
much thinner wires are required to actually obtain quantum confinement in GaN NWs.
In the following chapters, we will point-by-point address these limitations of the sponta-
neous formation of GaN NWs. We will attempt to find solutions for gaining more control
over the morphology and properties of the resulting NW ensembles. In cases where
we succeed, we will investigate how the newly developed growth approaches affect the
structural and optical properties of the resulting GaN NW ensembles.
In Chapter 4, we will address the limited control on NW number density and coalescence
degree. By separating the nucleation and elongation stages of NW growth using a two-step
process, we will attempt to gain control over both properties. Although the achieved
degree of control is limited, we gain important knowledge on the mechanisms governing
NW nucleation. Furthermore, we will develop an understanding of the effects of a two-
step growth process that will be beneficial for all subsequent chapters.
In Chapter 5, we will overcome the temperature limitations of the spontaneous forma-
tion of GaN NWs. Using three unconventional growth approaches, we will report on
NW ensembles grown at temperatures up to 905◦C. The mechanisms of these growth
approaches can easily followed considering again the growth diagram presented in Figure
3.11. The first approach consists in leaving the common regime of nominally N-rich growth
conditions. Instead, we use nominally Ga-rich growth conditions to compensate for the
high desorption rate of Ga adatoms at elevated substrate temperatures. In the second
approach, we use again a two-step growth procedure in which an initial low-temperature
step favoring rapid nucleation is followed by a high-temperature elongation stage. In the
third approach, we make use of an additional parameter that influences NW nucleation
which we have not discussed in extent before, the choice of substrate. By introducing an
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AlN buffer layer, we enable faster nucleation at higher substrate temperatures. We will
investigate the phenomenon of Si melt-back etching that comes along with the growth of
GaN NWs on Si at high temperatures. Furthermore, we will in detail investigate the GaN
NW ensembles prepared at these high substrate temperatures.
Finally, in Chapter 6 we will devise a method to fabricate GaN NWs of unprecedented
low diameters. Using post growth decomposition of GaN NWs, we will report on the
controlled diameter reduction and the properties of the resulting ultrathin GaN NWs.
35

4. Improved growth control using a two-step
method
In MBE, the diameter of spontaneously formed GaN NWs is regulated by the Ga/N
ratio [37,65] while the NW number density is supposed to be determined by the diffusion
length of Ga adatoms along the substrate. [67] For low enough Ga/N ratios, the diameter of
single NWs can be as small as 10− 15 nm. [54,74,111,112] However, in most cases, the effective
average diameter becomes larger due to the coalescence of adjacent NWs. This undesired
phenomenon, presumably caused by NW mutual misorientation as well as NW radial
growth, [56] is favored by the high nucleation density of GaN NWs (typically, in the range
of 109 − 1010 cm−2). [73,74,111] Unfortunately, NW coalescence does not only result in a poor
degree of control over NW morphology but also introduces extended defects as well as
inhomogeneous strain. [57,69,70,75,76] Therefore, in order to take advantage of spontaneously
formed NWs for the fabrication of GaN-based devices on dissimilar substrates, it is highly
desirable to develop growth approaches designed to gain control over the nucleation and
growth of GaN NWs to suppress or minimize NW coalescence.
Carnevale et al. proposed a two-step growth method to separate the nucleation and
growth processes. [133] They showed that, by increasing the substrate temperature during
the nucleation stage, it is possible to disentangle and vary the number density, the height,
and the length of spontaneously formed GaN NWs. However, even though they were
able to vary the NW number density in a wide range, the resulting NW ensembles were
rather short (< 400 nm) and very inhomogeneous in height.
In this chapter, we systematically investigate the impact of modifying the growth
conditions at different stages during the spontaneous formation of homogeneous GaN
NW ensembles on Si. In Section 4.1, we analyze the impact of increasing the substrate
temperature at different times during the nucleation of GaN NWs. Although, when
growing long and homogeneous NW ensembles, we were not able to reduce significantly
the NW number density, we gained control over area coverage, average NW diameter and
coalescence degree.
In Section 4.2, we investigate the influence of the growth conditions employed during
the incubation stage [50,55,111] that precedes NW nucleation. The results demonstrate that
the properties of the NW ensemble do not depend on the growth conditions used during
the incubation stage. Therefore, a two-step growth approach, where more favorable
growth conditions for NW nucleation are employed during the incubation stage, can be
used to reduce the total growth time without affecting the properties of the final NW
ensemble.
In Section 4.3, we explore the limits of a two-step growth approach. We thus gain insight
into the mechanisms governing the spontaneous formation of GaN NWs and compare
our observations to the results reported by Carnevale et al. [133]
Experimentally, the two-step growth approach paves the way for growing GaN NWs
under more extreme growth conditions (lower Ga/N ratios and higher substrate tempera-
tures) which typically results in smaller NW diameters, lower degrees of coalescence, and
improved optical properties. [37,38,74,83,86,134] This growth procedure will turn out to be an
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Figure 4.1: Temporal evolution of the Ga incorporation rate per unit area during the NW
growth of samples A to D obtained from quadrupole mass spectrometry. The
typical double-logistic behavior is observed for sample A, prepared using constant
growth conditions. For samples B to D, the substrate temperature was increased
by 30◦C at the times by the arrows.
essential contribution to the results obtained in the subsequent chapters.
Some of the results presented in this Chapter have been published in Ref. [135].
4.1. Control of NW morphology and distribution
Here, we investigate to which extent the morphology and distribution of GaN NWs can
be controlled using a two-step growth process where the growth conditions are modified
during the nucleation stage.
In view of the fact that every NW experiences a different delay time before it is formed,
which strongly depends on the specific growth parameters, [50,55] we expect to gain control
over both NW number density and coalescence degree by modifying the substrate tem-
perature at the nucleation stage (stage II in Fig. 3.10), as suggested by Carnevale et al. [133]
Because the average delay time for NW formation increases exponentially with substrate
temperature, [50,55] raising the temperature before NW nucleation is completed could even-
Table 4.1: Summary of the growth conditions used for samples A–D. The impinging fluxes
were kept constant at ΦGa = (5.5 ± 0.5) nm/min and ΦN = (11.0 ± 0.5) nm/min.
sample A sample B sample C sample D
step 1 substrate temperature (◦C) 815 815 815 815
growth time (min) 270 80 65 50
step 2 substrate temperature (◦C) - 845 845 845
growth time (min) - 190 205 220
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Figure 4.2: RHEED patterns along the [112̄0] azimuth of (a) sample B and (b) sample C at the
end of the first growth step.
Figure 4.3: (a)–(d) RHEED patterns along the [112̄0] azimuth of samples A to D, respectively,
at the end of the growth experiments.
tually suppress further nucleation and thus decrease the final NW number density and
coalescence degree. To investigate this possibility, we prepared a series of samples where
the substrate temperature was increased by 30◦C at different times during the nucleation
stage (samples B–D). For all samples, we used the same impinging fluxes, initial substrate
temperature, and total growth time as for the reference sample which was prepared in
a conventional fashion, namely, keeping constant all growth parameters throughout the
entire process. The detailed analysis of the Ga incorporation rate of the reference sample,
referred to as sample A in this chapter, was already performed in Section 3.3.2 (cf. Figure
3.10). Fig. 4.1 shows the temporal evolution of the Ga incorporation rate per unit area of
samples A–D. For samples B–D, the substrate temperature was first kept at 815◦C. After
80, 65, and 50 min, respectively, the substrate temperature was increased to 845◦C at a rate
of 10◦C/min keeping the Ga and N shutters open during the entire process. Therefore,
before increasing the temperature, for sample B the nucleation was close to the end, for
sample C well advanced, and for sample D at the early times (The growth conditions of
samples A–D are summarized in Table 4.1). For those samples, the increase in growth
temperature apparently leads to a decreased Ga incorporation compared to sample A.
Furthermore, the change in slope suggests, that the rate at which the NW nucleation and
the subsequent growth stages follow is also influenced. The sudden increase in the Ga
incorporation after 190 min for sample D is believed to be a measurement artifact.
Figures 4.2(a) and (b) depict the RHEED patterns along the [112̄0] azimuth at the end
of the first growth step, for samples B and C, respectively. As both samples are still at
the early stages of growth, their RHEED patterns yet exhibit fragmented ring segments
originating from the tilt distribution of the NW ensemble. The RHEED pattern of sample B,
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Figure 4.4: (a)–(d) Plan-view and (e)–(h) cross-section scanning electron micrographs of sam-
ples A–D, respectively. The scale bars correspond to 500 nm for plan-view and 1 µm
for cross-sectional micrographs. SEM measurements carried out by Anne-Kathrin
Blum.
however, is already much less ring-like than that of sample C, pointing toward a reduction
in the average tilt due to the coalescence of NWs already occurring at the early stage of
growth.
Figures 4.3(a) to (d) depict the RHEED patterns along the [112̄0] azimuth at the end of
the second growth step, for samples A to D, respectively. The influence of the two-step
growth approach can already be anticipated in situ from the comparison of the RHEED
patterns. The earlier during the incubation stage the temperature is raised, the broader
are the resulting NW spots. Thus the tilt distribution in the NW ensemble is increasing
from sample A to sample D, which means that the coalescence degree is accordingly
reduced. However, a more quantitative analysis of the impact of the two-step growth can
be obtained from the ex-situ analysis of the NW top facets recorded by SEM.
Figures 4.4 (a)–(d) show plan-view scanning electron micrographs of samples A–D,
respectively. The introduction of a two-step growth procedure leads to a clear reduction in
the area fraction covered by GaN NWs. Also, the earlier during nucleation the substrate
temperature is raised, the stronger is the influence on the final NW ensemble. Figures 4.4
(e)–(h) show the corresponding cross-sectional scanning electron micrographs. The NWs
of sample A are about 2.2 µm long. When taking into account the average delay time for
NW formation (60 min), we find that the axial growth rate is approximately 10.5 nm/min.
This value is close to the impinging active N-flux (ΦN = 11.0 ± 0.5 nm/min), in good
agreement with the experiments reported in Refs. [35, 50, 65, 136–140]. In contrast, the
NWs of samples B–D are not that long. Despite the identical growth times, the average
NW length for samples B–D is only 1.6 − 1.7 µm. The reduction in the axial growth rate,
which becomes Ga-limited, is due to the thermal enhancement of Ga desorption during
the second step of the growth. [52]
Assuming a N-limited growth rate of r1 = 11.0 nm/min in the first step, we can estimate
the average NW length at the end of the first growth step. Thus, we can calculate the axial
growth rate r2 for the second step, shown in Figure 4.5. For samples B, C, and D we obtain
40
4.1. Control of NW morphology and distribution























Figure 4.5: Axial growth rate during the elongation stage for samples A to D. While the growth
rate of sample A is N-limited, the ones of samples B to D are Ga-limited due to
the increased desorption of Ga at higher temperature. In addition, an additional
decrease in growth rate from sample B to D is observed.
an axial growth rate in the second step of r2 = 8.8 nm/min, 8.2 nm/min and 7.6 nm/min,
respectively. This drop in axial growth rate indicates that a lower growth rate due to the
higher Ga desorption may not solely be a temperature effect but might also be favored
by the increase in the mean NW distance. Thus, the probability of Ga atoms desorbing
from the NW sidewalls to escape increases. In contrast, their chance to being readsorbed
on adjacent NWs where, again, they could contribute to growth decreases. If the average
diameter after the end of the first growth step is already larger than the self-regulated
equilibrium radius of the second growth step would be, the growth becomes Ga-limited
and the the axial growth rate r2 changes accordingly.
Figure 4.6 depicts the circularity histograms derived from the analysis of the cross-
sectional shapes of the GaN NWs of samples A–D. The histogram of the reference sample

















































Figure 4.6: Circularity histograms of the cross-sectional shapes of NWs from samples A–D.
The solid lines show the kernel density estimation of the respective histogram,
the dashed lines indicate the threshold value ζA. The coalescence degrees σC are
derived from eq. 3.2.
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Figure 4.7: Area coverage, coalescence degree, average uncoalesced nanowire diameter, and
total nanowire number density of samples A–D as determined from the statistical
analysis of plan-view scanning electron micrographs. The lines are provided as a
guide-to-the-eye. (c) Normalized photoluminescence spectra at 10 K for samples
A—D. The spectra have been shifted vertically. PL measurements carried out by
Pierre Corfdir.
[Fig. 4.6(a)] is rather broad, reflecting a wide variety of cross-sectional shapes as result
of NW coalescence. Interestingly, the variation in the substrate temperature during the
nucleation stage has a strong impact on the distribution of cross-sectional shapes. As
shown in Figs. 4.6(b)–(d), the earlier the temperature is raised during the nucleation stage,
the narrower is the circularity histogram.
Figure 4.7(a) shows for samples A–D the coalescence degrees derived from the circularity
histograms as well as the area fraction covered by GaN NWs. The coalescence degree
steadily decreases from 96 (reference sample) to 74% (sample D) when decreasing the time
at which the substrate temperature is increased. The figure also evidences a decreases in
the area fraction from 44 to 17%. In principle, the reduction of both the coalescence degree
and the area fraction can be caused by the suppression of further nucleation and/or a
decrease in radial growth during the second growth step.
Next, we extract the average diameter of uncoalesced NWs and the total NW number
density. Figure 4.7(b) presents the values of these parameters for samples A–D. The
average NW diameter steadily decreases from 70 to 45 nm from sample A to D. Regarding
the total NW number density, the effect of modifying the substrate temperature during
growth is not so clear. Increasing the temperature during the second half of the nucleation
stage does not seem to influence the total NW number density which remains almost
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constant (≈ 1.1 × 1010 cm−2). Only when the temperature is increased at the beginning
of the nucleation stage, we observe a clear reduction in this parameter. This is the case
of sample D which exhibits a total NW number density of 8.5 × 109 cm−2. Therefore, we
conclude that the continuous decrease in the coalescence degree observed in Fig. 4.7(a) is
mainly caused by a reduction in radial growth during the second step of the growth. This
effect is the result of a decrease in the effective Ga/N ratio due to the enhancement of Ga
desorption.
The high coalescence degree of sample D despite exhibiting a low total NW number
density as well as a small average NW diameter is surprising. A close inspection of the
scanning electron micrograph shown in Fig. 4.4(d) reveals that a significant number of
NWs is bent. In addition, the distance between coalesced aggregates is much larger than
the average NW diameter [see Fig. 4.4(h)]. These findings suggest that NW coalescence is
not only due to NW mutual misorientation and NW radial growth but also induced by
electrostatic attraction during growth. [56,141] The latter effect is most likely caused by the
exposure of the NW ensemble to electrons originating from the N plasma source or the
RHEED measurements. Electrostatic attraction between adjacent NWs has already been
reported and systematically investigated in Si NW. [141] This phenomenon is expected to be
more pronounced for thin and long NWs, as those of sample D. The intrinsic coalescence
degree of sample D is therefore expected to be below the measured 74%.
Figure 4.7(c) shows normalized photoluminescence spectra at 10 K for samples A—D.
The spectra (and intensities) of all samples are comparable despite the reduction in area
coverage [Fig. 4.7(a)]. For all samples, the spectra are dominated by the recombination of
A excitons bound to neutral oxygen [(O0, XA)] which shows a full width at half maximum
of 1.1 ± 0.1 meV. These findings indicate that the given set of growth conditions used
affect neither the inhomogeneous strain in the nanowire, nor the density of nonradiative
recombination centers.
The results of these experiments demonstrate that, independent of the impinging fluxes,
it is possible to obtain a certain degree of control over the morphology and distribution
of GaN NWs by increasing the substrate temperature during the nucleation stage. This
growth approach is found to be indeed an efficient method to decrease the average NW
diameter as well as the area coverage. However, it seems that reduced NW diameters
make the NWs more susceptible to electric attraction, leading to NW bending and non-
intrinsic NW coalescence. Therefore, despite the reduction in NW diameter, the presented
NW ensembles still suffer from a non-negligible degree of coalescence. We anticipate
that additional measures aimed to prevent electrostatic attraction of NWs, [142] such as
negatively biasing the substrate to deflect electrons originating from the N plasma, may
enable a further reduction of the NW coalescence. The total NW number density, however,
cannot be significantly decreased when growing long and homogeneous NW ensembles.
This fact indicates that during the second step of the growth further nucleation is not
completely suppressed. Therefore, despite the reduction in NW diameter, the NW ensem-
bles still suffer from a non-negligible degree of coalescence. Our results are in striking
contrast with those obtained by Carnevale et al., namely, a high degree of control over
NW density by using a similar two-step growth approach. [133] The underlying reason
for this discrepancy could be the much shorter growth times used by Carnevale et al.
(< 90 min). The shorter times resulted not only in a lower density but also in much
shorter and inhomogeneous NW ensembles. These apparently contradictory results can
be reconciled by assuming that despite the presumable unfavorable nucleation conditions
the NW number density increases slowly but steadily during the second step of the growth
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until an homogeneous NW ensemble (as those shown in Fig.4.4) is formed due to the
onset of collective effects. [125] A more detailed comparison of our growth experiments to
those reported by Carnevale et al. will be given in Section 4.3.
4.2. Control over the incubation time
At elevated temperatures, a long incubation time hinders direct growth within reasonable
growth times. [50] Here, we investigate whether the total growth time can be reduced,
without modifying the morphological and optical properties of the NW ensemble, by
using a two-step growth approach.
To this end, we prepared a second reference NW sample, referred to us as sample E,
at a substrate temperature of 855◦C. As will be discussed in detail in Chapter 5, owing
to the high substrate temperature, nominally Ga-rich growth conditions [ΦGa = (16.5 ±
0.5) nm/min] were required to compensate for the high Ga desorption rate. [50,134] The
total growth time was 7 h and the delay time before detecting the formation of the
first GaN NWs by RHEED (i. e., the incubation time) was as long as 90 min. We then
prepared another sample using a two-step growth approach (sample F). During the first
step of the growth, we used the growth conditions of sample A, namely, a Ga flux of
(5.5 ± 0.5) nm/min and a substrate temperature of 815◦C. After 25 min, we observed the
onset of NW nucleation by RHEED. At that point, we changed to the growth conditions
of sample E by first increasing the substrate temperature and subsequently the Ga flux.
During all time, the N shutter was kept open. Therefore, during NW nucleation and
elongation stages, the growth conditions of samples E and F were the same. The growth
was finished after a total growth time of 6 h, i. e., 1 h less than for sample E. The growth
conditions of both samples are summarized in Table 4.2.
Figure 4.8 shows the temporal evolution of the desorbing Ga flux during the growth of
samples E and F. Unfortunately, due to some instabilities of the MBE chamber, the QMS
measurements were not very stable at that time and were additionally influenced by the
RHEED gun due to some cross-talk. As the obtained measurement nonetheless illustrates
the basic idea, we chose to show it anyway. However, the reader is advised to keep in
mind the unreliabilities of these two measurements. In Figure 4.8, the measurement for
sample E is depicted in blue. As, in addition, the ion gauge that is usually used to calibrate
the impinging Ga flux was inoperative, the impinging Ga flux had to be adjusted in situ
using the QMS. This is the reason for the increase in the measured Φdes in the beginning
of samples E and F. Then, during the incubation stage, all impinging Ga desorbed. For
sample E, the first GaN spots appeared in RHEED after 97 min. The end of the incubation
Table 4.2: Summary of the growth conditions used for samples E and F. The impinging N flux
was kept constant at ΦN = (11.0 ± 0.5) nm/min.
sample E sample F
step 1 substrate temperature (◦C) 855 815
growth time (min) 420 25
Ga flux ΦGa (nm/min) 16.5 5.5
step 2 substrate temperature (◦C) - 855
growth time (min) - 335
Ga flux ΦGa (nm/min) - 16.5
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NW RHEED

























Figure 4.8: Temporal evolution of the desorbing Ga flux per unit area for samples E and F.
stage is therefore indicated by the first dashed blue line. However, due to the crosstalk
mentioned above, the measured desorbing Ga flux, was not stable during this time. Only
after the first GaN spots had been observed in RHEED, the RHEED gun was actually
switched off. At that time, the measured desorbing Ga flux started to recover to its original
level of 16.5 nm/min before eventually showing the typical double-logistic behavior. For
sample F, depicted in Figure 4.8 in ocher, the crosstalk between QMS and RHEED was
observed less pronounced. In the first 35 minutes, the desorbing Ga flux is low, due
to the reduced impinging Ga flux of about 5.5 nm/min used in the low temperature
nucleation step. After the first GaN spots were observed in RHEED for sample F, the
growth conditions were switched to those of sample E. Consequently, the desorbing Ga
flux then increased to 16.5 nm/min. Thereby, the duration of the incubation stage was
reduced by approximately one hour. During the entire nucleation stage (stage II) as well
as the elongation stage (stage III) the growth conditions of samples E and F were identical
within the experimental error. The increase in the desorbing Ga flux during the elongation
stage has not been observed for conventional NWs grown at lower temperatures. It
will turn out that it may originate from the simultaneous decomposition of NWs during
growth that becomes relevant at elevated temperatures and for long enough NWs. This
matter will be discussed in detail in the next chapter.
Figures 4.9[(a),(c)] and [(b),(d)] show plan-view and cross-sectional scanning electron
micrographs of samples E and F, respectively. Despite the different growth conditions
used during the incubation stage and the shorter total growth time employed for growing
sample E, the samples look indistinguishable. For both samples, the NWs seem to exhibit
a similar density as well as comparable lengths and cross-sectional shapes. Interestingly,
the cross-sectional scanning electron micrographs reveal that the diameter of these GaN
NWs increases during growth. Such a temporal evolution in the NW diameter has not
been observed before in NW ensembles grown a lower temperatures. This fact suggests
that, due to simultaneous decomposition, the effective Ga/N ratio is not constant during
growth at 855◦C. [65]
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Figure 4.9: (a),(c) Plan-view and (b),(d) cross-sectional scanning electron micrographs of
samples E and F, respectively. The scale bars correspond to 500 nm for plan-view
and 1 µm for cross-sectional micrographs. SEM measurements carried out by
Anne-Kathrin Blum.























Figure 4.10: Circularity histograms of the cross-sectional shapes of the GaN NWs from (a)
sample E and (b) sample F. The solid lines show the kernel density estimation of
the respective histogram, the dashed lines indicate the threshold value ζA. The
coalescence degrees σC are derived from eq. 3.2.
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Table 4.3: NW length, area coverage, coalescence degree, diameter and NW number density
of samples E and F as determined from the statistical analysis of scanning electron
micrographs.
sample E sample F
length (µm) 3.0 ± 0.1 3.0 ± 0.1
area coverage (%) 46 ± 1 44 ± 1
coalescence degree (%) 83 ± 2 88 ± 2
average uncoalesced diameter (nm) 111 ± 3 111 ± 4
NW number density (109/cm2) 4.2 ± 0.4 4.0 ± 0.4





















Figure 4.11: Normalized and vertically shifted low-temperature (10 K) PL spectra of samples E
(black, top) and F (blue, bottom). PL measurements carried out by Pierre Corfdir.
Figure 4.10 depicts the circularity histograms of the cross-sectional shapes of NWs from
samples E and F. Due to increase in NW diameter during growth, the coalescence degrees
were derived from the circularity histograms without introducing a diameter limit for
uncoalesced NWs. The coalescence degrees are indicated in Fig. 4.10 and listed in Table 4.3,
where we also show the values of the average length, diameter, area coverage, and total
number density. As expected from the visual inspection of Fig. 4.9, the quantitative
analysis of the scanning electron micrographs reveals that, within the experimental error,
the morphological properties of samples E and F are almost identical.
Furthermore, we also compared the low-temperature (10 K) near band-edge PL spectra
of samples E and F, which are shown in Fig. 4.11. In both cases, the spectrum is dominated
by the recombination of A excitons bound to neutral O [(O0, XA)] and Si donors [(Si0, XA)]
at 3.471 and 3.472 eV, respectively. Due to the high substrate temperature, [86,134] these
transitions are as narrow as 0.7 meV. Beside these lines, we also observe the recombination
of B excitons bound to neutral donors [(D0, XB)], free A excitons [XA], A excitons bound to
neutral acceptors [(A0, XA)], and the so-called UX band [43,77–80] [(U, X1), (U, X2)], recently
attributed to inversion domain boundaries. [148] For both samples, all these transitions are
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Figure 4.12: Temporal evolution of the Ga incorporation rate per unit area for samples A and
G. For sample G, the substrate temperature was increased by 30◦C 5 min after
observing the onset of NW nucleation by RHEED.
centered at the same energy and exhibit comparable linewidths and intensities. Therefore,
the PL spectra and intensities of samples E and F are quite similar.
The strong similarities between the morphological and optical properties of samples E
and F reveal that the growth conditions employed during the incubation stage, i. e. prior
to NW nucleation, do not influence the properties of the final NW ensemble. Thus, the
present two-step growth approach enables the growth of NW ensembles in shorter times
without affecting their final properties.
4.3. The limitations of the two-step growth approach
In the following, we will present attempts that were made to explore the limits of a
two-step growth. We will report on samples that were prepared in a fashion comparable
to those in Section 4.1 with the distinction that the temperature was raised even earlier
during nucleation. These conditions resemble those used by Carnevale et al. and will
allow us to better compare their experiments [133] to those obtained here. Finally, we will
attempt a comprehensive interpretation of the mechanisms governing the influence of the
two-step growth observed in this chapter.
Analogously to samples B to D, introduced in Section 4.1, we prepared an additional
sample where the substrate temperature was raised accordingly by 30◦C but already 5
minutes after the first GaN spots had been observed in RHEED (sample G). Figure 4.12
shows the temporal evolution of Φinc for sample G along with that of the reference sample,
sample A, for comparison. At the time when the substrate temperature was increased, no
change in Ga incorporation could be observed yet. Furthermore, no significant Ga incor-
poration is measured in the first 3 h of growth. Only then, an increase in Ga incorporation
is observed, pointing toward a strong decrease in the NW formation rate.
Figure 4.13(a) shows the RHEED pattern along the [112̄0] azimuth of sample G at
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Figure 4.13: (a) RHEED pattern along the [112̄0] azimuth of sample G at the end of the first
growth step. (b) Cross-sectional scanning electron micrograph of sample G after
growth. The dashed lines illustrate the two distinct NW height groups. The
arrows indicate the sparse long NWs that have nucleated in the first growth step.
The scale bar corresponds to 1 µm.
the end of the first growth step. At that time enough NWs had nucleated to observe a
characteristic GaN NW RHEED pattern. However, although the growth conditions in
the second step were identical to those of samples B to D, it took another 2.5 h before
significant NW nucleation was resolvable in QMS. Figure 4.13(b) depicts a cross-sectional
scanning electron micrograph of sample G after growth. It shows that the resulting NW
ensemble is constituted of two groups of NWs. Some NWs are already ≈ 1 µm long. The
majority of the NWs, however, are shorter than 300 nm. The combined interpretation of
RHEED and SEM images suggests that the long NWs are those that have formed already
in the first growth step. On the other hand, the short NWs, having reached already a
considerable density, seem to be originating from the increased NW nucleation observed
in QMS in the last hour of growth. In comparison to samples B to D, even the longest
NWs are again shorter. This means, their axial growth rate in the second growth step has
further dropped, although the growth conditions of the second step were identical.
Attempting to prevent the onset of new NW nucleation as observed for sample G,
we have prepared to more two-step samples, samples H and J, where we increased the
substrate temperature of the second step by another 10◦C, being now 855◦C. Figure 4.14
shows the temporal evolution of the Ga desorption for samples H and J, along with that
of reference sample A for comparison. Neither for sample H nor for sample J, a change
in the desorbing Ga flux was observed within the growth times of about 5.5 h and 9 h,
respectively. Therefore, a determination of the Ga incorporation rate was not reliable, and
Figure 4.14 instead depicts the temporal evolution of the desorbing Ga flux Φdes.
Figure 4.15 depicts plan- and tilted-view scanning electron micrographs of samples
H and J. Both samples show a low-density of NWs with a broad distribution in length.
In terms of general morphology, these samples resemble very much those reported by
Carnevale et al. [133] We have analyzed the scanning electron micrographs and obtained
average diameters, maximum NW lengths, axial growth rates, and NW number density
for samples H and J. Those values are given in Table 4.4.
The longest NWs, we believe again to have nucleated already during the low-tempera-
ture step. However, as the growth temperature was raised immediately after the onset on
NW nucleation (as observed by RHEED), the major part of their elongation must have
taken place in the high-temperature step. When calculating the axial growth rate of the
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Figure 4.14: Temporal evolution of the Ga desorption per unit area of samples H and J. For
both samples, the substrate temperature was increased by 40◦C directly after the
onset of NW nucleation was observed in RHEED.
Figure 4.15: (a),(c) Plan-view and (b),(d) tilted-view scanning electron micrographs of samples
H and J, respectively.
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Table 4.4: Maximum NW length, average diameter, growth rate, and NW number density of
samples H and J as determined from the analysis of plan-view scanning electron
micrographs.
sample H sample J
average diameter (nm) 42 ± 2 39 ± 2
maximum NW length (nm) 580 ± 20 970 ± 20
axial growth rate (nm/min) 1.9 ± 0.1 1.9 ± 0.1
NW number density (108/cm2) 6.9 ± 0.3 9.7 ± 0.3
longest NWs, we obtain a value of 1.9 nm/min for both samples. This value is again
lower than the axial growth rates of samples B, C, D, and G and significantly below the
impinging N flux as well as the Ga flux. The presence of a significant number of shorter
NWs of different length along with the fact that the total NW number density increased
from sample H to sample J, reveal the slow but continuous nucleation of NWs during the
second step. However, due to the extreme growth conditions, the NW formation rate is
very low. In fact, samples H and J look well comparable to those reported by Carnevale
et al. Judging from the scanning electron micrographs provided in Ref. [133], a broad
distribution in length is observed. Thus, we believe that in Ref. [133] the nucleation and
elongation phases were also not fully separated but rather extremely stretched.
As a result of the here presented experiments, we believe that using such a two-step
growth process does not allow to significantly reduce the NW number density of long
and homogeneous NW ensembles. If the growth conditions of the second step are too
extreme and the temperature is raised very early during nucleation, the nucleation process
can be slowed down drastically. However, also the axial NW growth rate collapses and
the resulting NW ensemble will exhibit a broad distribution in length. Interestingly, also
for these extreme growth conditions, the observed NWs in average exhibited diameters
around 40 nm. This shows again, that a spontaneous fabrication of much thinner NWs is
not achievable using conventional spontaneous GaN NW formation.
An additional attempt to prevent NW nucleation in the second growth step one might
think of is to simultaneously decrease the impinging active N flux during the second
step. As the existing NWs only elongate at an axial growth rate of 1.9 nm/min, the
impinging N flux could be reduced by a factor of 5 without limiting the axial growth rate.
In contrast, the probability of new NW formation should be drastically reduced. However,
as the amount of the N excess influences the probability of Ga desorption, [95] the axial
growth rate of the existing NWs might nonetheless be indirectly influenced and thereby
annihilate the selective impact proposed above. Preliminary experiments on that matter
were indecisive, however. At the end, this idea was not further pursued as the low growth
rate in any way requires very long growth times. Thus, the entire growth experiments are
rather impractical.
Finally, we need to discuss why we observe a continuous nucleation of NWs even under
growth conditions where in a conventional one-step growth experiment no NW would be
expected to nucleate within the given growth time. [50] In other words, why does the NW
formation rate that is observed in the second growth step, seem to be influenced by the
progress of NW nucleation made in the first step. We want to stress, however, that this
discussion is purely hypothetical and there are far more sophisticated experiments and
theoretical models required, to reliable answer those questions.
In principle, this behavior can be explained in two ways.
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Hypothesis 1 relies on a continuous evolution of the cap-shaped islands that constitute
the predecessors for NW formation. If these cap-shaped islands, during the first growth
step, have already undergone a significant fraction of their development toward that state
where they undergo a shape transition, there is less development required in the second
growth step. This hypothesis would also explain the observation made in Section 4.2,
that the growth conditions of the incubation stage do not influence the properties of the
resulting NW ensemble.
An alternative hypothesis is that NW nucleation is actually a self-enforced process.
Analogously to the considerations of the height equilibration of GaN NWs made by
Sabelfeld et al., [125] the desorption and adsorption of Ga adatoms may play a significant
role in the nucleation dynamics of GaN NWs. If no NWs have nucleated yet, a Ga
atom desorbing off the substrate will escape and can no longer contribute to growth or
nucleation. Once the first NWs have nucleated, however, a desorbing Ga adatom has
a finite probability of being readsorbed on the sidewall of an existing NWs. There, it
may contribute to elongation or be redesorbed again. If the adatom desorbs again off the
NW sidewall, it may, once again, impinge on the substrate and has another chance of
contributing to nucleation. Thereby, as the NW density, and length, increases, the escape
probability of a single Ga atom continuously decreases and the number of chances a Ga
atom has to contribute to growth, or nucleation, simultaneously increases. As mentioned
before, a proper investigation of this hypothesis requires more extensive simulations and
correlations to experiments.
Independent of the exact mechanism, we observe that in a two-step growth process,
the nucleation progress made in the first step significantly influences the development
that is observed in the second step. In addition, we have demonstrated that the growth
conditions used during the incubation stage before nucleation has started influence neither
the morphological properties nor the low temperature PL spectra of NW ensembles. Thus,
it is possible to obtain NW ensemble with similar properties but in shorter growth times
by using more favorable growth conditions (lower substrate temperature and/or higher
impinging fluxes) [50] during the incubation stage. In contrast, a variation in the growth
parameters during the nucleation stage has a strong influence on the properties of the final
NW ensemble. The impact on the final morphology depends on the time at which the
growth conditions are modified during the nucleation stage. This growth approach does
not allow a significant reduction in the NW number density because further nucleation is
not completely suppressed after modifying the growth parameters. However, a two-step
growth approach is found to be an efficient method to gain control over other important
parameters such as area coverage, coalescence degree, and average NW diameter.
In other words, we can imagine the two-step growth procedure as an interpolation
between the low-temperature growth conditions of the first step and the high-temperature
growth conditions of the second step. If the time at which the growth conditions are
changed is during or at the end of the incubation stage, the properties of the resulting NW
ensemble will be identical to those of GaN NWs grown solely at the high temperature. In
contrast, if the temperature is increased only after the nucleation stage is completed, i.e., in
the elongation stage, the morphology is defined by the low-temperature step. In between,
if the temperature is raised during the nucleation stage, one can interpolate between the
morphology of both.
This "interpolation" picture concisely points out the advantages and limitations of a
two-step growth procedure. The two-step growth enables the fabrication of GaN NWs
which usually require growth conditions that come at the price of a long delay time for NW
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nucleation in a shorter time. Thus, two-step growth will prove valuable for NW growth
at higher substrate temperatures as well as for growth experiments targeting low NW
diameters. For the fabrication of long, homogeneous ensembles, however, the obtainable
characteristics such as NW number density, diameter, area coverage and coalescence
degree are limited by the respective values of the corresponding one-step NW ensembles.
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5. High-temperature growth of GaN
nanowires
A major limitation of the spontaneous formation of GaN NWs in MBE, and for GaN
growth in MBE in general, is the achievable growth temperature. The main handicap
in the fabrication of high-quality GaN layers by MBE is the limitation in temperature.
As was discussed in detail in Section 3.3.1, the achievable growth temperature in MBE
is limited by thermal decomposition [51,95] and the requirement to maintain a surfactant
Ga-adlayer on the surface to promote step-flow growth. [52,96–98] For these reasons, the
typical substrate temperatures reported for the growth of GaN films by PA-MBE are
around 1000 K. [52,98] This value is well below the theoretically predicted optimal growth
temperature of covalently bonded semiconductors (approximately half of the melting
point temperature, which is 2540 K for GaN [90]) and approximately 300 K lower than the
optimal temperatures used in MOCVD or HVPE. [91–93]
The growth of GaN in the form of NWs facilitates the use of significantly higher substrate
temperatures for GaN growth in MBE. GaN NWs does not require the presence of a
Ga adlayer because they form only under N excess. [35,36,49,65,74] In addition, the N-rich
environment allows a significant reduction in the effective GaN decomposition rate. [95]
As we discussed in detail in Chapter 3.3.2, the maximum achievable substrate tempera-
ture for the spontaneous formation of GaN NWs is limited by the long delay time that
precedes the spontaneous formation of GaN NWs in MBE. [50] Thus, the key to achieving
even higher growth temperatures consists in reducing the incubation time as much as
possible. Furthermore, in the course of our prior experiments, we found GaN decompo-
sition to be negligible during NW elongation up to at least 835◦C. [50] At higher growth
temperatures, however, GaN decomposition must become significant at some point.
In Section 5.1.1, we use three different growth approaches to decrease the incubation
time and thereby enable the spontaneous formation of GaN NWs on Si substrates at to our
knowledge so far unexplored substrate temperatures (up to 905◦C). The first approach
consists in leaving the common regime of nominally N-rich growth conditions, i.e., a
ratio between the impinging Ga and N fluxes lower than one. Instead, we use nominally
Ga-rich growth conditions (in terms of the impinging fluxes) to compensate for the high
desorption rate of Ga adatoms at elevated substrate temperatures. In a second approach,
we utilize the two-step growth procedure introduced in Chapter 4 in which an initial low-
temperature step favoring rapid nucleation is followed by a high-temperature elongation
stage. Finally, in a third approach, we enhance GaN nucleation by introducing an AlN
buffer layer. Afterward, we study the influence of the growth temperature on the ensemble
morphology.
In Section 5.1.2, we discuss additional phenomena that we observed during the growth
of GaN NWs at high temperature, namely the appearance of Si melt-back etching and an
abrupt radial widening when growing long NW ensembles. Both effects have not been
reported before for GaN NWs prepared at conventional growth temperatures.
In Section 5.1.3, we find that the obtained high-temperature GaN NW ensembles exhibit
unprecedented structural and optical properties. The low-temperature PL spectra of the
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Figure 5.1: (a) Temporal evolution of the Ga incorporation rate per unit area for reference
samples grown at 815◦C and 835◦C with identical fluxes. The arrows mark the re-
spective average NW formation times t1. (b) Increase of the average NW nucleation
time with temperature if the impinging fluxes were kept constant. The squares
correspond to the experimentally determined average NW formation times in (a).
The dashed line gives the extrapolation to higher temperatures following eq. 3.6.
high-temperature-grown GaN NWs will turn out to be comparable to those of state-of-
the-art free-standing GaN (FS-GaN) layers grown by HVPE. However, the improved
properties cannot be solely explained by the higher growth temperature. It turns out, a
significant Si incorporation is provoked by the onset of Si melt-back etching which affects
the exciton recombination in the NWs.
In Section 5.2, we attempt to disentangle the contributions of high-growth temperature
and Si incorporation. There, we report on the spontaneous formation of GaN NW en-
sembles on C-face SiC-6H(0001̄) substrates at low and high growth temperatures. SiC is
believed to be more stable against temperature compared to Si. Therefore, Si melt-back
etching is not expected for these samples. In Section 5.2.2, we will discuss the properties
of GaN NW ensembles grown on SiC(0001̄) at different substrate temperatures. Finally, in
Section 5.2.3, we will examine the impact of intentional Si doping on the optical properties
of the samples.
Some of the results presented in this Chapter have been published in Ref. [134].
5.1. High-temperature growth of GaN nanowires on Si
5.1.1. Three growth methods to enable growth at high temperatures
In this section, we report on the growth of GaN NWs at high temperatures by reducing
the incubation time that precedes NW formation. As we have discussed in Chapter
3.3.2, for given impinging Ga and N fluxes, the average delay time for NW formation
increases exponentially with the substrate temperature. [50] In Figure 5.1(a), we show
the temporal evolution of the Ga incorporation for samples grown using conventional
growth conditions. For both samples, the impinging fluxes were identical, namely ΦGa =
(5.5 ± 0.5) nm/min and ΦN = (11.0 ± 0.5) nm/min. For the first sample, S815, the
substrate temperature was set to 815◦C, for the second (S835) 20◦C higher. In fact, the
former sample is the reference sample (sample A) already discussed in the previous
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Figure 5.2: Temporal evolution of the desorbing Ga flux for GaN NW series grown at different
temperatures. The dashed line corresponds to the impinging N flux ΦN .
chapters. In Figure 5.1(a), the influence of the substrate temperature on the average delay
time for NW formation t1 for the two samples becomes obvious. While sample S815, NWs
in average nucleate after 60 min, t1 is as long as 240 min for sample S835. Figure 5.1(b)
extrapolates the average delay time for NW formation t1 for higher growth temperatures
according to Equation 3.6. It thus represents a horizontal cut through the growth diagram
depicted in Figure 3.11. When exceeding growth temperatures of 850◦C, the NW formation
in average takes more than 10 h. Thus, for the present conventional growth conditions,
the used substrate of 835◦C is already quite close to the practical limit for NW growth.
According to Equation 3.8, we can decrease the average delay time for NW formation
at high growth temperatures by simultaneously increasing the Ga flux and thus using
nominally Ga-rich growth conditions. [50] Figure 5.2 shows the temporal evolution of the
desorbing Ga flux during the growth of GaN NW ensembles at different temperatures. The
impinging N flux for all samples was ΦN = (11.0 ± 0.5) nm/min and is indicated in the
graph. The samples at substrate temperatures between 785 and 835◦C were grown using
the conventional growth approach, namely, a constant III/V flux ratio lower than one.
The growth time for the samples grown at 785 (S785) and 815◦C (S815) was about 4 hours
using Ga fluxes of ΦGa = (2.5± 0.5) nm/min and ΦGa = (5.5± 0.5) nm/min, respectively.
In contrast, for the sample grown at 835◦C (S835), we needed to increase the growth time
up to 7.5 hours to obtain NWs with an average length comparable to that of the samples
grown at lower temperatures. The samples at 855 (S855) and 875◦C (S875) were grown
using nominally Ga-rich growth conditions, using Ga fluxes of ΦGa = (16.5± 0.5) nm/min
and ΦGa = (25.0 ± 0.5) nm/min, respectively. The use of these fluxes allowed a reduction
of the average delay time for NW formation to 175 min for sample S855 and 325 min for
sample S875. Thus, the first growth approach allows us to grow GaN NWs at substrate
temperatures as high as 875◦C in about the same time (7 and 8 h, respectively) as needed
for the sample prepared at 835◦C and a III/V ratio of 0.5. In Table 5.1 a summary of the
growth conditions used for the samples presented in this section is given.
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Figure 5.3: [(a)-(e)] Bird-eye scanning electron micrographs of GaN NW ensembles grown on
bare Si using different temperatures and III/V flux ratios. The corresponding total
growth time were 4, 4, 7.5, 7, and 8 h, respectively. The NW ensembles shown in
(a)-(c) were grown using N-rich growth conditions while those shown in (d) and
(e) were grown using nominally Ga-rich growth conditions. SEM measurements
carried out by Anne-Kathrin Blum.
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5. High-temperature growth of GaN nanowires
Figure 5.4: Bird-eye scanning electron micrographs of GaN NW ensembles prepared on Si at
elevated substrates. In (a) and (b) we used a two-step growth scheme and in (c)
we introduced an AlN buffer layer to enhance GaN nucleation. The corresponding
total growth times were 6, 9, and 4.5 h, respectively. SEM measurements partially
carried out by Anne-Kathrin Blum.
Figures 5.3(a)-(c) show scanning electron micrographs of GaN NW ensembles grown
on bare Si at substrate temperatures between 785 and 835◦C. Figures 5.3(d) and 5.3(e)
illustrate the results obtained when the substrate temperature is increased using nominally
Ga-rich growth conditions. The obtained GaN NW ensembles are of comparable density
and morphology to those grown under N-rich growth conditions at lower temperatures
[Fig. 5.3(a)-(c)]. We stress that, despite the large III/V flux ratios (up to 2.3) used to induce
the formation of GaN NWs at 855 and 875◦C, the growth still takes place under N excess
because of the high desorption rate of Ga adatoms. Otherwise a compact layer would
form due to NW radial growth. [65]
For growth temperatures above 850◦C, Ga reacts with the Si substrate. This phenomenon
referred to as "melt-back etching" is well-known from the growth of GaN on Si at high tem-
peratures by other epitaxial growth techniques. [143] Its appearance in the high-temperature
growth of GaN NWs will be discussed in detail in Section 5.1.2.
For the growth approach described above, the maximum achievable substrate tempera-
ture is still limited by the long incubation time that precedes the spontaneous formation
of GaN NWs. The second growth approach thus aims at reducing further this incubation
time by using a two-step growth scheme. The basic principle of a two-step growth was
already extensively studied in Chapter 4. In a first step, conventional growth conditions,
i. e., a moderate substrate temperature and a III/V flux ratio lower than one, are used
to accelerate nucleation and thus keep the incubation time short. Once the formation of
the first GaN NWs is detected by RHEED, [50,54,62] the substrate temperature is increased
for the second step of the growth. For this second stage, the III/V flux ratio can be kept
constant. However, the use of nominally Ga-rich growth conditions at this stage allows
the use of even higher substrate temperatures.
Figure 5.4(a) presents a scanning electron micrograph of sample T855, a GaN NW
ensemble prepared using the two-step growth scheme. As detailed in Section 4.2, for the
first step, we used the low-temperature conditions employed for the growth of sample
S815. After observing the onset of NW formation by RHEED, the substrate temperature
and the III/V flux ratio were increased up to those of sample S855. The total growth time
for sample T855 was about 6 h, i. e., approximately 1 h less than for the one-step sample
S855. Nevertheless, despite the shorter growth time, the morphological properties of these
60
5.1. High-temperature growth of GaN nanowires on Si
two samples are basically identical (compare Section 4.2, where the samples where labeled
sample E and F, respectively).
Using this two-step growth approach, we attempted to grow GaN NWs at even higher
substrate temperatures. Using a Ga flux of ΦGa = (35 ± 1) nm/min in the second growth
step, we were able to obtain 2.9 µm long NWs at a substrate temperature of 905◦C in a
growth time of 9 h. Figure 5.4(b) presents a scanning electron micrograph of the obtained
GaN NWs of sample T905. For this sample, we again observe the radial growth already
discussed in Section 4.2 for the samples S855 and T855. Unfortunately, when preparing
the sample, the mechanics for substrate rotation during growth were broken. Whereas
in the samples above a uniform radial growth in all directions was observed, for sample
T905, the radial growth was only observed on the NW sidewall where active N was
impinging. This is in agreement with the calculations by Lymperakis and Neugebauer
reporting that active N neither diffuses along the NW shell nor desorbs in order to be
readsorbed on adjacent NW sidewalls. Instead, N tends to form molecular N and thus
desorbs without contributing to growth. [109] As the resulting GaN NWs rather exhibit
the shape of nanowalls, their properties will not be characteristic of high-temperature
GaN NWs anymore. Therefore, this sample will not be considered in the further analysis.
It shows, however, that the growth temperature of 875◦C up to which we were able to
maintain a typical NW morphology, is neither a maximum nor an optimized growth
temperature.
Our third growth approach takes advantage of the fact that the incubation time depends
not only on the growth conditions but also on the type of substrate. [40,104,105,144,145] For
instance, it has been shown previously that the introduction of an AlN buffer layer favors
GaN nucleation on Si substrates. [104,144,145] Therefore, for a single-step growth approach
and identical impinging fluxes, one would expect to achieve higher growth temperatures
on AlN-buffered Si substrates. Figure 5.4(c) demonstrates that this is actually the case.
The introduction of a 26 nm thick AlN buffer layer for sample A875 enables the direct
growth of GaN NWs at temperatures as high as 875◦C under N-rich growth conditions
(III/V = 0.9) in a growth time of 4.5 h owing to the significantly shorter incubation time
(< 5 min) compared to growth directly on Si. Of course, combining this approach with
the use of nominally Ga-rich conditions facilitates even higher growth temperatures.
In the following, we investigate the influence of the growth temperature on the morphol-
ogy of the NW ensembles. Therefore, we again employed a statistical shape analysis on
plan-view scanning electron micrographs of the respective samples to determine NW area
coverage, coalescence degree, average diameter and number density. Since the two-step
growth as it was applied here has no influence on the morphology, as reported in sec-
tion 4.2, sample T855 will not be discussed separately. It’s properties are well comparable
to those of sample S855. In contrast, the high-temperature NWs grown on the AlN-buffer
provide additional insight and will be accordingly investigated and discussed.
Figure 5.5[(a)-(e)] depicts the circularity distributions of the GaN NWs grown at different
temperatures. The amount of identified objects is comparable for all samples while a slight
narrowing of the distribution is observed with temperature. In contrast, for sample A875,
grown on the AlN-buffer at high temperature, the circularity distribution is narrower
and contains more identified NWs. For each sample, the coalescence degree calculated
according to Equation 3.2 is given. Its behavior with temperature, however, can only be
understood when also regarding the changes in diameter and number density as will be
discussed below.
Figure 5.6 shows the development of (a) the area coverage, (b) the coalescence degree, (c)
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Figure 5.5: Circularity distributions of GaN NW samples grown at different temperatures.
(a)–(e) correspond to the NWs grown on Si presented in Fig. 5.3. (f) corresponds to
the NWs grown on AlN-buffered Si presented in Fig. 5.4(c).
the average uncoalesced diameter, and (d) the total NW number density as a function of
the growth temperature. The black circles correspond to the temperature series on Si, the
blue diamond refers to the sample prepared on the AlN-buffer at high temperature. For
the area coverage and the average diameter, no clear correlation to the growth temperature
is observed. In contrast, a weak influence of the growth temperature on the coalescence
degree and a more pronounced effect on the total NW number density is found. A
more detailed correlation is not straight forward as for those samples, by design of the
experiment, not solely the temperature was changed but also the impinging Ga flux to
compensate for desorption.
The average NW radius is determined by a self-regulated process governed by the
effective Ga/N ratio at the NW tip. [65] In the given temperature series the effective III/V
ratio of each sample is determined by both the impinging fluxes and the substrate temper-
ature (which governs diffusion and the exchange of Ga atoms between adjacent NWs).
Thus the obtained values of the NW diameter do not follow a well-defined temperature
dependence but rather indicate the spread in the effective III/V ratio throughout the series.
In addition, the sample prepared at 855◦C suffers from a change in diameter along the
NW axis. This phenomenon will be discussed in detail in Section 5.1.2.
The area coverage of the NWs is governed by the average NW diameter and the NW
number density. As a consequence of the variation in the NW diameter, also for the
area coverage no clear temperature dependence is obtained. However, as was discussed
in Section 3.2.2, the quotient of area coverage and average uncoalesced diameter can
be used to determine the total NW number density. By this, the number of constituent
single NWs is estimated for each coalesced NW aggregate. As is evident in Figure 5.6 (d)
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Figure 5.6: NW ensemble properties as a function of the growth temperature as obtained
from statistical shape analysis. The black circles correspond to the NWs grown
on Si presented in Fig. 5.3. The blue diamond corresponds to the NWs grown on
AlN-buffered Si presented in Fig. 5.4(c). While the NW diameter [(c)] and the area
coverage [(a)] are governed by the III/V ratio, the total NW number density [(d)]
and coalescence degree [(b)] appear to depend primarily on temperature.
the total NW number density shows a clear temperature dependence decreasing from
1.4 · 1010 NWs/cm2 at 785◦C down to 5 · 109 NWs/cm2 at 875◦C. In contrast, a total
NW number density of 1.1 · 1010 NWs/cm2 is obtained for the NW ensemble grown
at 875◦C on the AlN-buffer where nucleation takes place in a time frame comparable
to low-temperature growth on Si. The decrease in NW number density observed for
the samples on Si is good agreement with previous reports where the total NW density
was determined by manual counting and estimating. [73] However, as we extend the
range of substrate temperatures used, we also achieve lower NW number densities. In
Ref. [73], this trend was related to the decrease in the density of the spherical cap shaped
islands as predicted by the standard island nucleation theory. In principle, the underlying
mechanism is assumed to be the increase in diffusion length of the Ga adatoms on the Si
substrate. [67] However, the number density may also be influenced by the shadowing of
neighboring NWs. The question which parameters how determine the number density of
a NW ensemble (and thereby also the coalescence degree) is not well-understood yet.
Owing to the decrease in NW number density, we also observe a slight drop in the
coalescence degree with temperature. However, two additional effects come into play
that distort the observation of a more pronounced decrease in coalescence degree. As
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Figure 5.7: The axial growth rate of the NWs
grown on Si as a function of the sub-
strate temperature. Both results, re-
lying on RHEED and QMS, are dis-
played.
discussed in Section 4.2, a pronounced radial growth is observed for the samples grown at
855◦C. This radial growth is expected to cause an increase in the coalescence degree. For
the samples prepared on Si at 835◦C and 875◦C, on the other hand, electrostatic attraction
has lead to an additional coalescence of the long and thin NWs. [56,141] We believe this
electrostatic charging to be caused by electrons in the MBE chamber originating either
from the N plasma source or the RHEED electron gun. For shorter NW ensembles neither
the radial growth (compare Section 5.1.2) nor the electrostatic attraction will become
relevant and significantly lower coalescence degrees are expected. A comparable effect
can be seen for the sample prepared on the AlN buffer. Despite the high NW number
density a low coalescence degree of 57% is obtained. Due to the low impinging Ga flux
at high temperature, the axial growth rate of that sample was no longer N-limited and
the resulting NWs in average only 900 nm long. Thus, electrostatic attraction was not
sufficient to cause an additional coalescence. In addition, the low average diameter and the
good epitaxial alignment of the GaN NWs on the AlN buffer facilitated the preparation of
a dense, homogeneous NW ensemble exhibiting a comparatively low coalescence degree.
It must be noted, however, that GaN NWs prepared on AlN buffer layers at lower growth
temperatures typically exhibit significantly higher degrees of coalescence.
Finally, we want to discuss the axial growth rate of the NW ensembles. Figure 5.7 depicts
the axial growth rates obtained from QMS and RHEED measurements as a function of the
substrate temperature for the series of GaN NWs prepared on Si. For the measurements
obtained from QMS, the average delay time for NW nucleation t1 was taken into account
to determine the average NW growth time for each sample. [50] We observe a clear increase
in the axial growth rate with temperature, eventually even exceeding the expected limit of
the impinging N flux. At low temperatures, the high density of quickly nucleating NWs
seems to result in an area coverage where the impinging Ga flux is not sufficient to achieve
the self-regulated equilibrium and thereby an N-limited axial growth rate. For the sample
grown at 785◦C, the axial growth rate is actually Ga-limited.
At this point it is not yet clear why at high temperatures the NWs appear to be growing
faster than the impinging N flux. One hypothesis is that, in contrast to current under-
standing, [109] there might be a certain diffusion of active N on the NW sidewalls that may
lead a surplus of available active N on the NW tip and thus an axial growth rate above the
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Figure 5.8: Optical micrographs of GaN NW ensembles grown on Si at different substrate
temperatures. For temperatures above 850◦C, Si melt-back etching is observed,
apparent in the micrographs as grey and black spots. The scale bars correspond to
50 µm.
limit imposed by impinging N flux. At the moment, however, this explanation is solely an
hypothesis and requires further verification.
For the determination of the axial growth rate using RHEED, the appearance of the
GaN related spots in RHEED was used, as it has been previously done in literature. [113]
However, as the RHEED measurement only determines the nucleation of the very first
GaN NWs, the obtained growth times and rates are distorted by the influence of the NW
formation rate τ1. Only when NW formation takes place very fast, the error is low and
the axial growth rates obtained from RHEED are in agreement with those of QMS. This
means that especially for the high temperature growth, the axial growth rate can only be
correctly determined from QMS.
5.1.2. Additional phenomena occurring at high-temperature
In the previous section, we have introduced three routes to fabricate GaN NWs in MBE at
higher substrate temperatures. In addition, we have analyzed the basic morphological
properties of such prepared NW ensembles and the influence of the growth temperature
on the same. However, we have also observed clear morphological characteristics that
have not been observed before for GaN NW growth at conventional temperatures.
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Figure 5.9: Scanning electron micrographs of high-temperature GaN NW ensembles exposed
to Si melt-back etching. (a) The typical clustering of NWs above a melt-back
etching site. (b) Shell formation on NWs above melt-back etching site. (c) melt-
back etching into Si substrate. (d) melt-back etching through an AlN buffer layer
substrate. SEM measurements partially carried out by Anne-Kathrin Blum.
Melt-back etching
For growth temperatures above 850◦C, Ga reacts with the Si substrate. This "melt-back
etching" is well-known from the growth of GaN on Si at high temperatures by other
epitaxial growth techniques. [143] The consequence of Ga-induced melt-back etching on
the NW morphology can be observed in both optical and scanning electron micrographs.
In the former, we see a high density of dark spots. Fig. 5.8 shows plan-view optical
micrographs of the temperature series on Si. With increasing substrate temperature the
density and size of the dark spots increases. Fig. 5.9 shows scanning electron micrographs
of these dark spots. They correspond to the formation of holes in the Si substrate. These
holes can be as deep as a few hundred nanometers. The holes also provoke the tilting
and clustering of the adjacent GaN NWs [Fig. 5.9(a)]. The use of AlN buffer layers has
turned out not to be a sufficient protection to completely prevent Si melt-back etching [see
Fig. 5.9(d)]. We believe that grain boundaries or pinholes present in the buffer layer [145]
may serve as diffusion channels and thus enable melt-back etching.
In order to study the influence of the Ga flux on the NW morphology and the melt-back
etching, additional samples were prepared on Si at high temperature (875◦C). Figure 5.10
depicts tilted-view scanning electron micrographs of this Ga series, the corresponding
optical micrographs are shown in Figure 5.11. In Figure 5.10(a), sample S875 from in the
temperature series is shown again. Sample S875b, shown in Figure 5.10(b), was prepared
using an even higher Ga flux of ΦGa = (42 ± 1) nm/min. For this sample, the melt-back
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Figure 5.10: (a)-(d) Bird-eye scanning electron micrographs of GaN NW ensembles grown on
Si at 875◦C using different III/V flux ratios as indicated. For the samples in (c) and
(d) a modified two-step growth method was employed, where a well-developed
NW template was grown at low temperature before the temperature was raised
for NW elongation. The indicated III/V ratio is that of the high-temperature
elongation step. The scale bars correspond to 1 µm. SEM measurements partially
carried out by Anne-Kathrin Blum.
etching is even more pronounced [see Figure 5.11(b)]. In addition, we observe again a
variation in diameter as discussed before. The apparent radial growth points toward a
change in the effective III/V ratio at the NW tip occurring for these samples. For the two
samples shown in Figures 5.10(c) and (d), a two-step growth process was used where in the
first step a well-developed NW ensembles was grown at low temperature. At the time the
growth conditions were changed, the NWs were around 800 nm long, i.,e., long enough for
the substrate to be shadowed by the existing NWs. For sample T875a, a Ga flux equivalent
to that of sample S875, namely ΦGa = (25.0 ± 0.5) nm/min was used in the second step.
We observe a similar amount of melt-back etching [Fig. 5.11(c)] and, in contrast to the
sample prepared in a one-step fashion, again radial growth. For sample T875b, the Ga flux
was only increased to ΦGa = (10.0 ± 0.5) nm/min in the high-temperature step, keeping
the growth conditions also nominally III/V N-rich. For that sample, only sparse melt-back
etching [compare Fig. 5.11(d)] is observed. Concerning the diameter variation, it seems as
if here the growth was stopped just after the onset of the radial growth phase.
Summarizing, we can state that the melt-back etching occurs not only during NW
nucleation but may also initiate later during growth. Thus, a two-step growth procedure
with a a well-developed NW template does not per se prevent melt-back etching. The
use of lower Ga fluxes in the high-temperature step, however, may reduce its extent.
Principally, melt-back etching is occurring for growth temperatures above 850◦C and
67
5. High-temperature growth of GaN nanowires
Figure 5.11: (a)-(d) Optical micrographs of GaN NW ensembles grown on Si at 875◦C using
different III/V flux ratios as indicated. For the samples in (c) and (d) a two-step
growth method was employed, where a well-developed NW template was grown
at low temperature before the temperature was raised for NW elongation. The
indicated III/V ratio is that of the high-temperature elongation step. The scale
bars correspond to 50 µm. The Si melt-back etching increases with increasing Ga
flux.
quickly becomes predominant. The use of AlN buffer layers has turned out not to be a
sufficient protection to completely prevent Si segregation. In addition, for many of the
longer ensembles prepared at high temperatures, radial growth setting in at a later stage of
the elongation phase is observed. This phenomenon will be discussed in the next section.
Abrupt radial growth
A detailed analysis of the high-temperature samples has shown that the NW length seems
to be an important criterion whether radial growth is observed or not. For NW ensembles
below 2.4 µm length, no indications of radial growth are found. In contrast, all NW
ensembles grown at high temperature that are longer than 2.4 µm show signs of radial
growth that become more pronounced the longer the final NW ensemble is. We believe
that the decomposition of the existing NW base becomes relevant at temperatures above
850◦C. After the Ga-N bond is broken, N then forms molecular nitrogen and desorbs. [109]
Ga, however, may diffuse along the NW sidewall or desorb and be readsorbed on adjacent
NWs. [125] Thereby, once the contribution of the Ga from decomposed GaN becomes
significant, the effective III/V ratio at the NW tip may rise and result in an increase in
NW diameter. [65] An alternative explanation where the radial growth is induced by NW
coalescence can be ruled out from close inspection of the scanning electron micrographs.
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Figure 5.12: Desorbing Ga flux during high-temperature NW growth at 875◦C obtained from
QMS. At the end of growth, a significant Ga signal is measured even after the Ga
shutter is closed.
In addition to indirectly observing GaN decomposition through radial growth, QMS
measurements also provide direct evidence of NW decomposition. Figure 5.12 depicts
the temporal evolution of the desorbing Ga flux Φdes per unit area during the growth of
sample S875. Here, the QMS signal is given without FFT filtering and not smoothened
as described in Section 3.2.1 to achieve a better time resolution. After the completion of
nucleation and height equilibration, Φdes is as high as 96% of the impinging flux Φinc. For
finishing the high-temperature growth of GaN NWs, the Ga shutter was closed. Then,
the substrate temperature was immediately decreased to 100◦C at 40◦C/min with the N
shutter kept open. Interestingly, significant Ga desorption is still measured after the Ga
shutter is closed. This signal is attributed to decomposition. For the sample described
above, the measured decomposition level Φdec is 8 nm/min. As the substrate temperature
is decreased, also Φdec declines. We expect that the measured decomposition level in
active N atmosphere does not significantly differ from the one during growth. Thus, we
must acknowledge that GaN decomposition plays a significant role during NW growth
at these temperatures. However, we must stress that Φinc and Φdec cannot be directly
compared. While Ga incorporation during NW growth only takes place at the NW tip,
decomposition may take place also on the NW sidewalls.
At this point, however, we must note that our hypothesis on the decomposition-induced
radial growth presented here contradicts our model for the intentional thermal decom-
position of GaN NWs that will be presented in the next chapter. There, we find the
decomposition to proceed primarily in a layer-by-layer mode starting from the tip of the
NW. A decomposition mechanism inducing radial growth as presumed here would have
to start on the NW sidewall. The origin for this discrepancy may lie in the specifics of
high-temperature NW growth (high impinging fluxes, significant Si incorporation) but
are still not completely understood.
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Figure 5.13: Normalized and vertically shifted PL spectra at 10 K of GaN NW ensembles
grown on bare and AlN-buffered Si substrates at different temperatures. PL
measurements carried out by Pierre Corfdir and Christian Hauswald.
5.1.3. Properties of GaN nanowires grown at high temperatures on Si
The results presented so far show that using non-conventional growth approaches, it is
possible to synthesize GaN NWs at temperatures significantly higher than those previ-
ously reported in the literature. [37,38,74,133] The high-temperature growth of GaN NWs is,
however, accompanied by Ga-induced melt-back etching of the Si substrate. In addition,
for NWs exceeding 2.5 µm in length, radial growth is observed for NWs grown at temper-
atures above 850◦C. The radial growth is believed to be caused by GaN decomposition. In
the following, we examine the influence of the growth temperature on the optical proper-
ties of GaN NW ensembles by low-temperature (10 K) PL spectroscopy. Furthermore, the
micro-strain present in the high-temperature NWs will be examined by XRD.
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Figure 5.14: Comparison of GaN NWs grown on Si at 875◦C with state-of-the-art FS-GaN
(courtesy of Ke Xu and Hui Yang from the Suzhou Institute of Nano-Tech and
Nano-Bionics). PL measurements carried out by Pierre Corfdir and Christian
Hauswald.
Optical properties
Figure 5.13 shows the PL spectra at 10 K of GaN NW ensembles grown at different
temperatures discussed in Section 5.1.1. As it was done for the morphological analysis,
sample A875, grown on an AlN-buffered Si substrate, is discussed along the temperature
series on bare Si.
Independent of the substrate temperature, the PL spectra of the NW ensembles are dom-
inated by the donor-bound exciton transition (D0, XA) at 3.471 eV as is expected for a GaN
crystal free of homogeneous strain. [81,146,147] For the samples grown at temperatures up to
835◦C, this transition is accompanied by an exponential tail toward lower energies. Besides
the (D0, XA) transition, we also observe in all samples the (U, X) transition [79,80] [recently
attributed to inversion domain boundaries [148] and positioned at the same energy as the
two-electron satellite (TES) peak in FS-GaN] as well as the (I1, X) emission associated with
the recombination of excitons bound to basal-plane stacking faults (SFs). [44,81,149,150] For
the samples grown on bare Si, we found that the intensity of the SF-related luminescence
monotonically increases with increasing substrate temperature.
For samples grown at 875◦C, the (D0, XA) transition is sufficiently narrow that we can
spectrally resolve the individual contributions of neutral O and Si donors, namely the
(O0, XA) and (Si0, XA) transitions. Apart from these lines, we also observe the acceptor-
bound exciton [(A0, XA)] at lower energy and the donor-bound B exciton [(D0, XB)] as
well as the free-excitons (XA, XB) at higher energies. All these lines are easily resolved in
this NW ensemble because the PL transitions become narrower with increasing substrate
temperature. As shown in Fig. 5.15, the linewidth of the (O0, XA) transition for the NWs
prepared on bare Si monotonically decreases from 2.2 to 0.5 meV when the substrate
temperature is increased from 785 to 875◦C. The linewidth for the sample grown at 875◦C
is thus much lower than the values reported in the literature for both undoped and doped
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Figure 5.15: Variation in the linewidth of the (O0, XA) transition with the growth temperature
for the GaN NW ensembles prepared on bare Si. The dashed black line is a
guide to the eye. PL measurements carried out by Pierre Corfdir and Christian
Hauswald.
GaN NW ensembles grown at lower temperatures (1 − 3 meV). [38,43,44,76,77,82,151,152]
For growth directly on Si, the narrowing of the PL lines with increasing substrate
temperature is accompanied by a change in the intensity ratio between the (Si0, XA) and
(O0, XA) transitions as shown in Fig. 5.13 and discussed in detail in Ref. [86]. Specifically,
the higher the substrate temperature, the larger this ratio, indicating that Si incorporation
occurs at higher temperatures. This Si incorporation is likely to originate from the melt-
back etching of the substrate. [85] Since the presence of Si adatoms decreases the formation
energy of basal plane SFs, [153] the melt-back etching may also explain the monotonic
increase in the intensity of the (I1, X) transition with substrate temperature. [85]
The linewidth of the excitonic transitions in GaN layers is determined by inhomo-
geneous strain induced by structural defects, in particular threading dislocations. [154]
Single GaN NWs are free of threading dislocations, but the inadvertent coalescence of
adjacent NWs may generate boundary dislocations which in term induce inhomogeneous
strain. [57,76] In addition, the bound exciton transitions in NWs may also broaden due to the
energy dispersion of these states resulting from their varying distances to the NW sidewall
surfaces. [43,44] As detailed in Ref. [86], the moderate Si doping of the NWs induced by
the melt-back etching of the Si substrate may lead to the ionization of surface donors and
thereby diminish surface-induced broadening effects.
The explanation of a doping-mediated reduction of the surface-induced broadening
is supported by the Ga series presented in Section 5.1.2. For sample S875b where the
melt-back etching was even more pronounced, the linewidth of the (O0, XA) and (Si0, XA)
transitions were again slightly narrow than for sample S875 (down to 0.4 meV for the
(Si0, XA) transition). In contrast, the linewidth of sample T875b where the melt-back
etching was almost entirely suppressed was again somewhat larger, namely 0.7 meV for
the (O0, XA) while the (Si0, XA) exciton was not observed.
If the contribution of surface donors to the photoluminescence of our high-temperature
GaN NW ensembles is indeed negligible, the PL spectra must reflect the structural per-
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Figure 5.16: Temperature dependence of the integrated PL intensity of GaN NW ensembles
grown on Si at different temperatures. PL measurements carried out by Pierre
Corfdir and Christian Hauswald.
fection of the NW cores. Figure 5.14 displays the near band-edge (NBE) PL spectrum
of sample S875 compared to that of a state-of-the-art 350 µm thick free-standing GaN
(FS-GaN) layer grown by HVPE with a dislocation density lower than 106 cm−2. The
FS-GaN layer was courtesy of Ke Xu and Hui Yang from the Suzhou Institute of Nano-
Tech and Nano-Bionics. We observe that both the energies and the linewidths of the
bound- and free-exciton transitions of both samples are comparable. Therefore, despite
the large lattice-mismatch between Si and GaN (17%), these ≈ 2 µm long GaN NWs are
free of homogeneous strain and exhibit inhomogeneous strain in a similar magnitude as
350 µm thick FS-GaN layers. In addition, due to the enhanced light extraction efficiency
for the NW morphology, we found that the integrated NBE PL intensity between 3.46 and
3.49 eV is one order of magnitude higher for the NW ensemble. Thus, the fabrication of
GaN NWs at so far unexplored substrate temperatures along with the likely ionization of
surface donors caused by unintentional Si doping have resulted in NW ensembles with
unprecedented optical properties.
In addition to the spectral properties of the samples discussed above, we also inves-
tigated their temperature dependence as well as their dynamics. Figure 5.16 shows the
temperature dependence of the PL intensities integrated over the (D0, X) and FX transi-
tions. The intensity decreases following a T−3/2 dependence, demonstrating (i) that the
dynamics of the FX and the (D0, X) are dominated by nonradiative recombination already
at cryogenic temperature, and (ii) that the decay rate of this nonradiative recombination
channel is essentially constant over the whole temperature range since the radiative decay
rate of the FX decreases with T3/2. [85,87] Remarkable are the two samples prepared at the
lowest temperatures (S785 and S815) where at some point, the intensity does not decrease
further but stays constant (above 200 K and 100 K, respectively). At the moment, we
cannot thoroughly explain this phenomenon. Our hypothesis is that we might deal with
two kinds of NWs, one kind is dominated by nonradiative recombination while the other
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Figure 5.17: TRPL transient of GaN NWs grown at 875◦C acquired at low and room tempera-
ture. PL measurements carried out by Pierre Corfdir and Christian Hauswald.
less frequent kind is purely radiative. Nevertheless, more experiments are required to
completely understand this behavior.
Next, we studied the decay dynamics of the high-temperature NWs using time-resolved
photoluminescence spectroscopy. In principle, exciton recombination in GaN NWs is as-
sumed to be predominantly radiative owing to their high structural quality. [127] However,
this expectation is inconsistent with the experimentally observed short decay times of
bound excitons in GaN NWs. Even at low temperatures, TRPL measurements typically
yield decay times in the range of a few tens to about 200 ps, [44,77,87,155–159] i.e., significantly
shorter than the radiative lifetime of the bound exciton state in bulk GaN of at least 1
ns. [128,129] Recently, we have shown that the exciton lifetime in the GaN NW ensembles is
limited by nonradiative recombination. [87] The lifetime is independent of the ensembles
mean surface-to-volume ratio and coalescence degree, implying that the nonradiative
process is neither caused by surface recombination nor by dislocations formed due to NW
coalescence. [87] The remaining possibility for the origin of this nonradiative channel are
point defects. [87] As we discussed in Section 3.3.1, the limited kinetics in GaN growth in
MBE, owing to the inherent temperature limitations, result in a comparably high concen-
tration of point defects. Simultaneously, given that the diffusion length of free excitons in
GaN is larger than 50 nm, a defect density as low as 1015 cm−3 may suffice to introduce an
effective nonradiative decay channel via the free exciton state. [87]
Figure 5.17 depicts the TRPL transient of sample S875, GaN NWs prepared at 875◦C
on Si. At cryogenic temperatures, the (D0, XA)decays with an effective decay time of
τeff = 230 ± 10 ps. At room temperature, an effective decay time of τeff = 450 ± 20 ps is
measured for the free exciton. While these values are at the upper limit to what is typically
measured for GaN NWs, [44,77,87,155–159] they are still far from the decay times found in bulk
GaN. [128,129]
Figure 5.18 summarizes the effective lifetimes obtained at 10 K for the temperature
series. The sample grown at 835◦C was measured twice in two different measurement
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Figure 5.18: Effective lifetime τeff obtained at 10 K for GaN NW ensembles grown at different
temperatures. PL measurements carried out by Pierre Corfdir and Christian
Hauswald.
sessions with slightly varying results. In general, no clear temperature dependence can
be identified. The sample prepared at 875◦C seems to stand out of the series. It must be
mentioned, however, that additional TRPL measurement on these samples by Daniel Kage
yielded that the measured effective lifetime depends strongly on the time (in days) the
samples have been stored in UHV conditions. [160] The observed effect behaved differently
than the desorption of oxygen from the NW sidewalls reported by Pfüller et al. [79] In
addition to the potential influence of the growth temperature on the density of point
defects, the ionization of surface donors through the moderate Si doping may also change
the electron-hole overlap in the NWs and thereby influence the exciton decay. [45]
Summarizing, the decay of high-temperature GaN NWs remains predominantly non-
radiative. A significant impact of the growth temperature on the effective decay time is
not observed. As only few point defects are required in a NW to introduce an effective
nonradiative decay channel via the free state, [87] the increase in growth temperature up
to 875◦C may simply be not high enough to substantially decrease the density of point
defects. The NBE PL spectra of those NW ensembles prepared at elevated substrate
temperatures, however, are comparable to that of state-of-the-art FS-GaN and exhibit
excitonic transitions with linewidths below 500 µeV.
Inhomogeneous strain
As stated earlier, the linewidth of the excitonic transitions in GaN layers is determined
by inhomogeneous strain. [154] In NWs, this strain-induced broadening is superimposed
by the broadening induced by the distribution of donors in the NWs and their varying
distance to the NW sidewall surfaces. [43,44] As we believe the latter effect to be diminished
in our high-temperature NW samples, an investigation of the inhomogeneous strain
present in the same is highly interesting.
Single spontaneously formed GaN NWs are initially single crystalline and free of ho-
mogeneous strain. [37,38,76,77,117] Nevertheless, spontaneously formed GaN NW ensembles
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Figure 5.19: Williamson-Hall plot for GaN NW ensembles grown on Si at different tempera-
tures. Along with the linear fits, the growth temperatures as well as the (D0, XA)
linewidths measured by PL spectroscopy are given.
often exhibit a high degree of coalescence [56,71,73,75,95,111,161] accompanied by inhomoge-
neous strain on a microscopic scale, so-called micro-strain. [69,70] Both, random distortions
at the interface between the substrate and the NWs, [70] and strain induced by coalescence
boundaries [69,70] have been suggested as the origin for the inhomogeneous measured
in XRD. Recently, a correlation between the structural and optical properties of sponta-
neously formed GaN NWs has quantitatively evaluated the impact of NW coalescence
on the presence of inhomogeneous strain. [76] From the comparison of the properties of
multiple samples grown directly on Si and AlN buffer layers, it was concluded that (i)
the inhomogeneous strain detected by XRD in NW ensembles is mainly caused by the
coalescence of closely spaced NWs, (ii) the magnitude of the coalescence-induced strain
inhomogeneity depends on both the coalescence degree and the mutual misorientation
of adjacent NWs, and (iii) the linewidth of the excitonic transitions observed by PL spec-
troscopy does not exhibit a monotonic increase with the coalescence degree but scales
with the rms strain. [76]
The strain state of the high-temperature GaN NW ensembles was determined from θ/2θ
scans along the 0002, 0004, and 0006 reflections in XRD. Figure 5.19 depicts Williamson-
Hall plots in the reciprocal space representation for the GaN NW temperature series
grown directly on Si. The magnitude of the micro-strain E is obtained from the slope of
the linear fits. Along with the linear fits, the growth temperatures as well as the (D0, XA)
linewidths measured by PL spectroscopy are given. At a first glance, the sample grown at
855◦C contradicts the observation in Ref. [76] according to which the excitonic linewidth
monotonically increases with E. For the other three samples measured, the observation
holds up.
Before further discussing this discrepancy, we want to put our result in the context of
previously published results in the inhomogeneous strain in spontaneously formed GaN
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Figure 5.20: Linewidth of the (D0, XA) transition as a function of the micro-strain obtained
for GaN NW ensembles grown on Si at different temperatures (red squares). We
also include values reported in literature.
NW ensembles. Figure 5.20 presents the linewidth of the (D0, XA) transition as a function
of E for various samples from the temperature and Ga series presented in Sections 5.1.1
and 5.1.2, respectively. In addition, the values reported in Refs. [69] and [76] are given. In
Ref. [76] the relation of excitonic linewidth and strain values is found to be best described
by a slope of b = 14 ± 2 eV. This result is close to the value of 16.5 eV expected for pure
biaxial strain. [162] Clearly, the relation of excitonic linewidth and strain values obtained for
our samples, high-temperature as well as conventional growth temperatures, contradicts
the previously reported data. Despite the record low excitonic transitions, the values
we obtain for the micro-strain are rather comparable to previous reports. Only our best
sample, grown at 875◦C and not suffering from radial growth, exhibits a micro-strain of
only about 2/3 of the lowest previously reported value.
At this point, we must discuss the differences of the NWs ensembles used in this
work and those in the cited references. All of our NW ensemble measured here are
comparatively long, i.e., longer than 2.2 µm. In contrast, the NW ensembles discussed in
Refs. [69] and [76] are only about 1 µm long. X-ray diffraction and PL spectroscopy exhibit
different sensitivities to the film thickness, or in our case, the average NW length. While
XRD usually probes the entire structure, the PL measurement depends on the penetration
depth of the laser excitation. The exact absorption profile of spontaneously formed GaN
NWs is rather difficult to determine. In general, it depends on the average NW diameter
as well as the NW number density. It is presumed, however, that PL spectroscopy probes
only the upper few hundred nms to a micron of the NW ensemble. Furthermore, it has
been reported previously, the E decreases very quickly with NW length. [70]
The samples measured in this work divide into two classes. The samples where the
conventional NW morphology was maintained, i.e., no radial growth was observed, are
all close to 2.4 µm long. For these samples, the linewidth of the excitonic transitions
still monotonically increases with E. The different measurement sensitivities of XRD and
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PL spectroscopy lead to a lower slope as indicated by the dashed line in Figure 5.20. In
contrast, the samples where radial growth is observed, exhibit even lower linewidth in
relation to their actual strain state. Here, the radial growth seems to induce additional
inhomogeneous strain. The measured PL signal, however, will predominately originate
from the thick part on top, that then may fully profit from the improved structural quality
as well as the diminishing of the surface induced broadening. For all high-temperature
NW samples, however, the inhomogeneous strain present is not significantly lower than
in previous reports.
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Figure 5.21: Scanning electron micrographs of GaN NW ensembles grown on SiC(0001̄) at
different temperatures. The scale bars correspond to 1 µm. SEM measurements
carried out by Anne-Kathrin Blum.
5.2. Growth of GaN nanowires on 6H-SiC(0001̄)
Owing to the nature of the melt-back etching, the moderate Si doping in the last section
remained unintentional. Therefore, in this section, we attempt to separate the effects of
growth temperature and Si doping by growing in an alternative substrate where melt-
back etching is not expected, namely SiC, and later on by intentionally doping the NW
ensembles using Si. Thus, we aim to clarify our theory that the narrow excitonic transitions
discussed are a result of a moderate Si doping.
5.2.1. Growth of GaN nanowires on SiC at different temperatures
An ideal substrate for the conceived experiments would be entirely Si-free. Potential
candidates as substrates where unintentional Si doping due to melt-back etching is im-
possible are diamond, titanium or amorphous sapphire. [39–41] However due to issues of
availability, for our experiments, SiC(0001̄) was chosen. SiC is known to be stable against
temperature up to 1400◦C, therefore, a melt-back etching reaction comparable to Si(111)
was not expected.
To our knowledge, no spontaneous formation of GaN NWs has been reported directly
on SiC in MBE. However, N-polar NWs have been found to nucleate on AlN-buffered
SiC(0001̄). [120] Therefore, NW nucleation directly on SiC(0001̄) seems quite likely, as it
serves both potential prerequisites discussed in Section 3.3, i.e., lattice mismatch and
polarity.
Figure 5.21 depicts scanning electron micrographs of GaN NW ensembles grown directly
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Figure 5.22: NW ensemble properties as obtained from statistical shape analysis. While the
NW diameters [(c)] are comparable to those obtained on Si, the total NW number
density [(d)] and thereby the area coverage [(a)] is significantly higher. Therefore,
also the coalescence degree [(b)] remains high. Due to the varying experimental
growth conditions, no clear temperature dependence is observed.
on SiC(0001̄) at different temperatures. The temperature and Ga flux were varied in range
comparable to the series on Si(111). The growth time of all samples was 315 min. However,
due to various experimental difficulties described below, the resulting NW ensembles
cannot be directly compared to those prepared on Si(111).
The measurement of the desorbing Ga flux Φdes was not possible due to the limited size
of the sample. Also, the plasma source had to be exchanged midway through the series.
Therefore, samples C790, C810, and C830 were grown with ΦN = 11.0 ± 0.5 nm/min and
C850 and C870, as well as D850a and D850b introduced later, with ΦN = 7.8± 0.5 nm/min.
Simultaneously, for the same group of samples, also the substrate rotation malfunctioned.
Without operating substrate rotation, RHEED measurements were often impossible due
to the misalignment of the substrate.
Figure 5.22 presents the area coverage, coalescence degree, average uncoalesced diame-
ter, and total NW number density for the given temperature series prepared on SiC(0001̄)
as obtained from statistical shape analysis. While a detailed analysis is not possible due to
the varying experimental conditions described above, general observations can be made
to identify the differences to NW growth on Si(111). In principle, it was found that the
incubation time is much shorter on SiC[0001̄] for comparable growth conditions. For sam-
ples C790 and C810, the nucleation of the first NWs was observed in RHEED within less
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Figure 5.23: Optical micrographs of GaN NW ensembles grown on SiC at different substrate
temperatures. For temperatures above 850◦C, some grey spots are observed.
than two minutes. Due to the lack of good RHEED measurement, a good quantification
of the incubation time was not possible for all samples of the series. However, a clear
increase in the incubation time with substrate temperature was evident. As it was the
case on Si(111), the increase in ΦGa only partially compensated for the higher Ga adatom
desorption during the incubation stage. At the highest substrate temperature of 870◦C, the
introduction of a low-temperature nucleation step was required to obtain a dense array of
NWs within the given growth time.
The NW ensembles on SiC(0001̄) exhibit significantly higher area coverages (roughly
factor 2) than observed on Si(111) within the whole substrate temperature range used.
As the average uncoalesced NW diameter remains comparable to the values obtained in
Chapter 5.1.1, the difference originates in the significantly higher number density that is
observed on SiC(0001̄). According to [67], this points towards a lower diffusion length
of GaN on SiC compared to Si. However, also a faster nucleation rate in combination
with shadowing effects can explain this observation. The varying experimental conditions
prevent a verification of a decrease in number density with growth temperature (accom-
panied by a decrease in area coverage and thereby coalescence degree) as observed on
Si(111). Due to the lower ΦN used for the samples C850 and C870, these two samples
cannot be compared to those grown at lower temperatures. However, regarding only the
lower three substrate temperatures, a similar behavior with temperature seems likely.
Figure 5.23 depicts the plan-view optical micrographs corresponding to the scanning
electron micrographs presented in Fig. 5.21. The NW ensembles grown at lower temper-
atures exhibit the typical noisy pattern expected for NWs. In addition, straight scratch
marks induced by wafer polishing are visible. For growth temperatures above 850◦C, a
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Figure 5.24: Normalized and vertically shifted PL spectra at 10 K of GaN NW ensembles
grown on SiC(0001̄) at different temperatures. PL measurements carried out by
Pierre Corfdir.
few grey spots comparable to those induced by Si melt-back etching on Si(111) appear.
They usually lie in direct proximity of the scratch marks. In SEM, however, no evidence of
a melt-back etching process into the substrate was found. Nevertheless, a certain amount
of Si may be present on the surface close to the scratch marks due to the wafer polishing.
The potential unintentional presence of Si for NW growth on SiC(0001̄) will be further
discussed below.
5.2.2. Properties of GaN nanowires grown on SiC
Figure 5.24 depicts the low-temperature PL spectra of the GaN NW series discussed above.
The NWs prepared at 790◦C and 810◦C exhibit very broad spectra centered at the (D0, XA)
exciton transition energy. This linewidth is larger than what is expected for these growth
temperatures based upon the results from the growth on Si(111). For the NWs grown at
higher temperatures, a clear reduction of the linewidth of the (D0, XA) exciton transition
is observed as illustrated in Figure 5.25. Simultaneously, a pronounced stacking fault
emission is appearing around 3.41 eV. For sample C870 grown at 870◦C, the linewidth
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Figure 5.25: Variation in the linewidth of the (O0, XA) transition with the growth temperature
for GaN NW ensembles prepared on SiC(0001̄). The dashed black line is a guide
to the eye. PL measurements carried out by Pierre Corfdir.
of the (D0, XA) exciton transition is as low as 0.6 eV. In contrast to the samples prepared
on Si(111), no pronounced (Si0, XA) is observed. However, at least for sample C850, a
shoulder at the corresponding energy of 3.472 eV points toward some Si incorporation
(Figure 5.24).
The observed decrease in linewidth is comparable to that observed for growth on
Si(111) despite significantly lower Si incorporation levels. However, both the optical
micrographs and the PL spectra suggest that SiC reacts during growth and this may
induce unintentional Si doping. According to our calculations, [86] doping levels as low
as 5 × 1016 atoms/cm2, i.e., only slightly above the typical background doping level,
are sufficient to ionize surface donors in GaN NWs. Thus, the few present Si atoms
may already provoke the doping-mediated reduction of the surface induced broadening
discussed in Section 5.1.3. Before we study the influence of intentional Si doping on
these NW ensembles, we will briefly discuss the structural properties of the GaN NWs
presented above.
Figure 5.26 illustrate the improved epitaxial alignment of GaN NWs on SiC(0001̄)
compared to Si(111). The presented x-ray diffraction scans were recorded on the sample
S875 and C870, prepared at around 870◦C. However, the epitaxial alignment is not affected
by the growth temperature and the comparison is therefore valid for the whole temperature
range. The sample prepared on Si exhibits typical twist and tilt values between 3 and 4
degrees. [69,70,76] In contrast, the determined average NW tilt and twist on SiC(0001̄) range
between 0.4 and 0.6 degrees and 1.5 and 2.1 degrees, respectively. These values are in
good agreement with reports of GaN NWs prepared on AlN-buffered SiC(0001̄). [76]
Generally, one might think the better epitaxial alignment in these NWs on SiC(0001̄)
results in lower values of inhomogeneous strain compared to NWs on Si(111). However,
as the number density and thereby the area coverage also significantly increases, the
relative volume affected by NW coalescence is much higher. Thus, neither the coalescence
degree nor the NW tilt and twist by themselves are sufficient to estimate the resulting
inhomogeneous strain. [76]
83
5. High-temperature growth of GaN nanowires



















Figure 5.26: (a) X-ray diffraction scans of GaN NW ensembles on Si(111) and SiC(0001̄) across
the 0002 reflection measured along ω. (b) Azimuthal φ scan across the 101̄5































Figure 5.27: Williamson-Hall plot for GaN NW ensembles grown on SiC(0001̄) at different
temperatures.
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Figure 5.28: Linewidth of the (D0, XA) transition as a function of the micro-strain E obtained
for GaN NW ensembles grown on SiC(0001̄) at different temperatures and com-
pared to values reported in literature.
Figure 5.27 shows the Williamson-Hall plots for the GaN ensembles prepared on
SiC. In contrast to the series on Si (compare Fig. 5.19), a monotonous dependence of
the slope, i.e., the inhomogeneous strain, on the growth temperature and thereby the
linewidth of the (D0, XA) transition is observed. The reason is that the NW ensembles on
SiC(0001̄) remained sufficiently short such that no radial growth was occurring during
high-temperature NW growth. Interestingly, the variation in the coalescence degree seems
to have a lower effect on the inhomogeneous strain than the growth temperature.
In Figure 5.28, a comparison of the inhomogeneous strain of these samples to the values
reported in literature and those in Section 5.1.3 is given for sake of completeness. The
obtained values spread between the reported literature values from shorter NWs and the
series on Si(111) where the GaN NWs were generally longer. In addition, also the area
coverage and NW diameters influence the photoexcitation during the PL measurements.
Thus, again, XRD and PL may be probing different volumes. Nevertheless, we can
conclude that the high-temperature GaN NW ensembles grown on SiC(0001̄) exhibit
a very low degree of inhomogeneous strain, comparable to the samples prepared on
Si(111) at similar temperatures. Furthermore, the inhomogeneous strain decreases with
the growth temperature. Thus, also the contribution of the inhomogeneous strain to the
broadening of the (D0, XA) exciton transition should decrease.
5.2.3. Silicon doping of high temperature GaN NWs on SiC
The original idea behind the growth of GaN NWs on SiC(0001̄) was to separate the influ-
ences of substrate temperature and Si incorporation on the linewidth of the NW ensemble.
Unfortunately, as discussed above, there are reasons to believe some Si incorporation is
already present without intentional Si doping. These low Si incorporation levels may be
sufficient to ionize surface donors in NWs and thereby reduce their broadening effects. [86]
In this section, we present the results of intentionally doped GaN NWs grown on
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Figure 5.29: Low-temperature NBE PL spectra of GaN NW ensembles grown on SiC(0001̄)
at 850◦C with different Si doping levels. PL measurements carried out by Pierre
Corfdir.
SiC(0001̄) at 850◦C. According to our calculations, [86] moderate doping levels between
1 × 1016 and 5 × 1017 atoms/cm2 are sufficient to ionize surface donors in GaN NWs.
Therefore, two samples were prepared with targeted densities of 1 × 1017 (D850a) and
5 × 1017 atoms/cm2 (D850b). The samples were then compared to the nominally undoped
sample C850, where a background concentration of 1 × 1016 atoms/cm2 is assumed. For
doping concentrations higher than 1018, the NWs become depleted and their luminescence
broadens again. [86]
Figure 5.29 presents the low-temperature NBE PL spectra of those three samples. With
increasing nominal Si incorporation, the (Si0, XA) peak appears as a shoulder on the
high-energy side of the (O0, XA) peak. At 5 × 1017 atoms/cm2, the relative intensity of the
(Si0, XA) to the (O0, XA) exciton transition is comparable to the sample grown on Si(111)
at a similar substrate temperature (S855). Simultaneously, the linewidth of the (O0, XA)
transition of that sample has decreased from 1.0 to 0.85 meV. However, for the low doping
sample, the linewidth is slightly larger than for the undoped sample, namely 1.1 meV.
Unfortunately, at this point it cannot be distinguished whether the change in linewidth is
actually induced by the intentional Si doping or it is a result of the limited reproducability
of the NW ensembles in terms of substrate temperature due to the experimental conditions
at that time. As the linewidth of the undoped sample was already quite low, the potential
improvement achievable by the intentional Si-doping was limited. However, due to the
experimental difficulties with the MBE machine mentioned above, a repetition of the
doping experiments was not possible within the time frame of this thesis. In order to
unambiguously distinguish the influences of Si incorporation and substrate temperature,
these experiments will have to be repeated instead on truly Si-free substrates. These
experiments will be conducted at our institute outside of the framework of this thesis,
most likely on sputtered Al2O3.
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5.3. Summary and conclusion
In summary, we have introduced three different growth approaches to enhance nucleation
and reduce the incubation time preceding the spontaneous formation of GaN NWs on
Si(111). We achieve this by either using (i) nominally Ga-rich growth conditions, (ii) a low-
temperature nucleation step, or (iii) an AlN buffer-layer. All three approaches enable the
spontaneous formation of NWs at so far unexplored substrate temperatures. We demon-
strate NW growth up to 905◦C. However, substrate temperatures above 850◦C result in
unintentional Si incorporation originating from the melt-back etching of the Si substrate.
The NBE photoluminescence spectra of the nanowire ensembles prepared at elevated sub-
strate temperatures are comparable to that of state-of-the-art free-standing GaN layers and
exhibit excitonic transitions with linewidths below 500 µeV. In contrast, high-temperature
growth of GaN NWs does not significantly improve their recombination dynamics. If
point defects are the origin for the strong nonradiative recombination observed in GaN
NWs, the achieved increase in growth temperature was not sufficient to significantly lower
their density. The inhomogeneous strain present in the high-temperature NWs is not sig-
nificantly lower than in previous reports. The high-temperature growth of GaN NWs on
6H-SiC(0001̄) resulted in comparable results, because a reaction with the substrate also was
not entirely prevented on SiC. Nevertheless, our results demonstrate that NW growth at
elevated temperatures along with unintentional Si doping facilitates the fabrication of GaN
NW ensembles with optical properties not observed before in GaN grown by MBE on Si.
The samples obtained here have led to several additional investigations and publications
examining their linewidth [86], stacking fault luminescence [85], and polarization. [78]
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Spontaneously formed GaN NW ensembles usually exhibit diameters above 30 nm. The
lowest NW diameters reported for longer NWs were about 15 nms and the thinnest NWs
observed directly after shape transition already have diameters above 10 nms. [54,74,111,112]
Thus, the critical diameter of 10 nms for the shape transition represents an intrinsic lower
limit for the direct growth of spontaneously formed NWs. In order to achieve excitonic
confinement in GaN NWs, even thinner diameters are desirable. When growing GaN
NWs at high temperatures in Chapter 5, we observed the onset of NW decomposition at
high substrate temperatures. In this Chapter, we will study and utilize the decomposition
of GaN NWs to reduce the diameters of grown NW ensembles and thus fabricate NWs of
exceptionally low diameters (as small as 6 nm). We will demonstrate that these ultrathin
NWs exhibit unprecedented excitonic properties evoked not by quantum but dielectric
confinement.
In 1979, Keldysh demonstrated that excitonic phenomena in semiconductors can be dra-
matically enhanced by combining materials with significantly different dielectric constants
(or, in modern terms, relative permittivities). [163] If the dielectric constant of the semicon-
ductor is larger than that of the surrounding material, the redistribution of the polarization
field caused by the dielectric mismatch at the interfaces results in an enhancement of the
Coulomb interaction between free electrons and free holes. This effect, denoted as the
dielectric confinement of the exciton, gives rise to a greatly increased exciton binding
energy and oscillator strength [164–167] and is thus interesting for room temperature opto-
electronic applications involving excitons [168–172] such as polariton lasers [168] or excitonic
switches. [169]
The strongest dielectric confinement possible is realized in semiconductor nanostruc-
tures surrounded by a material with a dielectric constant of 1, i. e., vacuum or air. [173]
However, the unpassivated surfaces of semiconductors are believed to invariably suffer
from efficient surface recombination, rendering such structures unsuitable for optoelec-
tronic devices. For instance, the surface recombination velocity at the sidewalls of GaAs
nanowires is on the order of 5 × 105 cm s−1. [174] As a result, GaAs nanowires with di-
ameters below 100 nm do not emit any light at all. [175] Passivating the surface of GaAs
nanowires with an (Al,Ga)As shell reduces the surface recombination velocity by orders
of magnitude, [176] but at the same time also the dielectric mismatch. Consequently, the
impact of the dielectric confinement on the exciton in semiconductor heterostructures is
negligible. [177] ZnO nanowires exhibit intense excitonic emission at room temperature, [178]
but the dielectric constant of ZnO is too small to give rise to a strong dielectric confinement.
Stronger dielectric confinement of the exciton may, in principle, be obtained in hybrid
structures combining insulating and semiconducting materials, [179] but the incompatible
crystal structures are expected to lead to a high density of interface states and thus high
interface recombination velocities.
In this context, GaN nanowires appear to be a more suitable platform for optoelectronic
applications based on dielectrically enhanced excitons. GaN, the compound semiconduc-
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tor that enables solid-state lighting, [180] is also a promising material for excitonics because
the exciton binding energy is equal to kBT at room temperature already in the bulk. GaN
nanowires form spontaneously on a wide variety of substrates and are free of homoge-
neous strain and threading dislocations. [66] In addition, the dangling bond states for GaN
polar and nonpolar surfaces are located far from midgap [181] so that surface recombination
is expected to be comparatively inefficient. In fact, a surface recombination velocity as low
as 210 cm s−1 was reported recently for unpassivated GaN nanowires, [86] a value three
orders of magnitude smaller than that measured for GaAs nanowires [174] and comparable
to the interface recombination velocity in GaAs/(Al,Ga)As double heterostructures grown
by molecular beam epitaxy. [182]
Here, we report on room temperature luminescence from dense ensembles of ultrathin
epitaxial GaN nanowires with diameters as small as 6 nm. In Section 6.1, we describe the
decomposition of GaN NWs in MBE. By thinning as grown nanowire ensembles using
a post-growth thermal annealing process similar to those reported in Refs. 183 and 184,
ultrathin nanowires were fabricated with diameters down to 6 nm. We will experimentally
determine the activation energy for dissociating GaN in GaN NWs. Furthermore, we
will utilize QMS to enable the fabrication of ultrathin nanowire ensembles with tailored
dimensions. In Section 6.2, we will develop a model to describe the decomposition of
GaN NWs based on our observations by SEM and QMS. In Section 6.3, we will report
on the unprecedented excitonic properties of these ultrathin NWs. In contrast to GaAs
nanowires, [183] thinned GaN nanowires show intense luminescence at room temperature
even in the absence of surface passivation, demonstrating that the impact of surface
recombination in this material system is indeed minor. The narrowest nanowires are in
fact those exhibiting the largest radiative efficiency at elevated temperatures. We show that
the mismatch in dielectric constants at the nanowire surface leads to a strong enhancement
of excitonic effects, reducing the exciton’ radiative lifetime at room temperature and
promoting radiative processes over nonradiative ones. Since the fabrication of these
thinned nanowires is monitored in situ, we can control the degree of dielectric confinement
of the exciton. Finally, in Section 6.4, we will give a brief outlook on the devices that may
be realized with this new class of ultrathin nanowires.
Some of the results presented in this Chapter have been published in Ref. [185].
6.1. Thermal decomposition of GaN nanowires
For the growth of the NW ensembles that were subsequently decomposed, a two-step
growth procedure as described in Chapter 4 was used to facilitate the fabrication of
homogeneous nanowire ensembles with small diameters and low coalescence degrees
without suffering from a long incubation time. The samples were grown using a Ga
flux of ΦGa = (4.5 ± 0.5) nm/min and a N flux of ΦN = (7.8 ± 0.5) nm/min. The
substrate temperature was kept at 800◦C during the first 25 min of the growth and
then raised to 810◦C. The growth was terminated after a total growth time of 4 h by
closing simultaneously the Ga and N shutters. After the growth of the GaN nanowire
ensemble, the N-plasma was switched off to re-establish UHV conditions and the substrate
temperature was reduced to 600◦C. For the subsequent decomposition step, the substrate
temperature was then raised to 920◦C. The desorbing Ga flux ΦdesGa was monitored in
situ during the experiments by QMS. The decomposition of the nanowire ensemble was
terminated by cooling down the substrate.
Figure 6.1(a) presents a scanning electron micrograph of a GaN nanowire ensemble
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Figure 6.1: Sample morphology before and after thermal decomposition. [(a), (b)] Bird’s eye
view scanning electron micrographs of GaN nanowire ensembles (a) before and
(b) after thermal decomposition for 30 minutes at 920◦C in UHV. The nanowire
length decreases from 1.6 to 1.1 µm. The areal density for the as-grown nanowires
is 9 × 109 cm−2. (c) Scanning electron micrograph of a partially decomposed
GaN nanowire dispersed on a Si substrate. The decomposition process results in
some tapering. The diameter at the tip of the nanowire is 6 nm. [(d), (e)] High-
resolution transmission electron micrographs reveal that the partially decomposed
nanowires are single crystals and exhibit smooth sidewalls. (f) High-resolution
transmission electron micrograph of the tip of the nanowire shown in (d). The
micrographs [(d)–(f)] have been enhanced by a Fourier filter selecting the relevant
spatial frequencies corresponding to the distance of the {0002} and the {11̄00}
planes. SEM measurements partially carried out by Anne-Kathrin Blum and Uwe
Jahn. TEM measurements carried out by Esperanza Luna.
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removed from the MBE chamber without undergoing a post-growth decomposition step.
These nanowires exhibit a length of 1.6 µm and an areal density of 9 × 109 cm−2. The
51 nm diameter of these nanowires is much larger than the exciton Bohr radius in GaN
(aB = 3 nm), and neither dielectric nor quantum confinement is expected. Dielectric
confinement of the exciton starts to be noticeable for diameters of 5aB. [167,186,187] Nanowires
this thin are difficult to obtain by direct growth. [66] As shown in Fig. 6.1(b), annealing
an as-grown nanowire ensemble for 30 min at 920◦C in UHV results in a reduction in
the length and diameter of the nanowires. The analysis of cross-sectional and top-view
micrographs reveals that the average length decreases to approximately 1.1 µm, while
the areal density of nanowires is not drastically reduced. Although partially decomposed
nanowires also appear to be much thinner than the as-grown ones, a reliable assessment
of the final nanowire diameter by scanning electron microscopy is not straightforward.
Under electron irradiation, the nanowires bend and bundle due to charging, leading
to an overestimation of their diameter when analyzing top-view and cross-sectional
images. [56,183] Upon thermal decomposition, the nanowires also exhibit a pronounced
tapering, suggesting that the nanowire diameter decreases faster at their tip than at the
bottom part. For instance, the average base diameter for the nanowires in Fig. 6.1(b) is
32 nm, while the diameter along the top 600 nm of the nanowire in Fig. 6.1(c) decreases
from approximately 20 to 6 nm. Our systematic observation of wire tapering contrasts
with the homogeneous reduction in nanowire diameter during thermal decomposition of
the CVD synthesized GaN NW "bales" reported in Ref. [184]. This discrepancy might be
related to the fact that the decomposition process in Ref. [184] took place in H2 or NH3
atmospheres instead of in UHV.
High-resolution transmission electron micrographs taken close to the tip of individual
partially decomposed nanowires are shown in Figs. 6.1(d) and 6.1(e). The nanowires are
single crystals and are free of any dislocations as the as-grown nanowires. [188] Despite the
pronounced tapering detected by scanning electron microscopy [Fig. 6.1(c)], the nanowire
sidewalls remain atomically abrupt upon thermal decomposition. The direct observation
of atomic planes allows one to accurately determine the nanowire diameter, which we
find equal to (8.8 ± 0.3) and (5.8 ± 0.39 nm (corresponding to 32 and 21 atomic planes,
respectively) in Figs. 6.1(d) and 6.1(e), respectively. Figure 6.1(f), taken at the top of the
nanowire shown in Fig. 6.1(d), shows that the tip diameter of this thinned nanowire is
below 5 nm.
As shown above, thermal decomposition facilitates the fabrication of ultrathin GaN
nanowires while preserving their high structural perfection. In contrast to previous
decomposition studies, [183,184] we monitor the decomposition in situ by QMS [50,63,64]
and can thus control this process. Since the dissociation of GaN in UHV is thermally
activated, [95,189,190] the decomposition rate of GaN nanowires is controlled primarily by
the substrate temperature. Figure 6.2(a) depicts the change of substrate temperature and
the resulting temporal evolution of the desorbing Ga flux ΦdesGa as measured by QMS
in units of ion current during the post-growth decomposition of the sample shown in
Fig. 6.1(b). For the decomposition, the temperature was ramped within 10 min from
680 to 920 °C, and then kept constant for 30 min. Note that, after reaching 920 °C, the
reading of the substrate temperature (acquired with an optical pyrometer) was not constant
but steadily decreased until stabilizing at 905 °C. This effect is attributed not to actual
temperature changes but to the decrease in the effective refractive index of the GaN NW
ensemble during decomposition. Thereby, the emissivity of the sample changes which
distorts the temperature measurement. The temperature dependence of ΦdesGa displayed
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Figure 6.2: Thermal decomposition of GaN nanowires. (a) Change of substrate temperature
and the resulting temporal evolution of the desorbing Ga flux ΦdesGa (red and blue
lines, respectively) during the decomposition of a GaN nanowire ensemble. The
ion flux is given in units of ion current. The dashed line shows an exponential
extrapolation of ΦdesGa to the background level. (b) Arrhenius representation of the
temperature dependence of ΦdesGa during the decomposition of a GaN nanowire
ensemble. The line shows a fit with an activation energy of ED = (3.1 ± 0.1) eV.
in Fig. 6.2(b) has been obtained from the 10 min temperature increase in Fig. 6.2(a) (see
the methods section for more details on the conversion of ΦdesGa to equivalent growth
rate units of nm/min). Within this temperature range, ΦdesGa increases by almost two
orders of magnitude and is as high as 15 nm/min at 920◦C. Despite the thermally-induced
morphological changes in the nanowire ensemble (Fig. 6.1), ΦdesGa approximately follows
an Arrhenius-like temperature dependence [Fig. 6.2(b)]:
ΦdesGa (TS) = C1 exp (−ED/kBTS) , (6.1)
where ED denotes the activation energy for the nanowire decomposition, TS the substrate
temperature, and C1 a constant. The best fit to the data yields ED = (3.1 ± 0.1) eV,
identical to the value reported for the layer-by-layer decomposition of GaN(0001) films in
vacuum. [95]
In contrast to the layer-by-layer decomposition of GaN films, where ΦdesGa remains
constant at a fixed temperature, [95] for a nanowire ensemble this quantity decays exponen-
tially [Fig. 6.2(a)]. Therefore, in the nanowire case, the decomposition rate is somehow
proportional to the amount of remaining material. Extrapolating ΦdesGa to the background
level allows one to estimate the total GaN volume fraction that has been decomposed
during the thermal annealing process. For instance, the QMS data in Fig. 6.2(a) indicate
that a 30 min annealing at 920 °C in UHV leads to the decomposition of (96 ± 2)% of the
material. To confirm this analysis, we performed quantitative Rutherford backscattering
measurements on this sample and on the as-grown nanowire ensemble, and we obtained
a volume fraction of decomposed material of (96.2 ± 1.6)% (see appendix A.1). QMS
appears to be sufficiently accurate for a quantitative in situ control of the decomposition
of GaN nanowires, enabling the fabrication of ultrathin nanowire ensembles with tailored
dimensions.
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Figure 6.3: Schematic representation of the layer-by-layer decomposition process along the
(a) sidewalls and (b) top facets. The green atoms denote the respective step edge
and the yellow arrows indicate how the decomposition process at the side and top
facets proceeds.
6.2. Modelling nanowire decomposition
The temporal evolution of ΦdesGa gives further insight into the decomposition of GaN
nanowires in UHV. The micrographs in Fig. 6.1 indicate that both the diameter and the
length reduce over time. Based on the value taken by ED [Fig. 6.2(a)] and considering
the smooth sidewalls after partial decomposition [Figs. 6.1(d)–6.1(f)], we infer that the
top and side facets of the nanowire decompose layer-by-layer, as illustrated in Figs. 6.3(a)
and 6.3(b). Assuming that the decomposition rate is limited by the creation of kinks at
the edges between the sidewalls and the top facet, it is possible to obtain an analytic
expression for the temporal evolution of ΦdesGa .
Since ΦdesGa is proportional to the average decrease in the volume of individual nanowires,





where C2 denotes a constant, V the nanowire volume, and t the time. We assume for
simplicity that the nanowire has a cylindrical shape. The volume of the nanowire is thus:
V = πr2h, (6.3)












The micrographs in Fig. 6.1 demonstrate that both r and h vary over time. The specific
temporal evolution of these parameters is a priori unknown. If the layer-by-layer decom-
position rate is limited by the creation of kinks at the edges of the sidewalls with the top
facet, the temporal evolution of r and h is proportional to the perimeter of the nanowire
cross-section and does not depend on h because the different atomic layers decompose
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Figure 6.4: Temporal evolution of ΦdesGa during
thermal decomposition at 920 °C. The
line shows the result of a fit using
the modeling described below and
yields layer-by-layer decomposition
rates for the top facet and for the
sidewalls of πRs = 0.094 and πRt =
0.528 nm/min, respectively.







r(t = 0) = r0, (6.7)
h(t = 0) = h0, (6.8)
where Rs and Rt represent the decomposition rate constants for the nanowire side and top
facets, respectively [see Figs. 6.3(a) and (b)], and where r0 = 25.5 nm and h0 = 1.6 µm are
the initial NW radius and height, respectively. We thus obtain the following analytical
expression for the temporal evolution of the dissociation rate:
ΦdesGa = C2(πr0)
2 exp (−3πRst) · [6r0Rt + 2 exp (πRst) (h0Rs − 2r0Rt)] . (6.9)
Eq. 6.9 was then fitted to the data in Fig. 6.4(c) using the experimentally determined
length and diameter distributions of the as-grown ensemble. We then obtained Rs =
2.5 × 10−4 s−1 and Rt = 2.8 × 10−3 s−1 as the decomposition rates for the sidewalls and
top facet, respectively. While on an absolute scale the top facet decomposition proceeds
faster, due to the NW morphology, the change in diameter is more impacting. Despite
our model does not take into account that in reality a new layer can start decomposing
before the previous one has be completely decomposed [what results in the nanowire
tapering illustrated in Fig. 6.7(c)], it describes well the temporal evolution of ΦdesGa during
the thermal decomposition process, as shown in Fig. 6.4.
As a result, also the NW diameter and height distributions of the decomposed ensemble
is calculated. Due to the difficulties in determining the former experimentally, these
calculations may serve as a good estimate for the diameter distribution of the ultrathin
NWs. However, besides not including tapering, the model can also not distinguish
95
6. Fabrication of ultrathin GaN nanowires by thermal decomposition




























Figure 6.5: (a) height and (b) diameter distribution of the NW ensemble before and after
decomposition. While the distributions of the as-grown NW ensemble could be
reliably obtained from statistical shape analysis (grey squares), the distributions of
the ultrathin NWs are a result of the ensemble simulations (blue lines).
uncoalesced and coalesced NWs. The ladder in reality are expected to separate again at
some point and continue to decompose individually. However, as is shown in Figure 6.5,
the model yields not only a NW length distribution after decomposition that agrees
well with the experimental observation (approximately 1100 nm in average) but also a
reasonable diameter distribution.
Analogously, the temporal evolution of height and diameter of an individual NW during
decomposition can be modeled. Figure 6.6 depicts the effect of the decomposition of an
average uncoalesced NW on its height and diameter. As explained above, with proceeding
decomposition both the NW height and diameter are reduced. Since the decomposition
rate depends on the perimeter of the NW, the reduction in height and diameter slow
down, as the diameter decreases. This behavior also is in agreement with the observations
made in Section 5.1.2, were thin but supposedly stable bottom parts of the NWs during
high-temperature growth of long NWs were observed. There the decomposition of these
bottom parts has slowed down drastically so that the NWs actually remain on the substrate
and do not fall off even for long growth runs.
Despite its simplicity, our modeling describes the temporal evolution of ΦdesGa very well.
According to the deduced decomposition rates, the NW top facets decompose faster than
the sidewalls, in agreement with our experimental observations [Fig. 6.1]. Our under-
standing on the evolution of the shape of the nanowires during thermal decomposition
is illustrated and summarized in Figs. 6.7(a)–(c). Prior to decomposition, the nanowires
have a (more or less regular) hexagonal cross-sectional shape with an abrupt vertical
edge between side and top facets [Fig. 6.7(a)]. The decomposition of the facets proceeds
layer-by-layer, and is initiated at the edges between the side and top facets [Fig. 6.7(b)]. For
simplicity, in our decomposition model we assume that the creation of kinks at the edges
between the side and top facets is the rate limiting step for the decomposition process.
Consequently, the decomposition rate is proportional to the nanowire’s cross-sectional
perimeter at the top facet. In reality, a new layer may start decomposing before the previ-
ous one is completely decomposed. This explains the tapering observed experimentally
and illustrated in Fig. 6.7(c).
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Figure 6.6: Temporal evolution of (a) NW height and (b) NW diameter during the decomposi-
tion step as obtained from the simulation.
Figure 6.7: Schematic representation of the morphology of a GaN nanowire during thermal
decomposition in UHV. Panel (a) shows the initial morphology of the as-grown
nanowire, (b) the morphology at the onset of lateral and axial decomposition, and
(c) the final morphology, which is characterized by a pronounced tapering caused
by the simultaneous decomposition of several atomic layers.
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6.3. Properties of ultrathin GaN nanowires
Because of the NW tapering and the experimental difficulty to obtain the diameter of the
NWs at their tip, we will characterize the NWs in all what follows by their base diameter
dB. This latter value can be reliably obtained by a statistical analysis of cross-sectional
scanning electron micrographs and was found to scale with the decomposed volume as
obtained by QMS. Note, however, that the photoluminescence signal of these thinned
nanowires is certainly not dominated by recombination of carriers at their base (NW
bases are usually optically dead due to Si indiffusion from the substrate). Therefore, their
emission properties are not determined by their base diameter, but rather by their diameter
closer to the tip. These values are very different: for instance, the thinned nanowires
obtained after a 30 min annealing at 920◦C shown in Figs. 6.1(b)–6.1(f) exhibit a base
diameter of dB = 32 nm, but a diameter close to the tip of less than 10 nm [cf. Fig. 6.1(d)].
The obtained diameters are still significantly larger than the Bohr radius of the exciton in
bulk GaN (aB = 3 nm), i. e., no quantum confinement should occur in any of the samples
under investigation. Yet, as shown in Fig. 6.8(a), the photoluminescence peak energy
at 300 K for ensembles of partially decomposed GaN nanowires increases from 3.412 to
3.454 eV with progressive decomposition. This observation is a signature of dielectric
confinement: the image charges resulting from the large mismatch between the relative
dielectric constants of GaN and vacuum lead to a renormalization of the bandgap and to
an increase in the strength of the Coulomb interaction. [163,165,166,173] With decreasing dB,
the radial dielectric confinement of the exciton becomes stronger, and consequently, the
photoluminescence line of thinned nanowires is blueshifted. Furthermore, the smaller dB,
the larger the emission broadening [Fig. 6.8(a)], since the emission energy increasingly
depends on diameter. A similar behavior is observed at 5 K, where the near band-edge
emission of the GaN nanowire ensemble is dominated by the recombination of excitons
bound to donors and to stacking faults [Fig. 6.8(b)]. [86] Both the donor-bound and the
stacking fault-bound exciton transitions blueshift and broaden with decreasing nanowire
diameter.
Since we are dealing with bare GaN nanowires with free, unpassivated surfaces, one
would expect surface recombination to become more important for the thinner nanowires.
The emission intensity from the thinned nanowires should thus be considerably weaker
than for the as-grown ensemble, as reported for GaAs nanowires. [175,183] Figure 6.8(c)
compares the photoluminescence intensity at 300 K of the as-grown nanowires with that
of thinned nanowires with dB = 32 nm. The photoluminescence spectrum of the thinned
nanowires was normalized by the volume fraction of material left after decomposition.
The normalization factor was obtained independently from the QMS analysis shown in
Fig. 6.2(a) and from Rutherford backscattering experiments (see appendix A.1). Contrary
to what is expected in the presence of efficient surface recombination, the normalized
integrated emission intensity for the thinned nanowires is actually larger (2.6 times) than
that of the as-grown ensemble [Fig. 6.8(c)]. This high emission intensity from the thinned
nanowires does not originate from an increase in nanowire-light coupling with decreasing
diameter. In fact, in our experimental geometry (see Methods), the light coupling between
the thinned nanowires and free space is reduced compared to the as-grown nanowires. [191]
The observation in Fig. 6.8(c) thus demonstrates that nonradiative recombination at the
sidewalls of thinned nanowires is negligible at 300 K.
To get a deeper insight into the radiative efficiency of ultrathin GaN nanowires, we
investigate our samples by time-resolved photoluminescence spectroscopy. For sponta-
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Figure 6.8: Dielectric confinement in ultrathin GaN nanowires.(a) Photoluminescence spectra
at 300 K from an ensemble of as-grown GaN nanowires (top spectrum) and from
partially decomposed GaN nanowire ensembles with different average base diam-
eters dB as indicated in the figure. The spectra have been normalized and shifted
vertically for clarity. The dashed lines are guides to the eye. The free exciton
transition shows a 42 meV blueshift with decreasing diameter (see inset). This
blueshift arises from the radial dielectric confinement of the exciton due to the
dielectric mismatch between GaN and vacuum. (b) At 5 K, the photoluminescence
spectra are dominated by the recombination of excitons bound to donors. The
weaker band highlighted by arrows arises from the recombination of excitons
bound to basal plane stacking faults. Both excitonic transitions blueshift with de-
creasing dB due to dielectric confinement. (c) Photoluminescence spectra recorded
at 300 K from the ensemble of as-grown nanowires (red) and from the ensemble
of thinned nanowires with dB = 32 nm [Fig. 6.1(b)]. The black line shows the
photoluminescence spectrum of the thinned nanowires after normalizing their
emission intensity by the volume ratio. The grey shaded area shows the intensity
uncertainty corresponding to the ±2% error from the QMS and RBS analysis. PL
measurements carried out by Pierre Corfdir and Christian Hauswald.
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Figure 6.9: Radiative and nonradiative recombination of excitons in ultrathin GaN nanowires.
(a) Photoluminescence transients recorded at 5 K for the same samples as in
Fig. 6.8(a). The inset shows the photoluminescence decay time τPL, obtained using
an exponential fit, as a function of dB. The nonmonotonic diameter dependence of
τPL demonstrates that surface recombination at the nanowire sidewalls does not
dominate recombination even for very thin nanowires. (b) Spectrally integrated
photoluminescence intensity as a function of temperature for the samples under
investigation. The dashed lines are guides to the eye. The thinner the nanowires,
the weaker the photoluminescence quenching with temperature, and the larger
the radiative efficiency at 300 K. (c) Photoluminescence transients as a function
of temperature for the ensemble of thinned nanowires with dB = 32 nm. The
nonradiative lifetime only decreases by a factor of 3 over a temperature range
from 5 to 300 K. This reduction is too small to account for the quenching of the
photoluminescence intensity observed in panel (a) for this sample. (d) Temperature
dependence of the exciton radiative lifetime for the samples under investigation.
The radiative lifetimes are given in units of the radiative lifetime at 5 K (τr,5K). For
all samples, the temperature dependence of the radiative lifetime is consistent with
the one of the emission intensity. The thinner the nanowire, the weaker the increase
in radiative lifetime with temperature and the larger the radiative efficiency. PL
measurements carried out by Pierre Corfdir and Christian Hauswald.
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neously formed GaN nanowires grown by molecular beam epitaxy, the exciton decay has
been shown to be largely nonradiative even at low temperatures, as reflected by decay
times τPL between 150 and 200 ps. [87] Figure 6.9(a) shows photoluminescence transients
recorded at 5 K from the samples under investigation. The decay times derived from
the photoluminescence transients are shown in the inset. For the as-grown ensemble,
we observe a decay time of 140 ps, similar to those obtained from comparable samples
studied previously. [86,87] Strikingly, the decay time of the thinned nanowires is not shorter,
but (with the exception of the sample with the thinnest nanowires) longer than that of
the as-grown ensemble. Since the decay of excitons in these GaN nanowires at 5 K is
dominated by nonradiative recombination at point defects, [87] this observation suggests a
reduction in point defect density after the thermal annealing process.
Figure 6.9(b) shows the temperature dependence of the near band-edge emission in-
tensity for the samples under investigation. The photoluminescence intensity for thick
nanowires follows a T−3/2 dependence. This behavior is characteristic for spontaneously
formed GaN nanowires in general (behaving like bulk GaN) and reflects the increase
in radiative lifetime with temperature with the nonradiative lifetime staying essentially
constant. [87] Remarkably, the quenching in photoluminescence intensity with tempera-
ture for our thinned nanowires is less pronounced. In particular, for the ensemble with
dB = 27 nm, the photoluminescence intensity remains constant between 5 and 150 K and
quenches only for higher temperatures. As for the as-grown nanowires, the quenching is
mainly controlled by the temperature dependence of the radiative lifetime. For example,
the photoluminescence intensity of the sample with a base diameter of 32 nm is reduced
by a factor of 70 when increasing the temperature from 5 to 300 K. In the same temper-
ature interval, the photoluminescence decay time τPL (which essentially represents the
nonradiative lifetime) is reduced by a factor of only 3.3 as shown in Fig. 6.9(c).
Since relaxation processes are fast in comparison to recombination mechanisms, the
radiative lifetime is proportional to the inverse of the emission intensity at zero delay.
Figure 6.9(d) shows the thus obtained evolution of the radiative lifetime as a function of
temperature for all samples, normalized to the value of the radiative lifetime at 5 K (τr,5K).
The thinner the nanowires, the slower the increase in radiative lifetime between 5 and
300 K [Fig. 6.9(d)], and thus the weaker the quenching of the photoluminescence intensity
[Fig. 6.9(b)].
Due to the delocalization of carriers in k-space with increasing temperature, the radiative
lifetime of a population of excitons with a dimensionality n increases as Tn/2. [86] The
slower increase in radiative lifetime observed for the thinnest nanowires is thus evidence
of reduced exciton dimensionality in these structures. In other words, the impact of
the dielectric mismatch in ultrathin GaN nanowires is strong enough to quantize the
center-of-mass motion of the exciton perpendicular to the nanowire axis, i. e., thinned
GaN nanowires are actually quantum wires.
Note that below 200 K, the increase in radiative lifetime for our thinnest nanowires is
even slower than the T1/2-dependence expected for ideal quantum wires. [192] We attribute
this finding to the fact that we do not deal with a purely one-dimensional exciton distri-
bution, but rather with one-dimensional free excitons thermalized with a distribution of
zero-dimensional excitons bound to donors and to stacking faults [Fig. 6.8(b)]. The pres-
ence of these localized states and their coupling with free excitons [86,87] leads to a slower
increase in exciton radiative lifetime with temperature. [193,194] Finally, the delocalization of
excitons from donors and stacking faults leads to an increase in exciton coherence length,
giving rise to the decrease in radiative lifetime observed between 50 and 150 K for thinned
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Figure 6.10: Scanning electron micrograph of an
ultrathin NW ensemble where the
NW number density was drastically
decreased.
nanowires with dB = 27 nm.
6.4. New prospects opened by ultrathin GaN nanowires
Above, we have overcome the third fundamental limitation of spontaneous GaN NW
formation, namely the difficulty to fabricate ultrathin GaN nanowires. When decomposing
the NWs for longer times, eventually also the NW number density is significantly reduced
(Fig. 6.10). This additional effect may pave the way for core-shell growth of III-N NWs
by MBE and therefore the realization of alternative devices concepts. Most importantly,
however, these unpassivated, ultrathin nanowires exhibit intense excitonic emission at
room temperature, demonstrating that surface recombination at the sidewalls of GaN
nanowires is slow in comparison to other recombination processes. Excitonic effects in
thinned nanowires are enhanced by the mismatch in dielectric constants of GaN and
vacuum. The dielectric confinement of the exciton gives rise to an increase in the internal
radiative efficiency, which is largest for the thinnest nanowires. Thinned GaN nanowires
are thus a promising system for optoelectronic devices operating in the strong coupling
regime. [195,196] In particular, microcavities with thinned (In,Ga)N nanowires as an active
medium pave the way for achieving polariton lasing in the visible range. Ultrathin
nanowires form also an attractive platform for quantum optics applications. For instance,
the in situ control of the nanowire diameter facilitates the realization of quantum dots with
a well-defined lateral shape, and it paves the way for the tuning of the radial confinement
of the exciton in crystal-phase quantum dots. [86,197] The samples obtained here have led to
subsequent investigations and a publication crystal-phase quantum dots included in the
ultrathin nanowires. [42]. Additional experiments on InN quantum dots in ultrathin GaN
NWs acting as single photon emitters are planned.
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In this thesis, we have studied the spontaneous formation of GaN nanowires in molecular
beam epitaxy. As for any self-organized or self-controlled process, the amount of control
that can generally be achieved is limited. A higher control over the morphology and
properties of GaN NWs, however, is highly desirable. The results obtained in this work
are not only highly relevant for fundamental studies of the NWs themselves but also
open new perspectives for the development of new devices based both on spontaneously
formed and selective-area-grown NWs.
We have started out recapturing recent findings on the impact of the growth conditions
on the nucleation and growth of GaN NWs. Based on these experiments conducted here
at the Paul-Drude-Institut für Festkörperelektronik and other reports in literature on the
matter, we identified the four major limitations in the spontaneous formation of GaN
NWs: (i) the limited control over the number density, (ii) the high coalescence degree
that comes as a direct consequence of the high number density and introduces crystal
defects, (iii) the NW diameter that is usually larger than 30 nm and thus too large for
lateral quantum confinement and (iv) the limited feasible substrate temperature that is
believed to diminish the structural quality of the NWs by allowing the incorporation of
point defects.
In the main part of this work, we have utilized unconventional growth conditions
and procedures to one-by-one overcome these limitations and enable the fabrication
of spontaneously formed GaN NW ensembles with unprecedented properties in many
different aspects.
First, we have introduced a two-step growth approach where we altered the growth
conditions during NW nucleation in order to influence their morphology. Thereby, we
managed to prepare long NW arrays with area coverages down to 17%. While the NWs
density was only slightly affected, a more pronounced effect was observed regarding
average diameter decreasing from 70 to 45 nm and the coalescence degree that was reduced
from 97% to 74%. In addition, we observed an electrostatic charging of our thin, long
NWs that lead to an attraction of adjacent NWs and thereby introduced an additional,
non-intrinsic coalescence. The electrostatic charging we believe to be caused by electrons
originating from the N-plasma combined with the poor grounding of the NWs due to
the SixNy interlayer. If additional measures are introduced to prevent the electrostatic
charging of the NWs, such as negatively biasing the substrate to deflect the impinging
electrons or using a more conductive substrate like metals, we expect that the coalescence
degree of long NW ensembles grown under comparable growth conditions can again
be drastically reduced. The preparation of GaN NW ensembles with lower coalescence
degrees will enable the fabrication of NW-based devices with more uniform properties.
Extended experiments on the two-step growth have allowed to us to obtain a better
understanding of the NW nucleation processes. We discovered that NW nucleation cannot
be entirely suppressed using a two-step growth approach. In fact, new NWs continuously
nucleate, their formation rate can only be slowed down. However, at the same time also
the elongation rate of the already existing NWs will drop in a comparable manner as
these NWs lack a significant Ga flux due to the absence of collective effects for lower
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NW number densities. For any growth conditions, as long as some degree of growth
proceeds, NW nucleation will continue until eventually reaching the typical high number
density on the order of 109–1010 cm−3. These observations represent an improvement
in the understanding of the nucleation mechanisms of spontaneously formed NWs and
contribute to the complete comprehension of this nucleation process.
In addition, an alternative form of the two-step growth allowed us to fabricate GaN
NWs faster without influencing their structural or optical properties. Here, the growth
conditions were altered at the end of the incubation stage instead of during the nucleation
stage. This means that the incubation time which may become as long as several hours for
certain growth conditions (low III/V ratio, high temperature) can be reduced to arbitrary
times. This result contradicts what would be typically expected and again leads to an
improved understanding of the nucleation process of spontaneously formed GaN NWs. It
has turned out that the growth conditions during the incubation stage do not influence the
properties of the final NW ensemble. More importantly, the presented approach allows
the fabrication of a certain NW ensemble within a significantly shorter growth time. This
approach has proven to be highly valuable in the subsequent chapters where GaN NW
ensembles were prepared at high substrate temperatures or low III-V ratios.
Summarizing the effects of the two-step growth, we can state that while we could not yet
decrease the NW number density of long and homogeneous NW ensembles, we managed
to significantly reduce the coalescence degree. Thereby, we have overcome the first of the
limitations of the spontaneous formation of GaN NWs. In addition, we provide proposals
on how the coalescence degree may be further reduced. Simultaneously, we have obtained
an improved understanding of GaN NW nucleation and developed a growth procedure
that proved extremely valuable when growing at high temperature or using low III/V
ratios in order to overcome the other limitations discussed above.
Next, we investigated the growth of GaN NWs at unexplored substrate temperatures.
Three unconventional growth approaches were introduced to enable to nucleation and
growth of GaN NWs in MBE at higher substrate temperatures. By using nominally Ga-rich
growth conditions, utilizing the two-step growth approach discussed above, and growing
on alternative substrates with a lower nucleation barrier, we demonstrated the fabrication
of NW ensembles at substrate temperatures up to 905◦C, around 70 degrees higher than
in previous reports. Thus, we have overcome the next limitation of spontaneous GaN
NW formation, the long incubation time usually preventing GaN NW formation at high
substrate temperatures. At these temperatures, however, we observed that two additional
effects quickly come into play. Both the onset of Si melt-back etching when growing on Si
and GaN NW decomposition were discussed in detail.
Regarding the properties of these high-temperature NW ensembles, we demonstrated
an outstanding optical quality with linewidths of the dominant donor-bound exciton
transitions down to 0.4 meV. When comparing our samples to state-of-the-art free-standing
GaN layers, we observed that in terms of linewidth and peak positions of the spectra, our
high-temperature NW ensembles are quite comparable. As a matter of fact, in terms of
intensity, the NW are even an order of magnitude brighter due to their enhanced light
outcoupling. Supported by the excellent values of inhomogeneous strain determined from
x-ray diffraction experiments, we can conclude that we can achieve a comparable materials
quality when growing 2 µm long high temperature NW ensembles where for HVPE the
fabrication of an 350 µm thick free-standing layer is required. Time-resolved measurements
suggested, however, that our high-temperature NWs still possess a significantly higher
point defect density compared to the free-standing GaN layer.
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These findings will generate an increased interest in the fabrication of high-quality
GaN NW ensembles. In addition, comparable growth approaches may be attempted
for other material combinations. For (In,Ga)N NW segments or quantum disks, the
use of comparable growth concepts to promote a higher growth temperature, may lead
to an improved structural quality of the (In,Ga)N layer and affect the performance of
(In,Ga)N/GaN NW LEDs. Analogously, the morphology and properties of (Al,Ga)N NWs
in MBE can be drastically improved. (Al,Ga)N NWs usually suffer from a pronounced
tapering during NW growth due to the limited diffusion of Al at standard GaN NW
growth temperatures. Here, high-temperature growth of (Al,Ga)N NWs may lead to an
enhanced Al diffusion and thereby an improved morphology with reduced tapering.
Furthermore, we for the first time demonstrated the spontaneous formation of GaN
NWs also on SiC(0001̄) both at conventional and high growth temperatures. In general,
these samples behaved quite comparable to those on Si(111).
Finally, a post-growth decomposition step was introduced to tackle the limitations
concerning the NW diameter and number density. Here, we demonstrated that we can
reduce the diameters of the top parts of these NWs to well-below 10 nm in a process
well-controlled by line-of-sight quadrupole mass spectroscopy. The activation energy we
found for the decomposition of GaN NWs was in good agreement with previous reports
for planar GaN layers. Using a comparably simple model of layer-by-layer decomposition,
we managed to investigate and simulate the decomposition process of GaN NWs in
detail. Analyzing the optical properties of the decomposed NW ensembles, we observed
a clear blue shift of the donor-bound luminescence peak with diameter. Continuous
wave and time resolved measurement of these ultrathin NWs yielded that these NWs
remain very bright despite their low volume-to-surface ratio. Scaled by their volume,
these NWs exhibit a more pronounced luminescence intensity, proving again, that the
surface recombination in GaN is indeed negligible. As the Bohr radius in GaN is 3 nm, the
observed confinement in the NWs is caused by dielectric confinement originating from the
contrast in the dielectric constant of GaN and the surrounding material, i.e., vacuum or air.
For the NWs presented here, this dielectric confinement acts like quantum confinement
and works still at room temperature.
The reduction in the diameter of GaN NWs presented here will enable the realization
of many interesting new device concepts. Using GaN/(Al,Ga)N or (In,Ga)N/GaN het-
erostructures, true quantum dots-in-a-wire may be formed. These structures are highly
relevant for the development of single photon emitters that are required for quantum op-
tics applications. The (In,Ga)N/GaN system would actually make possible single photon
emitters across most of the visible spectrum and at all three telecom wavelengths 850 nm,
1310 nm, and 1550 nm.
Alternatively, the reduced diameter of the NWs can be utilized to enable Förster Res-
onant Energy Transfer from the NW to a suitable (organic) overlayer. For conventional
NWs, this energy transfer does not work, because the electron is usually located at the
center of the NW and the distance between the exciton and the surrounding organic shell
is always larger than the critical 10 nm. Due to the reduced diameter of the ultrathin
NW, however, this energy transfer should quickly become very efficient and facilitate
the development of an hybrid inorganic/organic LED uniting the advantages of both
inorganic and organic materials systems.
Summarizing, the here presented post-growth decomposition enabled the fabrication of
ultrahin GaN nanowires that act as quantum wires. These results will generate a renewed
interest in GaN NWs grown by MBE.
105
7. Conclusions and Outlook
Last but not least, we also showed that a post-growth decomposition step, conducted for
a longer time, eventually leads to a significant reduction in NW number density. Thereby,
we also paved the way to overcome the fourth and final limitation of the spontaneous
formation of GaN NWs in MBE. This reduction in density will, for example, allow the
realization of GaN NW-based core-shell structures in MBE and thereby the realization of
attractive alternative device architectures.
In conclusion, we have developed growth approaches to one-by-one overcome the
fundamental limitations of the spontaneous formation of GaN NWs. With overcoming
these limitations, we have fabricated NW ensembles with unprecedented properties
concerning their diameter, excitonic linewidth and structural quality. Thereby, we have
created new perspectives for the development of several new devices and device classes
based on GaN NWs. In addition, the results presented here will also prove relevant also
for other materials systems and growth approaches, e.g., the post-growth decomposition
process can be easily transferred to selective-area-grow NWs.
There are a lot of new and interesting samples to be grown, measurements to be taken,




A.1. Rutherford backscattering spectrometry on ultrathin GaN
nanowires
The measurements here presented were performed by Emanuel Schmidt and Carsten
Ronning from the Institut für Festkörperphysik at the Friedrich-Schiller-University Jena.
As-grown and thermally decomposed GaN nanowires were investigated by Ruther-
ford backscattering spectrometry (RBS). RBS measurements were performed with 2 MeV
He-ions under 170 ◦ backscattering geometry using a standard passivated silicon particle
detector with ∼ 4 msr solid angle. The ion charge was measured by a chopper wheel
coated with a thin Au film and calibrated with a bulk lead glass standard. The samples
were measured once with the incident ion beam orthogonal to the substrate surface and
under varying "random" azimuthal angle 2 ◦ off the surface normal in order to avoid
channeling effects of the substrate. Energy calibration of the detector was performed using
a standard thin film sample containing various elements with well-distributed atomic
masses.
The spectra of the random RBS measurements on as-grown and decomposed GaN
nanowires are shown in Fig. A.1. The Ga signal starting at 1780 keV is clearly visible by
the surface-edge in both RBS spectra. The signal of the silicon surface edge at 1280 keV is
just visible in the spectrum of the sample with thermally decomposed nanowires. Due to
the structure of the samples, the spectra are clearly distinct from what one would expect
for a thin-film RBS measurement. The difference is caused by the statistical behavior
of the energy loss of ions. In a thin film system, the energy loss of impinging ions is
directly correlated to the energy loss of the ions on their way to the detector after the
scattering process. In a structured material as nanowires, this correlation is disturbed
and statistically distributed. Usually a correct calculation of a spectrum of an arbitrary
structured sample can only be obtained by Monte-Carlo calculations [198]. However, the
integrated signal of a film is in general not influenced by structural effects [199]. Thus, we
can calculate the areal density of Ga atoms from the spectra by integrating the Ga signal
over the concerning channels, as indicated in Fig. A.1. To compensate for the energy
dependence of the Rutherford scattering cross-section, we calculate the RBS spectrum of a
non-crystalline bulk GaN-sample and the ratio between the calculated yield over depth
and the measured yield (not shown). The integration is performed from the energy of the
ions scattered on the surface Ga atoms (E0,Ga) to the energy of the backscattered ions on
the Si surface (E0,Si).
By integrating and comparing the spectra of the as-grown and the thermally decomposed
nanowire ensembles it is possible to measure an areal density of Ga atoms of (3.8 ± 0.8 ×
1018) cm−2 and (1.45 ± 0.3 × 1017) cm−2, respectively. Therefore, annealing a nanowire
ensemble for 30 min at 920 °C in UHV leads to the decomposition of (96.2 ± 1.6)% of
material. The uncertainties are calculated as the maximum possible deviations of the
























Figure A.1: RBS spectra of ultrathin GaN nanowires. Samples of GaN nanowires on crys-
talline Si-substrate as grown (top) and after thermal decomposition (bottom) were
measured with 10 µC single charged 2 MeV He-ions in random orientation. The
samples were tilted by 2 ◦ and rotated continuously during the measurement to
prevent channeling effects of the Si-substrate. The energy of ions scattered on the
surface of Ga (E0,Ga) and Si (E0,Si) is shown as well as the depth-scale of the ions
scattered on Ga. The RBS measurement were carried out by Emanuel Schmidt
and Carsten Ronning from the Friedrich-Schiller-University Jena.
is indicated by the systematic error affecting the concentration result by neglecting the
nanowire structure.
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